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CHAPEL HILL STANDARD TREE PROTECTION NOTES:

1. APRE-CONSTRUCTION CONFERENCE WILL BE HELD WITH THE TOWN'S URBAN
FORESTER PRIOR TO BEGINNING SITE WORK.

2. ANY TREE ROOTS EXPOSED BY CONSTRUCTION WILL BE SEVERED CLEANLY WITH
AN APPROPRIATE PRUNING TOOL.

4. THE TREE PROTECTION FENCING MUST NOT BE VIOLATED FOR THE ENTIRE
DURATION OF THE PROJECT WITHOUT APPROVAL FROM URBAN FORESTRY STAFF.

5 THE SOIL WITHIN THE CRITICAL ROOT ZONES OF EXISTING TREES WILL NOT BE
DRIVEN ON OR OTHERWISE DISTURBED DURING THE INSTALLATION OF
LANDSCAPING.

5. THERE WILL BE ZERC TOLERANCE FOR STORING OR PARKING VEHICLES,
SUPPLIES, OR EQUIPMENT UNDER PROTECTED TREES,

6. IMPACT PRCTECTION DEVICES MUST BE REMOVED AFTER CONSTRUCTION.

7. ALANDSCAPE PROTECTION SUPERVISOR WHO IS REGISTERED WITH THE TOWN
OF CHAPEL HILL WILL BE PRESENT ON SITE AT ALL TIMES WHEN THE FOLLOWING
ACTIVITIES ARE TAKING PLACE: CLEARING, GRUBBING, EXCAVATION, GRADING,
TRENCHING, MOVING OF SOIL, INSTALLATION AND REMOVAL OF TREE
PROTECTION FENCING, AND THE DELIVERY TRANSPORTING AND PLACEMENT OF

(©)2617 JDAVIS ARCHITECTS EXPRESSLY RESERVES ITS COMMON LAW COPYRIGHT AND OTHER PROPERTY RIGHTS IN THESE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM OR MANNER WHATSOEVER, NOR ARE THEY TO BE ASSIGNED TO ANY THIRD PARTY WITHOUT FIRST GBTAINING THE EXPRESSED WRITTEN PERMISSION AND CONSENT OF JDAVIS ARCHITECTS, PLLC

510 South Wilmington St. | Raleigh, NC 27601 | tel 919.835.1500
1518 Walnut St. Suite 1308 | Philadelphia, PA 19102 | tel 215.545.0121
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GENERAL NOTES:

1. ALL CONSTRUCTION MUST BE PERFORMED WITH CURRENT TOWN OF CHAPEL HILL STANDARDS, SPECIFICATIONS AND DETAILS.

2. IFINFRASTRUCTURE PLAN FOR PUBLIC AND PRIVATE STREETS OR UTILITIES SHOWN ON THIS PLAN ARE REQUIRED, THEY MUST
BE APPROVED BY THE PUBLIC WORKS DEPARTMENT AND PUBLIC UTILITIES DEPARTMENT PRIOR TO ISSUANCE OF PERMITS OR
RECORDING OF ANY PLAT FOR THIS DEVELOPMENT.

3. ACCESS ROUTE FOR EMERGENCY VEHICLES SHALL PROVIDE AN INSIDE TURNING RADIUS OF 28' MINIMUM,

4. TRASH AND CARDBOARD DUMPSTER(S) ENCLOSURE SHALL MATCH MATERIAL AND/OR COLOR OF THE PRINCIPAL BUILDING.

5. CONTRACTOR TO FIELD LOCATE AND VERIFY ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND REFORT ANY
DISCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO ANY CONSTRUCTION ACTIVITIES. CONTACT NC ONE AT 811 FOR FIELD
LOCATION OF UNDERGROUND UTILITIES.

6. SLOPE IN HANDICAP PARKING AREAS NOT TO EXCEED 2 % IN ALL DIRECTIONS AS PER ADA STANDARDS.

7. PROVIDE SIGNAGE AND STRIPPING OF HANDICAP SPACES AS PER ADA STANDARDS,

8. ALL RETAINING WALLS GREATER THAN 30" IN HEIGHT TO INCLUDE HANDRAIL.

9. ALL EXTERIOR LIGHTING WILL BE DESIGNED TO PREVENT OFF-SITE GLARE.

10. THE SITE SHALL BE STABILIZED AND SEEDED PRIOR TO THE ISSUANCE OF CERTIFICATE OF OCCUPANCY.

11.  WHERE EXISTING OR PROPOSED VEGETATION FAILS TO FUNCTICN ADEQUATELY AS REQUIRED, THE TOWN OF CHAPEL HILL
RESERVES THE RIGHT TO REQUIRE SUPPLEMENTAL PLANTINGS IN ADDITION TO THOSE SHOWN ON THE PLANTING PLAN BASED
ON ACTUAL FIELD CONDITIONS.

12, ALL TREE PROTECTION FENCING SHALL BE MAINTAINED UNTIL ALL SITE WORK IS COMPLETED. THE FENCING SHALL BE
REMOVED PRICR TO THE FINAL SITE INSPECTION FOR THE CERTIFICATE OF OCCUPANCY {CO).

TOWN OF CHAPELHILL NOTES

1. THE TECHNICAL SPECIFICATIONS INCLUDED IN THESE DRAWINGS ENUMERATE THE PROJECT CONDITIONS, REQUIRED SUBMITTALS,
PROCEDURES AND PROTOCOLS, QUALITY CONTROL, MATERIALS AND PRODUCTS, METHODS FOR EXECUTION OF THE WORK,
MAINTENANCE, AND WARRANTIES ASSOCIATED WITH THE CONTRACT WORK. PERFORMED WORK NOT MEETING THE REQUIRED
SPECIFICATIONS MAY BE FOUND TO BE UNACCEPTABLE AND WILL BE S8UBSEQUENTLY REJECTED. CONTRACTOR WiLL BE
RESPONSIBLE FOR THE MEANS AND COSTS ASSOCIATED WITH ALL REPLACEMENT, REPAIR, OR ALTERATIONS NECESSARY TO
PERFORM THE WORK IN ACCORDANCE WITH THE SPECIFICATIONS.

2. CONTRACTOR SHOULD NOTE THE REQUIRED STANDARDS FOR NURSERY STOCK INCLUDED IN THE TECHNICAL SPECIFICATIONS. IN
ADDITION, THE STANDARDS SHOULD BE REVIEWED BY THE CONTRACTOR'S SUPPLIERS TO ENSURE PLANT MATERIALS CONFORM
TO THE REQUIRED STANDARDS.

3, THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL PLANT QUANTITIES. DISCREPANCIES IN PLANT QUANTITIES SHOULD BE
ADDRESSED TO THE LANDSCAPE ARCHITECT FCR CONFIRMATION OR CLARIFICATION.

4, NO PARKING SPACE MAY BE FARTHER THAN 75 FEET FROM THE TRUNK OF A TREE.
5. TREE PLANTING ZONES MUST BE INSTALLED USING STRUCTURAL SOILS, AS DESCRIBED IN THE DESIGN MANUAL.

8. ALL MECHANICAL EQUIPMENT, WASTE DISPOSAL FACILITIES, AND VEHICULAR USE AREA (DRIVES AND PARKING) SHALL BE
SCREENED FROM PUBLIC VIEW BY EVERGREEN SHRUBS, FENCE OF WALL. PLANTING SHALL ALLGW FOR A MiNIMUM OF &'
CLEARANCE AROUND THE STRUCTURE TO ALLOW FOR ACCESS. ADDITIONALLY, ANY SIDE OF THE STRUCTURE HAVING A DGOR OR
LOCK, THE PLANTING SHALL ALLOW FOR A 10' CLEARANCE. THE AMOUNT OF CLEARANCE SHALL ACCOUNT FOR THE SiZE OF PLANT
MATERIAL AT MATURITY,

7. ALL SHRUBS INSTALLED AS VEHICULAR USE SCREENING WILL BE MAINTAINED AS A CONTINUQUS HEDGE AT A MINIMUM HEIGHT OF
36 INCHES.

8. ALLIRRIGATION SYSTEM PLANS ARE SUBMITTED THROUGH THE BUILDING PERMIT PROCESS AND ARE EVALUATED SEFARATELY
FROM AND IN ADDITION TO SITE PLAN AND BUILDING REVIEWS.

9. THE CONTRACTOR IS EXPECTED TO ACCURATELY LOCATE THE EDGES BETWEEN PLANTING BEDS AND TURF GRASS AREAS AS
WELL AS THE SPECIFIED PLANTINGS. CONSULT THE TECHNICAL SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

10. SPECIFIC REQUIREMENTS FOR TURF GRASS 0D, COMPOST, AND OTHER SOIL AMENDMENTS INCLUDING REQUIRED SOIL TESTING
IS SHOWN IN THE TECHNICAL SPECIFICATIONS.,

11. GRADE ALL LANDSCAPE AREAS TO ENSURE POSITIVE DRAINAGE. THE LANDSCAPE ARCHITECT SHOULD BE NOTIFIED OF AREAS
WITH INADEQUATE DRAINAGE PRIOR TO INSTALLATION OF LANDSCAPING.

12. THIS PLAN DEPICTS PLANTINGS REQUIRED BY THE TOWN CHAPEL HILL.

13. LOCATION OF PLANT MATERIAL TO BE REVIEWED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

14. ALL CONSTRUCTION TO CONFORM TO THE STANDARDS AND SPECIFICATIONS OF THE TOWN OF CHAPEL HILL.

15. ALL PLANTING BEDS ARE TO BE MULCHED TO A MINIMUM DEPTH OF 3" WITH FINE TEXTURED ORGANIC MULCH {NO PINE STRAW) .
16. ALL PLANTS TO BE COMPACT, UNIFORM AND WELL GROWN.

17. ALL CONFLICTS BETWEEN PROPOSED LANDSCAPE, UTILITIES AND STORMWATER WILL BE RESOLVED PRIOR TO APPLICATION FOR
BUILDING PERMITS. UTILITY AND STORMWATER PLANS DEPICTED IN THIS SUBMITTAL ARE PRELIMINARY AND ARE SUBJECT TO
CHANGE WITH THE DEVELOPMENT CF GONSTRUCTION DOCUMENTS,

18. PLANTS IN ROWS OR GROUPINGS SHALL BE MATCHED WiTH RESPECT TC SIZE AND FORM.

9. AT INSTALLATION AND CONTINUCUSLY DURING THE MAINTENANCE CONTRACT, ALL PROPOSED SHRUBS SHOWN AS SQUARE IN
FORM ON THE DRAWINGS SHOULD BE PRUNED INTO BOX-SHAPED PLANTS.

20. PLANTS SPECIFIED FOR MASS PLANTINGS TO BE SPACED APART AS SPECIFIED AND PLACED IN TRIANGULATED PATTERNS UNLESS
OTHERWISE SHOWN. : :

[+

1. DO NOT MAKE PLANT SUBSTITUTIONS. FOLLOW SPECIFIED PROTOCOLS IN REQUESTING SUBSTITUTIONS.

22, ESTABLISH AND MAINTAIN TOP OF GRADE 2 INCHES BELOW ADJACENT CURBS, WALKWAYS, AND OTHER HARDSCAPE AREAS TO
ALLOW FOR INSTALLATION OF 80D OR MULCH.

23. ALL SAUCERS SHALL BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

24, ALL SITE LANDSCAPE AREAS ARE TO BE EITHER PLANTED, SODDED, SEEDED, OR MULCHED IN ACCORDANCE WITH THE
SPECIFICATIONS. NO DENUDED ON-SITE AREAS ARE ACCEPTABLE.

25. TREE STAKING AND GUYING SHALL BE REMOVED AFTER ONE FULL GROWING SEASON. SEE TREE PROTECTION FENCE DETAIL AND
NOTES FOR ADDITIONAL INFORMATION.

26. ALL PLANTS AND TURF GRASS SOD SHALL BE WARRANTED DURING INSTALLATION AND THROUGHOUT THE REQUIRED
MAINTENANCE PERIOD UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE ARCHITECT. SPECIFIC REQUIREMENTS TO BE AS INDICATED
IN THE TECHNICAL SPECIFICATIONS.,

27. LANDSCAPE RESTRICTIONS WITHIN DUKE ENERGY EASEMENT:

27.1.  NOTREES IN EXCESS OF 12' MATURE HEIGHT ARE PERMITTED IN EASEMENT WHERE CVERHEAD POWER LINES ARE
PRESENT. S8EE PLAN FOR LOCATION OF THIS CONDITION. VEGETATION THAT IS NOT IN COMPLIANCE IS SUBJECT TO
REMOVAL WITHOUT NOTICE.

27.2. NOVEGETATION SHALL INTERFERE WITH THE ACCESS TO OR THE SAFE, RELIABLE OPERATION AND MAINTENANCE OF DUKE
FACILITIES. :

28. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION BETWEEN 2 FEET AND 8 FEET IN HEIGHT ABOVE THE CURB
LINE ELEVATION SHALL BE LOCATED IN WHOLE OR PART. OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM, FOLIAGE,
FENCE, WALL, SIGN, OR PARKED VEHICLE. ‘SHRUBS SHALL BE MAINTAINED AT 30" IN HEIGHT AND TREES SHALL BE LIMBED TO A
HEIGHT OF 8' AS THEY MATURE WHILE ENSURING THEIR NATURAL SHAPE IS KEPT.

LANDSCAPE MAINTENANCE STATEMENT:

THE OWNERS OF THE PROPERTY AND THEIR AGENTS, HEIRS, OR ASSIGNS SHALL BE RESPONSIBLE FOR
THE INSTALLATION, PRESERVATION AND MAINTENANCE OF ALL PLANTING AND PHYSICAL FEATURES
SHOWN ON THIS PLAN. THE OWNERS SHALL BE RESPONSIBLE FOR ANNUAL MAINTENANCE OF THE
VEGETATICON TO INCLUDE BUT NOT BE LIMITED TO:

a

FERTILIZATION (OPTIONAL): FERTILIZE LAWNS TWICE PER YEAR (FEB. 15- MARCH 15 AND AGAIN SEPT.
1-0CT. 31) ACCORDING TO SOIL TEST. FERTILIZE WARM SEASON GRASSES ONCE DURING GROWING
SEABON PER SOIL TEST.

PRUNING WITHIN LIMITS OF NEW PLANTING AREAS SHALL BE LIMITED TO THE REMCVAL OF DEAD
WOOD OR BRANCHES FOR TREES CR FOR SiGHT DISTANCES/ SAFETY REASONS. THE ANSIA30C
STANDARDS SHOULD BE FOLLOWED. THE PRUNING OF SHRUBS SHALL BE LIMITED TO THAT WHICH IS
NECESSARY TO MAINTAIN THE NATURAL SHAPE OF THE PLANT EXCEPT FOR SHEARED HEDGES.

STREET TREES SHALL HAVE THEIR LIMBS PRUNED OVER SIDEWALKS TO APPROXIMATELY 7 FEET
ABOVE GRADE WHEN REASONABLY MATURE.

PEST CONTROL {OPTIONAL): PRE-EMERGENT WEED CONTROL FOR LAWNS AND SHRUB BEDS MAY BE
APPLIED IN FEBRUARY. CHEMICAL TREATMENT FOR INSECT INFESTATION AND DISEASE MAY BE
APPLIED AND SHALL BE SPECIFIC TO THE PROBLEM.

FINE TEXTURED ORGANIC MULCH SHALL BE MAINTAINED AT A DEPTH CF 2-3" IN PLANT BEDS. MULCH
WiLL BE REAPPLIED EVERY TWQ YEARS MINIMUM.

SLOPE STABILIZATION. ALL DISTURBED AREAS SHALL BE STABILIZED FROM SOIL
EROCSION IMMEDIATELY UPON PLANTING AND SHALL BE PERMANENTLY MAINTAINED.
SLOPES GREATER THAN THREE TO ONE SHALL NOT BE STABILIZED WITH TURF GRASS AND
SHALL REQUIRE THE PLANTING OF GROUNDCOVER TO STABILIZE ANY DISTURBED SOIL.

THE OWNER 1S RESPONSIBLE FOR MAINTAINING ALL REQUIRED PLANT MATERIAL IN GOCD
HEALTH FOR THE DURATION OF THE USE OF THE PROPERTY. ANY DEAD, UNHEALTHY OR
MISSING PLANTS MUST BE REPLACED WITH LOCALLY ADAPTED VEGETATION, WHICH
CONFORMS TO THE INITIAL PLANTING STANDARDS OF THIS UDO AND THE TOWN
OF GARNER PLANTING MANUAL CONTAINED IN APPENDIX E.

CARE SHALL BE TAKEN TO PROTECT THE ROOT ZONES FROM EXCESSIVE DISTURBANCE FROM
EQUIPMENT, CONSTRUCTION AND RELATED MATERIALS, ETC.

MATERIAL REQUIREMENTS:

SOIL MIX NOTES:

1.

ALL TOPSOIL MIXES USED FOR FINISH GRADING AND PLANTER APPLICATIONS SHOULD BE THE SITE'S
CRIGINAL TOPSOIL AND SHOULD BE TESTED BY N.C. DEPARTMENT OF AGRICULTURE TO DETERMINE
THEIR SUITABILITY FOR LANDSCAPE USE.

ALL TOPSOIL MIXES SHOULD CONTAIN A MINIMUM 2% ORGANIC MATTER; RANGE IN pH FROM 5.0-
6.5; AND BE FREE OF HERBICIDE AND PESTICIDE RESIDUES PRIOR TO THE ADDITION CF
AMENDMENTS.

ALL TOPSOIL MIXES SHOULD B8 E AMENDED AS RECOMMENDED BY SOIL TEST RESULTS, AND BE
LOOSE AND FRIABLE AT THE TIME OF PLANTING.

SOIL DUG FROM THE PLANTING PIT SHOULE BE USED FOR BACKFILLING IN ORDER TO AVOID
CREATING SOIL INTERFACES AT THE EDGE OF THE PLANTING PIT. THE BACKFILL MAY BE AMENDED
TO CONTAIN A MAXIMUM OF 10% ADDED ORGANIC MATTER. THE BACKFILL SHOULD BE LOOSE AND
FRIABLE AT THE TIME OF PLANTING.

MULCH:

t

MULCH SHOULD CONSIST OF PINE BARK, LEAF MOLD OR WELL AGED WOOD CHIPS OR A
COMBINATION OF THESE THREE COMPONENTS. ON SLOPED SITES WHERE PINE BARK MY FLOAT,
WELL AGED WOCD CHIPS SHOULD BE USED.

SOIL PREPARATION:

1.

EXISTING COMPACTED TOPSOQILS THAT ARE TO RECEIVE PLANTS OR SEED AND SUBSOILS THAT ARE
TO BE QVERLAID WITH TOPSOIL SHOULD BE TILLED TO A MINIMUM DEPTH OF 6",

ALL AREAS THAT ARE TO BE PLANTED WITH TURF, SHRUBS OR TREES SHOULD RECEIVE A MINIMUM
OF 6” OF TOPSOIL OVER FINISHED SUBGRADE.

WITHIN THE CRITICAL ROOT ZONES OF RARE AND SPECIMEN TREES, NO REMAINING SOIL SHOULD
BE DISTURBED AND, PROVIDED THAT NO CHANGE IN GRADE OCCURS AT THE TREE'S TRUNK, NO
MORE THAN 6" OF TOPSCIL SHOULD BE PLACED OVER THE CRITICAL ROOT ZONE.

PLANTING REQUIREMENTS:

1.

TREES AND SHRUBS SHOULD BE PLANTED PRIOR TO MAY 15 AND AFTER SEPTEMBER 15. DELAYED
PLANTINGS OF REQUIRED BUFFERS AND/OR CTHER LANDSCAPING CAN BE ACCOMMODATED WITH
THE ACCEPTANCE OF A LETTER OF CREDIT SUBMITTED TO AND APPROVED BY THE TOWN PLANNING
DEPARTMENT.

DIGGING AND PLANTING OPERATIONS SHOULD BE PERFORMED ONLY WHEN THE SOIL
TEMPERATURE AT EACH PLANTING AREA AND OF ALL BACKFILL MATERIALS IS ABOVE 32 DEGREES F.

FOLLOWING A PERIOD OF PRECIPITATION, PLANTING OPERATIONS SHOULD RESUME ONLY WHEN
THE FULL DEPTH OF THE PLANTING PITS HAS SATISFACTORILY DRAINED.

SHADE AND WATER SHOULD BE PROVIDED TO ALL DELIVERED MATERIAL DURING DRY WEATHER
AND B&B MATERIALS SHOULD BE MULCHED IF THEY ARE TO REMAIN UNPLANTED FOR OVER 24
HOURS.

ALL PLANTING PITS SHOULD BE EXCAVATED TO A DEPTH EQUAL TO OR SLIGHTLY LESS THAN THE
HEIGHT OF THE PLANTING BALL. THE SIDES OF THE PLANTING PITS SHOULD BE LOOSENED AND
ROUGHENED TO FACILITATE THE MOVEMENT OF ROOTS INTC THE SURROUNDING SOIL

THE TOP OF THE PLANT ROCT BALL SHOULD BE SET SO THAT IT WILL BE LEVEL WITH THE FINISHED
GRADE AFTER SETTLEMENT. GENERALLY, LARGE PLANTS SHOULD BE INSTALLED FROM 3" - 4
ABOVE GRADE TO ALLOW FOR SETTLEMENT. ALL PLANT MATERIAL GREATER THAN 3 FEET IN HEIGHT
SHOULD BE SET PLUMB REGARDLESS OF THE. SLOPE OF FINISHED GRADE. PLANTS SMALLER THAN
3 FEET IN HEIGHT MAY BE SET PERPENDICULAR TO FINISHED GRADE ON SLOPING SITES.

FOR CONTAINER GROWN PLANTS, CAREFULLY REMOVE THE CONTAINER AND CUT ANY
CONTAINER-BOUND CIRCLING RGOTS. FOR BALLEC-AND-BURLAPPED PLANTS, CUT BURLAP AWAY
FROM THE TOP OF THE ROOT BALL FOR PLANTS IN WIRE BASKETS, SET PLANT IN PLANTING PIT;
THEN CUT AND REMOVE WIRE THAT WILL REMAIN EXPOSED AFTER BACKFILLING ALONG WITH THE
BURLAP FROM THE TOP OF THE RCOT BALL.

PLACE AND TAMP BACKFILL AROUND ROOT BALL IN 6-TO 8-INCH LAYERS UP TO THE LEVEL OF THE
FINISHED GRADE. AVOID BRUISING OR BREAKING RCOTS WHEN TAMPING THE SOIL. REMOVE ALL
PROTECTIVE WRAPPING FROM TRUNKS AND BRANCHES AND THOROUGHLY SETTLE PLANTINGS
WITH WATER. PLACE A MINIMUM OF 3 INCHES OF MULCH OVER PLANT BALL AND PIT AREA, TAKING
CARE TO KEEP MATERIAL A MINIMUM OF 2 INCHES FROM THE TRUNK OF TREE.

MASS PLANTING NOTES

1. PRUNE CROWDED, BROKEN, OR STRAY BRANCHES.
CUT FLUSH, LEAVING CAMBIUM EDGE CLEAN.

2. CROWN PLANTING BED A MIN. OF 3 INCHES ABOVE
ADJACENT GRADE EXCEPT IN COURTYARD
SITUATIONS WHERE BEDS SHALL BE SLOPED TO
NEAREST DRAIN BASIN,

ON CENTER (0.C.)
DIMENSION VARIES

y SEE PLAN

3. KEEP MULCH AWAY FROM ROQT CROWN, ]

KEEP MULCH AWAY
FROM ROOT CROWN

3" MULCH LAYER
SEE SPECS FOR TYPE

TR AR s s s T
NN NVWVNNVNYSD
T o

.

MACHINE OR SPADE

1 CUT PLANT BED EDGE
T
i~ LY T
LA GRADE

UNDISTURBED
SUBGRADE

PLANTING SOIL MIXTURE
HAND-TAMPED IN LIFTS
SEE SPECS FOR COMPQSITION

CONTAINER PLANT INSTALLATION

SCALE: NTS

SEE LP1.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND PLANT LIST.
SEE LP1.1 FOR TOWN OF CHAPEL HILL LANDSCAPE CALCULATIONS.
SEE CS1001 FOR SITE PLAN.

SEE LP2.1 FOR TREE PROTECTION PLAN,

SHRUB PLANTING NOTES

1. IF PLANTING HOLES ARE DUG WITH A 3. SYNTHETIC BURLAP SHALL BE REMOVED
LARGE AUGER, BREAX DOWN THE SIDES ENTIRELY FROM ROQT BALL.
WITH A SHOVEL TO ELIMINATE GLAZING
AND CREATE THE SLOPING SIDE 4, PROVIDE 2 INCH DEEP SAUCER AROUND
PROFILE SHOWN ON THE DETAIL. SHRUB.

2. SET SHRUB 2 INCHES HIGHER THAN 5. KEEP MULCH AWAY FROM ROOT
ABOVE ADJACENT GRADE. CROWN.

6. THOROUGHLY SCAK THE ROOT BALL

AND ADJACENT PREPARED SOIL
SEVERAL TIMES DURING THE FIRST
MONTH AFTER PLANTING AND
REGULARLY THROUGHOUT THE
MAINTENANCE PERIOD.

KEEP MULCH AWAY
FROM ROOT CROWN

3" MULCH LAYER
SEE SPECS FOR TYPE

MACHINE OR SPADE
CUT PLANT BED EDGE

TAMPED PLANTING
SOIL MIXTURE

PLANTING SCIL MIXTURE
HAND-TAMPED !N LIFTS
SEE SPECS FOR COMPOSITION

TWICE ROOT BALL DIAMETER

BREAK UP SUBSCIL WITH PICK

TREE PLANTING NOTES

1.

2

KEEP MULCH AWAY
FROM ROOT CROWN

SET SAUCER AT MAX. 2"
& NO LOWER THAN LEVEL

CRISP MACHINE OR
SPADE EDGING

PLACE BACKFILL IN
LAYERS - SEE SPECS

4'-6" DEEPER THAN ROOT BALL
FOR IMPROVED DRAINAGE ———__ |

MATCH PLANTING PRGCEDURE FOR EVERGREEN TREES.

DO NOT PRUNE TREE AT PLANTING EXCEPT FOR SPECIFIC
STRUCTURAL CORRECTIONS.

IF TREES ARE PLANTED CLOSE TOGETHER SUCH THAT THEY WILL
LIKELY SHARE ROOT SPACE, TILL IN SOIL AMENDMENTS TO A DEPTH
OF 4" TO 6" OVER THE ENTIRE BED AREA.

FOR CONTAINER-GROWN TREES, EXTRACT THE ROCTS OUT CF THE
CUTER LAYER OF POTTING SOIL, THEN CUT OR PULL APART ANY
ROQTS CIRCLING THE PERIMETER OF THE CONTAINER.

. THOROUGHLY SOAK THE TREE ROCT BALL AND ADJACENT PREPARED

SOIL SEVERAL TIMES DURING THE FIRST MONTH AFTER PLANTING
AND REGULARLY THROUGHOUT THE MAINTENANCE PERICD.

. IF PLANTING HOLES ARE DUG WITH A LARGE AUGER, BREAK DOWN

THE SIDES WITH A SHOVEL TO ELIMINATE GLAZING AND CREATE THE
SLOPING SIDE PROFILE SHOWN ON THE DETALL.

. INMEDIAN ISLANDS, SET PLANT MATERIAL AS CLOSE TO FINISHED

GRADE AS POSSIBLE..

. SYNTHETIC BURLAP SHALL BE REMOVED ENTIRELY FROM ROOT BALL

. KEEP MULCH AWAY FROM ROOT CROWN.

"TREE FROG PRO 40 HD" STAKING SYSTEM

WIRE BASKET AWAY

SET BALL ON UNDISTURBED
SOIL TQ PREVENT SETTLING

INSTALL PER MANUFACTURER'S INSTRUCTIONS.

SHALLOW SAUCER WITH
/ MULCH - SEE SPECS

CUT BURLAP, ROPE, AND

FROM

TOP HALF OF ROOT BALL

B&B SHRUB INSTALLATION

SCALE: NTS

TREE INSTALLATION

SCALE: NTS

—
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ETL COMMERCIAL GRADE LIGHT STRING @ @

FESTOON LIGHTING

COMMERCIAL GRADE

Commercial grade light string in reels or kits, with three socket
size/spacing combinations for decorative/event/festive lighting

applications. Suitable for outdoor year-round use.

Performance

= 330ft butk reels avaitable in E26/24", E17/15" and
£12/12" socket size/spacing combinations

» Medium base versions are offered with suspended and
non-suspended sockets, also in 48ft and 1007t kits

+ Up to 1800 watts can be run from a single power
source for medium base reels, and up to 1200 watts for
intermediate and candelabra base reels

Construction

= Formulated PVC sockets form a tight seal around the bulb
to preclude the entrance of water and molisiure

» Cable gauge and type varies - see individual product

Installation

« For spans up to 20 feet, use eyebolts and plastic ties to
anchor ends ‘

« For longer spans, use ¢atenary cable {guy wire} with
plastic ties at each socket

* Suspended E26 sockets have T-mold with mounting
hole; all non-suspended sockets have mounting ears
built into the socket bases '

« Do not exceed maximum aHowed ioad in any single run
or leave any sockets empty

AMERICANLIGHTING.COM

COMMERCIAL GRADE LIGHT STRING

Specifications

Series

COMMERCIAL GRADE LS

Input voltage

120V AC, 60Hz

Color temperature

Depends on lamps used

CRI

Depends on lamps used

Wattage See individual product
Lumepns Depends on lamps used
Maximum run See individual product

Bearn angle Depends on lamps used _
Dimming Depends of lamps used L
Material PVC sockets, 2-C cable

Rating N/A

Dimensions _ As noted
Switching Wall control or branch circuit
Mounting h Catenary wire (optional)

Linking — — N/A .
Rated life Depends on lamps used

*Photos are for representational purposes
and do not display actual socket spacing

P.0. RAIER 30 - DNKTR, 10 20754 U

TOLL FREE: (80) 360-2573 (IS & CAMDN

VICTOR m] STANLEY® TEL (301) B5-8300 - FAX (410) 257759
AL DUEISION A% TN TWRES * WEB STTE ATTPS/ /. VICTORSTALEY 04

Create a timeless moment.®
THIS PROCUGT IS COVERED BY.CE OR.MORE OF THE FOLLOWING

2-1/g" i .. PATENTS 722,881 §; 0725091 §
.
iﬁﬁ
\ \ / / & TATEGRAL WELDED FRAYE
\\ // OF 1" x 1" S0LID STEEL
W)
\ /
(.
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%
121

CLEARANCE FOR 376"
ANCHOR BOLTS

ol
BII

AVATLABLE OPTIONS:
FONDER COATING
10 STANDARD COLORS, 2 OPTIONAL METALLIC COLORS,
CUSTOM COLORS” (INCLUDING THE RAL RANGE)

HOTES: .

1. DRANINGS BOT TO SCALE, DO NOT SCALE DRANINGS.

2, ALL FABRICATED HETAL GONPONENTS ARE STEEL SHUTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY
POWDER-COATED WITH 7.6.1.C. POLYESTER POWDER COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AMD
GOATED HHILE KQT TO FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE THEN FULLY CURED TQ COATING MANGFACTURER'S
SPECIFICATIONS. THE THICKNESS OF THE RESULTING FINISH AVERAGES 8-10 KILS {200-250 NICRONS).

3. I7 I5 NOT RECOMMENDED TO LOCATE ANCHOR BOLTS UNTIL BIKE RACK IS TN PLACE, THIS VICTOR STANLEY, INC. PRODUCT YUST BE
PERMANENTLY AFFIXED TO THE GROUKD. CONSULT YCUR LOCAL CODES FOR REGULATIONS.

4, ANCHCR BOLTS NOT PROVIDED BY VICTOR STANLEY, INC. .

5. FOR HIGH SALT ABUSIVE CLIMATES, HOT-DIP GALVANIZING BEFCRE POWDER COATING IS AVAILABLE. HOT-DIP GALVAMIZING IS PERFORRED FOR VICTOR STAMLEY, TMG. BY A
EXPERIENCED QUALIFIED FIRM TO WKICH PRODUCTS ARE SHIPRED FOR GALVANIZING. HOT-DIP GALVAKIZING INCLUDES AN AGGRESSIVE PRE-TREATWENT AND IMNERSION IN A TAMK
OF CARGED LIQUID ZING AT GR AROUND B5C°F (460°C). THE RESULTING SURFACE IS RESISTANT TO RUST BUT HAS SOME UNEVERNESS RESULTING FROM THE BINDING OF THE ZINC
T0 THE STEEL SURFAGE. AS A RESULT, THE POYDER-COATING SURFAGE FINISH OVER THAT GALVANIZED SURRACK NAY EXHIRIT BUNPS, UNEVENNESS, AND WAY NOT BE
A5 SCOTH AS THE STANDARD FINISH; THIS UNEVEN AND INGONSISTENT FINISH IS NORMAL FOR GALVANIZING. CANTACT MANUFACTURER FOR DETAILS.

6. ALL SPECIFICATIONS ARE SUBJECT T CHANGE. CONTACT WANUFACTURER FOR DETAILS.

7. THIS PRODUCT IS SHIPPED FULLY ASSEMBLED,

7~ ™\ BERE-161
\ J PERENNE FREESTA BIKE RACK
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