








STAIR

Sheet Number

Sheet Title:

Revisions
Date
Checked
Drawn

Project:

Job Number: 1529

11-30-17

SPECIAL USE PERMIT

WLR, VJC
WLR, MTC, VJC

11SIXTY5
Weaver Dairy
Road

NOT ISSUED FOR
CONSTRUCTION

111 West Main Street
Durham, N.C. 27701
p  919.682.0368
f  919.688.5646
www.cjtpa.com

E
N

G
IN

E
E

R
IN

G
 .

 P
L
A

N
N

IN
G

 .
 L

A
N

D
S

C
A

P
E

 A
R

C
H

IT
E

C
T

U
R

E

NC BOARD OF EXAMINERS FOR
ENGINEERS AND SURVEYORS
LIC # C-1209
NC BOARD OF LANDSCAPE
ARCHITECTS  LIC # C-104

M
H

A
w

o
rk

s
P

L
A

N
N

IN
G

A
R

C
H

IT
E

C
T

U
R

E
IN

T
E

R
IO

R
S

5
0

1
 W

A
S

H
IN

G
T

O
N

 S
T

R
E

E
T

, 
S

U
IT

E
 G

D
U

R
H

A
M

, 
N

O
R

T
H

 C
A

R
O

L
IN

A
 2

7
7

0
1

p
  

9
1

9
.6

8
2

.2
8

7
0

f 
  

9
1

9
.6

8
2

.5
3

6
9

w
w

w
.m

h
a

w
o

rk
s.

co
m

-D
U

R
H

A
M

-G
R

E
E

N
V

IL
L

E

SITE PLAN
1" = 30'C-2.0

1

C-2.00 3015 60

SITE PLAN

PLAZA DETAIL PLAN
1" = 20'C-2.0

3
0 2010 40

BICYCLE RACK
NTSC-2.0

2

SITEPLAN NOTES

AutoCAD SHX Text
SMH RIM:573.5' INV IN:561.8' INV OUT:561.4'

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
S

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
18" RCP

AutoCAD SHX Text
ACC

AutoCAD SHX Text
ACC

AutoCAD SHX Text
VAN

AutoCAD SHX Text
VAN

AutoCAD SHX Text
VAN

AutoCAD SHX Text
VAN

AutoCAD SHX Text
633

AutoCAD SHX Text
573.31

AutoCAD SHX Text
guy

AutoCAD SHX Text
LP

AutoCAD SHX Text
LP

AutoCAD SHX Text
T

AutoCAD SHX Text
GEN

AutoCAD SHX Text
3 STORY BUILDING - CLINIC CLINIC - RETAIL RETAIL - OFFICEOFFICE

AutoCAD SHX Text
3 STORY PARKING DECK

AutoCAD SHX Text
5 SPACES

AutoCAD SHX Text
BANK

AutoCAD SHX Text
RETAIL / OFFICE SPACE

AutoCAD SHX Text
WEAVER CROSSING

AutoCAD SHX Text
CONCRETE SIDEWALK RE: 5/C-7.0 WITH HANDICAP RAMPS AT DRIVEWAY

AutoCAD SHX Text
BIKE RACKS RE:2/C-2.0

AutoCAD SHX Text
CONCRETE RETAINING WALL w/ CABLE RAIL RE: 9/C-7.0

AutoCAD SHX Text
PLAZA - PAVERS

AutoCAD SHX Text
LANDSCAPE BED

AutoCAD SHX Text
LANDSCAPE BED

AutoCAD SHX Text
LANDSCAPE BED

AutoCAD SHX Text
ASPHALT PAVING

AutoCAD SHX Text
CONCRETE SIDEWALK  RE: 5/C-7.0

AutoCAD SHX Text
10' LANDSCAPE BUFFER

AutoCAD SHX Text
UPPER STORY BUILDING OVERHANG

AutoCAD SHX Text
MECH ROOM  ENTRY

AutoCAD SHX Text
OFFICE LOBBY

AutoCAD SHX Text
RETAIL ENTRIES

AutoCAD SHX Text
RETAINING WALL w/ CABLE RAIL

AutoCAD SHX Text
20' ACCESS EASEMENT PLAT BOOK 115 PG 186

AutoCAD SHX Text
ASSUMED 30' DUKE ENERGY EASEMENT DEED BOOK 136 PG 562

AutoCAD SHX Text
EXISTING FENCE AND PROPERTY LINE

AutoCAD SHX Text
ANTICIPATED STORM WATER MANAGEMENT EASEMENT

AutoCAD SHX Text
HEAVY DUTY CONCRETE SURFACE RE: 4/C-7.0 IN LOADING  AND DUMPSTER ACCESS FROM ADJACENT DRIVEWAY

AutoCAD SHX Text
ANTICIPATED STORM WATER MANAGEMENT EASEMENT AROUND UNDERGROUND DETENTION IN PARKING GARAGE

AutoCAD SHX Text
PARKING GARAGE ACCESS FROM ADJACENT EASEMENT

AutoCAD SHX Text
12 BICYCLE PARKING (6 LOOPS)

AutoCAD SHX Text
30' LANDSCAPE BUFFER

AutoCAD SHX Text
10' LANDSCAPE BUFFER

AutoCAD SHX Text
10' LANDSCAPE BUFFER

AutoCAD SHX Text
OFFICE ENTRY

AutoCAD SHX Text
CLINIC ENTRY

AutoCAD SHX Text
VAN ACCESSIBLE HANDICAP PARKING SPACE W/ SIGNAGE RE: 8/C-7.0 WITH STRIPED CROSS WALK

AutoCAD SHX Text
CONCRETE RETAINING WALL WITH RAILING ALONG ENTRY DRIVE

AutoCAD SHX Text
SIGNAGE - "STOP" AND "YIELD TO PEDESTRIANS"

AutoCAD SHX Text
TRANSFORMER LOCATION

AutoCAD SHX Text
DUMPSTER  RE: 7/C-7.0 

AutoCAD SHX Text
VEHICULAR DECK ENTRY

AutoCAD SHX Text
WHEELSTOP RE: 6/C-7.0 WHERE PARKING IS ADJACENT TO RETAINING WALL

AutoCAD SHX Text
WELL

AutoCAD SHX Text
ash

AutoCAD SHX Text
ash

AutoCAD SHX Text
ash

AutoCAD SHX Text
service

AutoCAD SHX Text
berry

AutoCAD SHX Text
service

AutoCAD SHX Text
berry

AutoCAD SHX Text
T

AutoCAD SHX Text
PAVERS

AutoCAD SHX Text
LANDSCAPE BED

AutoCAD SHX Text
MECH ROOM  ENTRY

AutoCAD SHX Text
RETAIL ENTRIES

AutoCAD SHX Text
LANDSCAPE BED

AutoCAD SHX Text
CONCRETE RETAINING WALL

AutoCAD SHX Text
CONCRETE  SIDEWALK

AutoCAD SHX Text
BIKE RACKS

AutoCAD SHX Text
CONCRETE  SIDEWALK

AutoCAD SHX Text
CONCRETE  SIDEWALK

AutoCAD SHX Text
PIN: 9880350595

AutoCAD SHX Text
1165 Weaver Dairy Rd. Chapel Hill, NC 27514

AutoCAD SHX Text
1.  ALL ANGLES ARE 90 DEGREES UNLESS ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED. 2.  DIMENSIONS TO BUILDING WALL ARE TO FACE OF DIMENSIONS TO BUILDING WALL ARE TO FACE OF WALL AT FINISH GRADE. DIMENSIONS TO CURB ARE TO FACE OF CURB.  3.  LAY OUT IMPROVEMENTS FOR THE CIVIL ENGINEER'S LAY OUT IMPROVEMENTS FOR THE CIVIL ENGINEER'S OR LANDSCAPE ARCHITECT'S REVIEW PRIOR TO BEGINNING CONSTRUCTION.  4.  REFERENCE ARCHITECTURAL DRAWINGS FOR BUILDING REFERENCE ARCHITECTURAL DRAWINGS FOR BUILDING LAYOUT INFORMATION. 5.  ADA PARKING SPACES SHALL BE SIGNED WITH TYPE ADA PARKING SPACES SHALL BE SIGNED WITH TYPE R7-8 OR R7-8A RESERVED PARKING SIGN AND R7-8D MAXIMUM FINE SIGN PER GS 20-37.6 OF THE NORTH CAROLINA HANDICAP CODE.  ADA RAMPS SHALL HAVE RAMP SURFACES COVERED WITH DETECTABLE WARNING PATTERN PER ADA STANDARDS. 

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
ADJACENT 

AutoCAD SHX Text
SPACE LOOPS

AutoCAD SHX Text
MIN 12' INCL

AutoCAD SHX Text
5'

AutoCAD SHX Text
4'

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
MIN 4'

AutoCAD SHX Text
2'

AutoCAD SHX Text
LOOPS IN CONCRETE

AutoCAD SHX Text
CONCRETE SURFACE

AutoCAD SHX Text
NOTES: 1.  INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. 2.  DO NOT SCALE DRAWINGS.  

AutoCAD SHX Text
36" O.C. MIN.

AutoCAD SHX Text
3'

AutoCAD SHX Text
GROUND LEVEL

AutoCAD SHX Text
16.5"

AutoCAD SHX Text
36.5"

AutoCAD SHX Text
2-3/8" OD X 11 GA. GALVANIZED STEEL PIPE-BLACK FINISH

AutoCAD SHX Text
SURFACE MOUNT OR EMBEDDED



TENANT SUITE

13517 SF
TENANT SUITE

103

992 SF

RETAIL
166

1360 SF

RETAIL
164

ELECTRICAL

BFP

22
'-6

"A
IS

LE

W
ID

TH
LOBBY

STAIR

ELEV

Sheet Number

Sheet Title:

Revisions
Date
Checked
Drawn

Project:

Job Number: 1529

11-30-17

SPECIAL USE PERMIT

WLR, VJC
WLR, MTC, VJC

11SIXTY5
Weaver Dairy
Road

NOT ISSUED FOR
CONSTRUCTION

111 West Main Street
Durham, N.C. 27701
p  919.682.0368
f  919.688.5646
www.cjtpa.com

E
N

G
IN

E
E

R
IN

G
 .

 P
L

A
N

N
IN

G
 .

 L
A

N
D

S
C

A
P

E
 A

R
C

H
IT

E
C

T
U

R
E

NC BOARD OF EXAMINERS FOR
ENGINEERS AND SURVEYORS
LIC # C-1209
NC BOARD OF LANDSCAPE
ARCHITECTS  LIC # C-104

M
H

A
w

o
rk

s
P

L
A

N
N

IN
G

A
R

C
H

IT
E

C
T

U
R

E
IN

T
E

R
IO

R
S

5
0

1
 W

A
S

H
IN

G
T

O
N

 S
T

R
E

E
T

, 
S

U
IT

E
 G

D
U

R
H

A
M

, 
N

O
R

T
H

 C
A

R
O

L
IN

A
 2

7
7

0
1

p
  

9
1

9
.6

8
2

.2
8

7
0

f 
  

9
1

9
.6

8
2

.5
3

6
9

w
w

w
.m

h
a

w
o

rk
s.

co
m

-D
U

R
H

A
M

-G
R

E
E

N
V

IL
L

E

GRADING AND DRAINAGE PLAN
1" = 30'C-3.0

1

C-3.00 3015 60

GRADING
PLAN

AutoCAD SHX Text
3 STORY OFFICE AND RETAIL BUILDING

AutoCAD SHX Text
BANK

AutoCAD SHX Text
RETAIL / OFFICE SPACE

AutoCAD SHX Text
WEAVER CROSSING

AutoCAD SHX Text
COMPROP LLC PIN 9880350595 PB 82 PG 89 DB 6055 PG 580 LOT AREA 78,557.67 SF

AutoCAD SHX Text
NCNB, NATIONAL BANK OF PIN 9880354610 PB 46 PG 72 DB 671 PG 467

AutoCAD SHX Text
TIMBERLYNE PROFESSIONAL PIN 9880353529 PB 50 PG 152 DB 4433 PG 35

AutoCAD SHX Text
TIMBERLYNE OUTPARCEL LIMITED PARTNERSHIP PIN 9880352225 PB 50 PG 152 DB 847 PG 95

AutoCAD SHX Text
INDEPENDENCE PARK LLC PIN 9880259588 DB 6193 PG 461

AutoCAD SHX Text
575

AutoCAD SHX Text
581

AutoCAD SHX Text
580

AutoCAD SHX Text
585

AutoCAD SHX Text
580

AutoCAD SHX Text
575

AutoCAD SHX Text
575

AutoCAD SHX Text
580

AutoCAD SHX Text
585

AutoCAD SHX Text
586

AutoCAD SHX Text
586

AutoCAD SHX Text
585

AutoCAD SHX Text
583

AutoCAD SHX Text
582

AutoCAD SHX Text
584

AutoCAD SHX Text
580

AutoCAD SHX Text
578

AutoCAD SHX Text
584

AutoCAD SHX Text
583

AutoCAD SHX Text
581

AutoCAD SHX Text
15" RCP

AutoCAD SHX Text
TOC 579.13 INV OUT 574.10

AutoCAD SHX Text
RIM 585.20 INV. IN 577.22 INV. OUT 576.73

AutoCAD SHX Text
RIM 583.87 INV. IN 575.23 INV. OUT 575.12

AutoCAD SHX Text
TOC 571.13 INV IN 565.51 INV OUT 565.42

AutoCAD SHX Text
SMH RIM:565.3' INV IN:556.5'

AutoCAD SHX Text
S 87°57'53" E  206.11'

AutoCAD SHX Text
S 10°19'34" E  99.87'

AutoCAD SHX Text
N 14°31'28" W  100.30'

AutoCAD SHX Text
C

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
18" RCP

AutoCAD SHX Text
ACC

AutoCAD SHX Text
ACC

AutoCAD SHX Text
VAN

AutoCAD SHX Text
VAN

AutoCAD SHX Text
VAN

AutoCAD SHX Text
VAN

AutoCAD SHX Text
LP

AutoCAD SHX Text
LP

AutoCAD SHX Text
BAYROCK INVESTMENT CO PIN 9880351310 DB 6211 PG 367

AutoCAD SHX Text
T

AutoCAD SHX Text
GEN

AutoCAD SHX Text
583

AutoCAD SHX Text
581

AutoCAD SHX Text
580

AutoCAD SHX Text
579

AutoCAD SHX Text
578

AutoCAD SHX Text
577

AutoCAD SHX Text
576

AutoCAD SHX Text
581

AutoCAD SHX Text
579

AutoCAD SHX Text
578

AutoCAD SHX Text
577

AutoCAD SHX Text
580

AutoCAD SHX Text
584

AutoCAD SHX Text
583

AutoCAD SHX Text
582

AutoCAD SHX Text
582

AutoCAD SHX Text
579

AutoCAD SHX Text
584

AutoCAD SHX Text
583

AutoCAD SHX Text
584

AutoCAD SHX Text
585

AutoCAD SHX Text
582

AutoCAD SHX Text
NCDOT DROP INLET

AutoCAD SHX Text
UNDERGROUND STORMWATER CONTROL MEASURE

AutoCAD SHX Text
UNDERGROUND STORMWATER CONTROL MEASURE

AutoCAD SHX Text
CURB INLET (TYP.)

AutoCAD SHX Text
PROPOSED SPOT ELEVATION, TYP

AutoCAD SHX Text
PROPOSED CONTOUR (TYP.)

AutoCAD SHX Text
JUNCTION BOX (TYP.)

AutoCAD SHX Text
PIN: 9880350595

AutoCAD SHX Text
1165 Weaver Dairy Rd. Chapel Hill, NC 27514



TENANT SUITE

13517 SF
TENANT SUITE

103

992 SF

RETAIL
166

1360 SF

RETAIL
164

ELECTRICAL

BFP

22
'-6

"A
IS

LE

W
ID

TH

LOBBY

STAIR

ELEV

Sheet Number

Sheet Title:

Revisions
Date
Checked
Drawn

Project:

Job Number: 1529

11-30-17

SPECIAL USE PERMIT

WLR, VJC
WLR, MTC, VJC

11SIXTY5
Weaver Dairy
Road

NOT ISSUED FOR
CONSTRUCTION

111 West Main Street
Durham, N.C. 27701
p  919.682.0368
f  919.688.5646
www.cjtpa.com

E
N

G
IN

E
E

R
IN

G
 .

 P
L
A

N
N

IN
G

 .
 L

A
N

D
S

C
A

P
E

 A
R

C
H

IT
E

C
T

U
R

E

NC BOARD OF EXAMINERS FOR
ENGINEERS AND SURVEYORS
LIC # C-1209
NC BOARD OF LANDSCAPE
ARCHITECTS  LIC # C-104

M
H

A
w

o
rk

s
P

L
A

N
N

IN
G

A
R

C
H

IT
E

C
T

U
R

E
IN

T
E

R
IO

R
S

5
0

1
 W

A
S

H
IN

G
T

O
N

 S
T

R
E

E
T

, 
S

U
IT

E
 G

D
U

R
H

A
M

, 
N

O
R

T
H

 C
A

R
O

L
IN

A
 2

7
7
0

1

p
  

9
1

9
.6

8
2

.2
8

7
0

f 
  

9
1

9
.6

8
2

.5
3

6
9

w
w

w
.m

h
a

w
o

rk
s.

co
m

-D
U

R
H

A
M

-G
R

E
E

N
V

IL
L

E

UTILITY PLAN
1" = 30'C-5.0

1

C-5.00 3015 60

UTILITY
PLAN

REMOTE FIRE DEPARTMENT CONNECTION (FDC)1
C-5.0

POST INDICATOR VALVE (PIV)2
C-5.0

utility notes fire protection notes

AutoCAD SHX Text
COMPROP LLC PIN 9880350595 PB 82 PG 89 DB 6055 PG 580 LOT AREA 78,557.67 SF

AutoCAD SHX Text
NCNB, NATIONAL BANK OF PIN 9880354610 PB 46 PG 72 DB 671 PG 467

AutoCAD SHX Text
TIMBERLYNE PROFESSIONAL PIN 9880353529 PB 50 PG 152 DB 4433 PG 35

AutoCAD SHX Text
TIMBERLYNE OUTPARCEL LIMITED PARTNERSHIP PIN 9880352225 PB 50 PG 152 DB 847 PG 95

AutoCAD SHX Text
INDEPENDENCE PARK LLC PIN 9880259588 DB 6193 PG 461

AutoCAD SHX Text
S 88°46'35" E  212.79'

AutoCAD SHX Text
S 08°31'15" E  267.29'

AutoCAD SHX Text
S 08°50'28" E  129.54'

AutoCAD SHX Text
S 79°41'57" W  108.07'

AutoCAD SHX Text
S 79°51'16" W 23.84'

AutoCAD SHX Text
S 79°43'05" W 23.10'

AutoCAD SHX Text
N 10°25'56" W  148.09'

AutoCAD SHX Text
S 80°04'36" W

AutoCAD SHX Text
41.59'

AutoCAD SHX Text
N 10°18'56" W  157.78'

AutoCAD SHX Text
N 10°15'57" W  132.96'

AutoCAD SHX Text
IPS

AutoCAD SHX Text
IPS

AutoCAD SHX Text
S 08°31'15" E 4.81'-TIE

AutoCAD SHX Text
WEAVER DAIRY ROAD VAR. PUBLIC R/W

AutoCAD SHX Text
15'x30' INGRESS-EGRESS EASEMENT-PB 35 PG 134

AutoCAD SHX Text
EX. 30' SANITARY SEWER EASEMENT-PB 82 PG 89

AutoCAD SHX Text
NAD83

AutoCAD SHX Text
N:805,742.01

AutoCAD SHX Text
E:1,983,293.61

AutoCAD SHX Text
N:805,349.67

AutoCAD SHX Text
E:1,983,353.13

AutoCAD SHX Text
15" RCP

AutoCAD SHX Text
TOC 579.13 INV OUT 574.10

AutoCAD SHX Text
RIM 585.20 INV. IN 577.22 INV. OUT 576.73

AutoCAD SHX Text
RIM 583.87 INV. IN 575.23 INV. OUT 575.12

AutoCAD SHX Text
S 87°57'53" E  206.11'

AutoCAD SHX Text
S 10°19'34" E  99.87'

AutoCAD SHX Text
N 14°31'28" W  100.30'

AutoCAD SHX Text
C

AutoCAD SHX Text
S

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
18" RCP

AutoCAD SHX Text
LP

AutoCAD SHX Text
LP

AutoCAD SHX Text
BAYROCK INVESTMENT CO PIN 9880351310 DB 6211 PG 367

AutoCAD SHX Text
T

AutoCAD SHX Text
GEN

AutoCAD SHX Text
3 STORY OFFICE AND RETAIL BUILDING

AutoCAD SHX Text
BANK

AutoCAD SHX Text
RETAIL / OFFICE SPACE

AutoCAD SHX Text
GREASE TRAP

AutoCAD SHX Text
DOMESTIC SANITARY SEWER SERVICE

AutoCAD SHX Text
SANITARY AREA DRAIN FOR DUMPSTER ENCLOSURE

AutoCAD SHX Text
SANITARY SEWER MAIN (TYP.)

AutoCAD SHX Text
30' SANITARY SEWER EASEMENT (OWASA)

AutoCAD SHX Text
10' WATER UTILITY EASEMENT (OWASA)

AutoCAD SHX Text
FIRE WATER SERVICE

AutoCAD SHX Text
DOMESTIC WATER SERVICE

AutoCAD SHX Text
REMOTE FIRE DEPARTMENT CONNECTION

AutoCAD SHX Text
FIRE HYDRANT

AutoCAD SHX Text
ABANDON EXIST WATER SERVICE PER OWASA STANDARDS

AutoCAD SHX Text
TRANSFORMER PAD

AutoCAD SHX Text
GENERATOR PAD AND ENCLOSURE

AutoCAD SHX Text
CONNECT TO EXISTING SANITARY SEWER MANHOLE

AutoCAD SHX Text
SANITARY SEWER MANHOLE

AutoCAD SHX Text
CONNECT TO EXISTING 16" DIP WATER MAIN

AutoCAD SHX Text
PIN: 9880350595

AutoCAD SHX Text
1165 Weaver Dairy Rd. Chapel Hill, NC 27514

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
PIPE SHALL BE PITCHED TOWARDS THE FDC FOR PROPER DRAINAGE. PITCH RATION - 1/4":10' PER NFPA.

AutoCAD SHX Text
#57 WASHED STONE

AutoCAD SHX Text
1-1/2" BALL DRIP

AutoCAD SHX Text
THE LOW POINT DRAIN SHALL BE CORROSION RESISTANT AND INSTALLED IN ACCORDANCE WITH THE MANUFACTURERS INSTRUCTIONS.  THE DRAIN ARRANGEMENT SHALL BE SUBMITTED AS PART OF THE SITE PLAN UTILITY DETAIL AND APPROVED BY FIRE PREVENTION AND ENGINEERING. A DRAINAGE PIT TWO FEET IN DIAMETER SHALL BE EXCAVATED BELOW EACH DRAIN AND FILLED COMPLETELY WITH CRUSHED STONE MIXED WITH COURSE SAND UNDER AND AROUND THE DRAIN TO A LEVEL 6 INCHES ABOVE THE DRAIN.  PITS SHALL NEITHER BE CONNECTED TO A STORM OR SANITARY SERWER NOR LOCATED WITHIN THE RIGHT-OF-WAY OR ANY EASEMENT AREA.

AutoCAD SHX Text
FDC (PLAN VIEW)

AutoCAD SHX Text
2-1/2" NOELLE NST SIAMESE FDC

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
CONC. THRUST BLOCK

AutoCAD SHX Text
CONC. THRUST BLOCK

AutoCAD SHX Text
RESTRAINED JOINT

AutoCAD SHX Text
MINIMUM TWO 1/2" RODS W/ BITUMINOUS COATING (TYP.)

AutoCAD SHX Text
FIRE SPRINKLER MANIFOLD

AutoCAD SHX Text
RESTRAINING ROD BY OTHERS

AutoCAD SHX Text
CHECK VALVE

AutoCAD SHX Text
ELBOW

AutoCAD SHX Text
4" DIP (MJ) PIPE TO FIRE HYDRANT OR SPRINKLERS

AutoCAD SHX Text
CLASS B

AutoCAD SHX Text
CONCRETE BASE

AutoCAD SHX Text
2'-6" X 2'-6"

AutoCAD SHX Text
TAPPING SLEEVE

AutoCAD SHX Text
C/L FEEDER MAIN

AutoCAD SHX Text
4" GATE VALVE

AutoCAD SHX Text
CONC. VALVE SUPPORT

AutoCAD SHX Text
HILL STANDARDS

AutoCAD SHX Text
PER TOWN OF CHAPEL

AutoCAD SHX Text
CONC. BLOCKING 

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
2"

AutoCAD SHX Text
30" A.F.G.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
NOTES: 1. COMPLY WITH NFPA 13 AND NFPA 24 FOR INSTALLATION. COMPLY WITH NFPA 13 AND NFPA 24 FOR INSTALLATION. 2. PROVIDE TAR PAPER BETWEEN HYDRANT AND HYDRANT THRUST BLOCK. PROVIDE TAR PAPER BETWEEN HYDRANT AND HYDRANT THRUST BLOCK. 3. ALL THRUST BLOCKS AND SUPPORTING CONCRETE TO BE CLASS B. ALL THRUST BLOCKS AND SUPPORTING CONCRETE TO BE CLASS B. 4. THE CONTRACTOR IS REQUIRED TO RUN UNDERGROUND CONDUITS TO THE POST THE CONTRACTOR IS REQUIRED TO RUN UNDERGROUND CONDUITS TO THE POST INDICATOR VALVE, SO THAT IT CAN BE MONITORED VIA TAMPER SWITCH BY THE FIRE ALARM SYSTEM. PROVIDE (2) 1" CONDUITS FROM SPRINKLER VALVE ROOM TO PIV.

AutoCAD SHX Text
LOCKABLE OPERATING WRENCH

AutoCAD SHX Text
TAMPER SWITCH POTTER ELECTRIC SIGNAL CO. MODEL PCVS-2

AutoCAD SHX Text
INDICATOR POST CLOW F-2945 OR AMERICAN IP-71

AutoCAD SHX Text
OPEN / SHUT WINDOW

AutoCAD SHX Text
OPEN

AutoCAD SHX Text
GENERAL NOTES: 1. CONTRACTOR SHALL NOTIFY "NORTH CAROLINA ONE CALL" (1-800-632-4949) AT LEAST 48 HOURS PRIOR TO CONTRACTOR SHALL NOTIFY "NORTH CAROLINA ONE CALL" (1-800-632-4949) AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION OR EXCAVATION TO HAVE EXISTING UTILITIES LOCATED.  CONTRACTOR TO CONTACT ANY LOCAL UTILITIIES THAT PROVIDE THEIR OWN LOCATOR SERVICE INDEPENDENT OF "NORTH CAROLINA ONE CALL". 2. ALL WATER AND SEWER MAINS WITHIN PUBLIC EASEMENTS AND RIGHT-OF-WAYS TO BE OWNED, OPERATED AND ALL WATER AND SEWER MAINS WITHIN PUBLIC EASEMENTS AND RIGHT-OF-WAYS TO BE OWNED, OPERATED AND MAINTAINED BY THE TOWN OF CHAPEL HILL. 3. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE TOWN OF CHAPEL HILL STANDARDS AND ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE TOWN OF CHAPEL HILL STANDARDS AND SPECIFICATIONS. 4. ALL EXISTING UNDERGROUND UTILITIES ARE APPROXIMATELY LOCATED.  ACTUAL LOCATION AND DEPTH SHALL BE ALL EXISTING UNDERGROUND UTILITIES ARE APPROXIMATELY LOCATED.  ACTUAL LOCATION AND DEPTH SHALL BE CONFIRMED IN THE FIELD PRIOR TO CONSTRUCTION. 5. BEFORE STARTING ANY CONSTRUCTION OF IMPROVEMENTS WITHIN ANY TOWN OR N.C.D.O.T. STREET OR HIGHWAY BEFORE STARTING ANY CONSTRUCTION OF IMPROVEMENTS WITHIN ANY TOWN OR N.C.D.O.T. STREET OR HIGHWAY RIGHT-OF-WAY THE FOLLOWING PROCEDURES SHOULD BE UNDERTAKEN:  - TOWN RIGHT-OF-WAY:  CONTACT LOCAL AUTHORITIES' TRAFFIC ENGINEERING DEPT. FOR INFORMATION ON TOWN RIGHT-OF-WAY:  CONTACT LOCAL AUTHORITIES' TRAFFIC ENGINEERING DEPT. FOR INFORMATION ON DETOURS, OPEN CUTTING OF STREETS OR FOR ANY CONSTRUCTION WITHIN RIGHT-OF-WAY.  - N.C.D.O.T. RIGHT-OF-WAY: CONTACT PROJECT ENGINEERS AND OBTAIN ALL PERMITS AND ENCROACHMENTS N.C.D.O.T. RIGHT-OF-WAY: CONTACT PROJECT ENGINEERS AND OBTAIN ALL PERMITS AND ENCROACHMENTS (KEEP COPIES ON CONSTRUCTION SITE, ALSO CONTACT N.C.D.O.T. DISTRICT OFFICE 24 HOURS IN ADVANCE BEFORE PLACING CURB AND  GUTTER). 6. ALL DIMENSIONS AND GRADES SHOWN ON THE PLANS SHALL BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO ALL DIMENSIONS AND GRADES SHOWN ON THE PLANS SHALL BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO CONSTRUCTION.  CONTRACTOR SHALL NOTIFY THE OWNER IF ANY DISCREPANCIES EXIST. PRIOR TO PROCEEDING WITH CONSTRUCTION FOR NECESSARY PLAN OR GRADING CHANGES.  NO EXTRA COMPENSATION SHALL BE PAID TO THE CONTRACTOR FOR ANY WORK DONE DUE TO DIMENSIONS OR GRADES SHOWN INCORRECTLY ON THESE PLANS IF SUCH NOTIFICATION HAS NOT BEEN GIVEN. 7. POWER, TELEPHONE, AND GAS SERVICES TO BUILDINGS SHALL BE UNDERGROUND. ACCESS AND SERVICE ROUTES POWER, TELEPHONE, AND GAS SERVICES TO BUILDINGS SHALL BE UNDERGROUND. ACCESS AND SERVICE ROUTES TO BE COORDINATED WITH THE PUBLIC UTILITIES, CONTRACTOR AND THE OWNER. 8. RESURFACING OF STREET DUE TO UTILITY CUTS SHALL BE REQUIRED AT THE DIRECTION OF ENGINEERING. RESURFACING OF STREET DUE TO UTILITY CUTS SHALL BE REQUIRED AT THE DIRECTION OF ENGINEERING. (MINIMUM 50' TO EITHER SIDE OF UTILITY CUTS). SANITARY SEWER: 1. MINIMUM COVER OF 5 FEET IN TRAFFIC AREAS TO BE PROVIDED FOR ALL COLLECTOR LINES 4 INCHES AND MINIMUM COVER OF 5 FEET IN TRAFFIC AREAS TO BE PROVIDED FOR ALL COLLECTOR LINES 4 INCHES AND LARGER. IF LESS THAN 5 FEET, DUCTILE IRON PIPE SHALL BE REQUIRED. 2. MINIMUM SLOPE FOR 4 INCH SANITARY SEWER COLLECTION LINES SHALL BE NO LESS THAN 2.0% WITH MINIMUM SLOPE FOR 4 INCH SANITARY SEWER COLLECTION LINES SHALL BE NO LESS THAN 2.0% WITH CLEANOUTS EVERY 75 LINEAL FEET. 3. MINIMUM SLOPE FOR 6 INCH SANITARY SEWER COLLECTION LINES SHALL BE NO LESS THAN 1.0% WITH MINIMUM SLOPE FOR 6 INCH SANITARY SEWER COLLECTION LINES SHALL BE NO LESS THAN 1.0% WITH CLEANOUTS EVERY 75 LINEAL FEET. WATER: 1. WATERLINES WILL BE 3' OFF CURB AND GUTTER UNLESS SHOWN OTHERWISE. WATERLINES WILL BE 3' OFF CURB AND GUTTER UNLESS SHOWN OTHERWISE. 2. LAY WATER MAINS AT LEAST 10 FEET LATERALLY FROM EXISTING OR PROPOSED SANITARY SEWERS.  IF LOCAL LAY WATER MAINS AT LEAST 10 FEET LATERALLY FROM EXISTING OR PROPOSED SANITARY SEWERS.  IF LOCAL CONDITIONS OR BARRIERS PREVENT A 10 FOOT SEPARATION, LAY THE WATER MAIN WITH AT LEAST 18" VERTICAL SEPARATION ABOVE THE TOP OF THE SANITARY SEWER PIPE EITHER IN A SEPARATE TRENCH OR IN THE SAME TRENCH ON A BENCH OF UNDISTURBED EARTH. 3. WHEN A PROPOSED WATER MAIN CROSSES OVER A PROPOSED OR EXISTING SANITARY SEWER, LAY THE WATER WHEN A PROPOSED WATER MAIN CROSSES OVER A PROPOSED OR EXISTING SANITARY SEWER, LAY THE WATER MAIN WITH AT LEAST 18" VERTICAL SEPARATION ABOVE THE TOP OF THE SANITARY SEWER.  IF LOCAL CONDITIONS PREVENT AN 18" VERTICAL SEPARATION, CONSTRUCT BOTH THE WATER MAIN AND THE SANITARY SEWER FOR A DISTANCE OF 10 FEET ON EACH SIDE TO THE POINT OF CROSSING WITH FERROUS PIPE HAVING WATER MAIN QUALITY JOINTS. 4. WHEN A PROPOSED WATER MAIN CROSSES UNDER A PROPOSED OR EXISTING SANITARY SEWER, CONSTRUCT WHEN A PROPOSED WATER MAIN CROSSES UNDER A PROPOSED OR EXISTING SANITARY SEWER, CONSTRUCT BOTH THE WATER MAIN AND THE SANITARY SEWER OF FERROUS MATERIALS WITH JOINTS THAT ARE EQUIVALENT TO WATER MAIN STANDARDS FOR A DISTANCE OF 10 FEET ON EACH SIDE OF THE POINT OF CROSSING.  CENTER THE SECTION OF WATER PIPE AT THE POINT OF CROSSING. 5. MAINTAIN A MINIMUM COVER OF 36" AND MAXIMUM COVER OF 42" BELOW FINISHED GRADE OVER ALL PIPES MAINTAIN A MINIMUM COVER OF 36" AND MAXIMUM COVER OF 42" BELOW FINISHED GRADE OVER ALL PIPES UNLESS OTHERWISE DIRECTED OR SHOWN ON THE PLANS.  DUE TO THE HEIGHTS OF VALVES, INCREASE THE COVER DEPTHS ADJACENT TO THE VALVES OR VARIED AT POINTS OF TIE-IN TO EXISTING LINES. 6. ALL FDC(S) AND HYDRANT(S) SHALL BE SIAMESE CONNECTIONS AND MEET TOWN OF CHAPEL HILL AND OWASA ALL FDC(S) AND HYDRANT(S) SHALL BE SIAMESE CONNECTIONS AND MEET TOWN OF CHAPEL HILL AND OWASA STANDARDS.
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MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

NOTE: PRIMARY FIELD BRICK

04 2000 UNIT MASONRY
UM1

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

 STACK BOND
NOTE: SECONDARY COLOR

04 2000 UNIT MASONRY
UM2

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: SERIES 3000 THERMAL MULTIPLANE

SIZE: 2" x 4 1/2"
STYLE: FRONT SET - 1" GLAZING
NOTE: REFER TO ELEVATIONS FOR GLAZING

TYPE

08 4113 Entrances and Storefronts
ES1

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1

FINISH LEGEND - EXTERIOR MATERIALS

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
 Apply Translucent Film on Surface 4

NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1*

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: RELIANCE-SS CASSETTE

SIZE: 2 1/2" x 8"
NOTE: REFER TO ELEVATIONS FOR GLAZING
TYPE

08 4413 Glazed Aluminum Curtain Wall
CW1

DESCRIPTION: Metal Composite Metal
TYPE: Fire Retardant Core
SIZE: Refer to Sections and Elevations

THICKNESS: 0.157" Material, 2" Panel
STYLE: Route and Return

07 4213.23METAL COMPOSITE MATERIAL
MP1

1. FLOOR PLANS AND ELEVATIONS AS SHOWN ARE SUBJECT TO

REVISIONS BASED ON COMMENTS AND REQUESTS FROM THE

TOWN OF CHAPEL HILL AS A PART OF THE SPECIAL USE

PERMIT PROCESS.

2. FLOOR PLANS AND ELEVATIONS AS SHOWN ARE SUBJECT TO

REVISION BASED ON COSTING EXERCISES.

3. PROTECT AREA OF WORK AND ADJACENT AREAS FROM
DAMAGE.

4. DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS GOVERN.

IN CASE OF CONFLICT, CONSULT THE ARCHITECT FOR
DIRECTION.

5. INTERIOR PARTITIONS ARE DIMENSIONED FROM FINISH FACE

TO FINISH FACE, UNLESS OTHERWISE NOTED. MAINTAIN
DIMENSIONS MARKED “CLEAR”. ALLOW FOR THICKNESS OF
FINISHED WALL MATERIAL WHEN LAYING OUT WALLS. REFER

TO INTERIOR FINISH INFORMATION FOR WALL FINISH.
6. ALL INTERIOR DOORS TO BE LOCATED 6” OFF

PERPENDICULAR WALL, UNO. DIMENSION TO INCLUDE

INTERIOR FINISH MATERIALS. ALL DOOR CLEARANCES TO
MEET ANSI A117.1 2009 ACCESSIBLE CLEARANCES.

7. REFER TO THE OWNER FURNISHED OWNER INSTALLED LIST

FOR EQUIPMENT TO BE INSTALLED BY OWNER’S
CONTRACTOR. PROVIDE CONCEALED BLOCKING AS
REQUIRED FOR WORK BY OWNER’S OTHER CONTRACTORS.

COORDINATE WITH THE OWNER’S CONTRACTORS THE SIZE,
LOCATION, AND BLOCKING REQUIREMENTS.

8. PLUMBING AND ELECTRICAL UTILITY SERVICES SHOWN IN THE

P AND E SERIES ONLY EXTENDS 5’-0” OUTSIDE OF THE
BUILDING. GC RESPONSIBLE FOR FINAL COORDINATION OF
THESE ELEMENTS IF SITE CONDITIONS VARY FROM THE CIVIL /

LANDSCAPE DESIGN DOCUMENTS. NOTIFY ARCHITECT WITH
ANY DISCREPANCIES OR ALTERATIONS TO THE DESIGN
DOCUMENTS THAT RESULT FROM SITE CONDITIONS.

9. REFER TO CIVIL / LANDSCAPE DRAWINGS FOR FINAL GRADE
ELEVATIONS AROUND BUILDING. FINISH GRADE TO BE A
MINIMUM OF 6” BELOW FINISH FLOOR LEVEL UNLESS NOTED

OTHERWISE.

GENERAL NOTES:

1. REFER TO G006 FOR TYPICAL INTERIOR MOUNTING HEIGHTS
FOR TOILET ROOM ACCESSORIES, ELECTRICAL OUTLETS, DATA
OUTLETS, FIRE ALARM, FIRE STROBE, THERMOSTATS, ETC.

2. REFER TO SHEET G200 FOR EXTERIOR WALL TYPE INFORMATION
3. REFER TO SHEET G210 FOR INTERIOR WALL TYPE INFORMATION.

UNLESS NOTED OTHERWISE, ALL INTERIOR WALLS TO BE B1.
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PARKING DECK MIXED-USE SHELL BUILDING

ToCH BLDG HGT REQ'S - OI-3
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TABLE 3.8-1 - DIMENSIONAL MATRIX (4/20/2017)

OI-3 N/A

(G) (H) (I) (J)

N/A 0' 0' 0'

NOTE: DUE TO THE BUILDING HEIGHT AND SOLAR
SETBACK REQUIREMENTS BEING N/A AND 0, THIS
INFORMATION HAS NOT BEEN INCLUDED ON THE

EXTERIOR ELEVATIONS AS IT HAS NO BEARING ON
THE OVERALL BUILDING DESIGN.

DESIGN NARRATIVE

THE DESIGN INTENT FOR MATERIAL EXPRESSION IS BRICK
VENEER ON LEVEL 1 & 2, AND AN ALTERNATE MATERIAL
(METAL PANEL/EIFS) ON LEVEL 3, WITH LARGE AREAS OF

GLAZING BREAKING UP THE ELEVATIONS TO SIGNIFY
MOVEMENT AND ENTRY.
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CHAPEL HILL, NC
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BUILDING
ELEVATIONS
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SHELL BUILDING

AREA BEYOND

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

NOTE: PRIMARY FIELD BRICK

04 2000 UNIT MASONRY
UM1

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

 STACK BOND
NOTE: SECONDARY COLOR

04 2000 UNIT MASONRY
UM2

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: SERIES 3000 THERMAL MULTIPLANE

SIZE: 2" x 4 1/2"
STYLE: FRONT SET - 1" GLAZING
NOTE: REFER TO ELEVATIONS FOR GLAZING

TYPE

08 4113 Entrances and Storefronts
ES1

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1

FINISH LEGEND - EXTERIOR MATERIALS

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
 Apply Translucent Film on Surface 4

NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1*

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: RELIANCE-SS CASSETTE

SIZE: 2 1/2" x 8"
NOTE: REFER TO ELEVATIONS FOR GLAZING
TYPE

08 4413 Glazed Aluminum Curtain Wall
CW1

DESCRIPTION: Metal Composite Metal
TYPE: Fire Retardant Core
SIZE: Refer to Sections and Elevations

THICKNESS: 0.157" Material, 2" Panel
STYLE: Route and Return

07 4213.23METAL COMPOSITE MATERIAL
MP1

1. FLOOR PLANS AND ELEVATIONS AS SHOWN ARE SUBJECT TO

REVISIONS BASED ON COMMENTS AND REQUESTS FROM THE

TOWN OF CHAPEL HILL AS A PART OF THE SPECIAL USE

PERMIT PROCESS.

2. FLOOR PLANS AND ELEVATIONS AS SHOWN ARE SUBJECT TO

REVISION BASED ON COSTING EXERCISES.

3. PROTECT AREA OF WORK AND ADJACENT AREAS FROM
DAMAGE.

4. DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS GOVERN.

IN CASE OF CONFLICT, CONSULT THE ARCHITECT FOR
DIRECTION.

5. INTERIOR PARTITIONS ARE DIMENSIONED FROM FINISH FACE

TO FINISH FACE, UNLESS OTHERWISE NOTED. MAINTAIN
DIMENSIONS MARKED “CLEAR”. ALLOW FOR THICKNESS OF
FINISHED WALL MATERIAL WHEN LAYING OUT WALLS. REFER

TO INTERIOR FINISH INFORMATION FOR WALL FINISH.
6. ALL INTERIOR DOORS TO BE LOCATED 6” OFF

PERPENDICULAR WALL, UNO. DIMENSION TO INCLUDE

INTERIOR FINISH MATERIALS. ALL DOOR CLEARANCES TO
MEET ANSI A117.1 2009 ACCESSIBLE CLEARANCES.

7. REFER TO THE OWNER FURNISHED OWNER INSTALLED LIST

FOR EQUIPMENT TO BE INSTALLED BY OWNER’S
CONTRACTOR. PROVIDE CONCEALED BLOCKING AS
REQUIRED FOR WORK BY OWNER’S OTHER CONTRACTORS.

COORDINATE WITH THE OWNER’S CONTRACTORS THE SIZE,
LOCATION, AND BLOCKING REQUIREMENTS.

8. PLUMBING AND ELECTRICAL UTILITY SERVICES SHOWN IN THE

P AND E SERIES ONLY EXTENDS 5’-0” OUTSIDE OF THE
BUILDING. GC RESPONSIBLE FOR FINAL COORDINATION OF
THESE ELEMENTS IF SITE CONDITIONS VARY FROM THE CIVIL /

LANDSCAPE DESIGN DOCUMENTS. NOTIFY ARCHITECT WITH
ANY DISCREPANCIES OR ALTERATIONS TO THE DESIGN
DOCUMENTS THAT RESULT FROM SITE CONDITIONS.

9. REFER TO CIVIL / LANDSCAPE DRAWINGS FOR FINAL GRADE
ELEVATIONS AROUND BUILDING. FINISH GRADE TO BE A
MINIMUM OF 6” BELOW FINISH FLOOR LEVEL UNLESS NOTED

OTHERWISE.

GENERAL NOTES:

1. REFER TO G006 FOR TYPICAL INTERIOR MOUNTING HEIGHTS
FOR TOILET ROOM ACCESSORIES, ELECTRICAL OUTLETS, DATA
OUTLETS, FIRE ALARM, FIRE STROBE, THERMOSTATS, ETC.

2. REFER TO SHEET G200 FOR EXTERIOR WALL TYPE INFORMATION
3. REFER TO SHEET G210 FOR INTERIOR WALL TYPE INFORMATION.

UNLESS NOTED OTHERWISE, ALL INTERIOR WALLS TO BE B1.

DRAWING REFERENCES:
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TABLE 3.8-1 - DIMENSIONAL MATRIX (4/20/2017)

OI-3 N/A

(G) (H) (I) (J)

N/A 0' 0' 0'

NOTE: DUE TO THE BUILDING HEIGHT AND SOLAR
SETBACK REQUIREMENTS BEING N/A AND 0, THIS
INFORMATION HAS NOT BEEN INCLUDED ON THE

EXTERIOR ELEVATIONS AS IT HAS NO BEARING ON
THE OVERALL BUILDING DESIGN.

DESIGN NARRATIVE

THE DESIGN INTENT FOR MATERIAL EXPRESSION IS BRICK
VENEER ON LEVEL 1 & 2, AND AN ALTERNATE MATERIAL
(METAL PANEL/EIFS) ON LEVEL 3, WITH LARGE AREAS OF

GLAZING BREAKING UP THE ELEVATIONS TO SIGNIFY
MOVEMENT AND ENTRY.
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TABLE 3.8-1 - DIMENSIONAL MATRIX (4/20/2017)

OI-3 N/A

(G) (H) (I) (J)

N/A 0' 0' 0'

NOTE: DUE TO THE BUILDING HEIGHT AND SOLAR
SETBACK REQUIREMENTS BEING N/A AND 0, THIS
INFORMATION HAS NOT BEEN INCLUDED ON THE

EXTERIOR ELEVATIONS AS IT HAS NO BEARING ON
THE OVERALL BUILDING DESIGN.

DESIGN NARRATIVE

THE DESIGN INTENT FOR MATERIAL EXPRESSION IS BRICK
VENEER ON LEVEL 1 & 2, AND AN ALTERNATE MATERIAL
(METAL PANEL/EIFS) ON LEVEL 3, WITH LARGE AREAS OF

GLAZING BREAKING UP THE ELEVATIONS TO SIGNIFY
MOVEMENT AND ENTRY.

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

NOTE: PRIMARY FIELD BRICK

04 2000 UNIT MASONRY
UM1

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

 STACK BOND
NOTE: SECONDARY COLOR

04 2000 UNIT MASONRY
UM2

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: SERIES 3000 THERMAL MULTIPLANE

SIZE: 2" x 4 1/2"
STYLE: FRONT SET - 1" GLAZING
NOTE: REFER TO ELEVATIONS FOR GLAZING

TYPE

08 4113 Entrances and Storefronts
ES1

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1

FINISH LEGEND - EXTERIOR MATERIALS

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
 Apply Translucent Film on Surface 4

NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1*

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: RELIANCE-SS CASSETTE

SIZE: 2 1/2" x 8"
NOTE: REFER TO ELEVATIONS FOR GLAZING
TYPE

08 4413 Glazed Aluminum Curtain Wall
CW1

DESCRIPTION: Metal Composite Metal
TYPE: Fire Retardant Core
SIZE: Refer to Sections and Elevations

THICKNESS: 0.157" Material, 2" Panel
STYLE: Route and Return

07 4213.23METAL COMPOSITE MATERIAL
MP1
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MIXED-USE SHELL
BUILDING
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TABLE 3.8-1 - DIMENSIONAL MATRIX (4/20/2017)

OI-3 N/A

(G) (H) (I) (J)

N/A 0' 0' 0'

NOTE: DUE TO THE BUILDING HEIGHT AND SOLAR
SETBACK REQUIREMENTS BEING N/A AND 0, THIS
INFORMATION HAS NOT BEEN INCLUDED ON THE

EXTERIOR ELEVATIONS AS IT HAS NO BEARING ON
THE OVERALL BUILDING DESIGN.

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

NOTE: PRIMARY FIELD BRICK

04 2000 UNIT MASONRY
UM1

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

 STACK BOND
NOTE: SECONDARY COLOR

04 2000 UNIT MASONRY
UM2

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: SERIES 3000 THERMAL MULTIPLANE

SIZE: 2" x 4 1/2"
STYLE: FRONT SET - 1" GLAZING
NOTE: REFER TO ELEVATIONS FOR GLAZING

TYPE

08 4113 Entrances and Storefronts
ES1

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1

FINISH LEGEND - EXTERIOR MATERIALS

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
 Apply Translucent Film on Surface 4

NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1*

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: RELIANCE-SS CASSETTE

SIZE: 2 1/2" x 8"
NOTE: REFER TO ELEVATIONS FOR GLAZING
TYPE

08 4413 Glazed Aluminum Curtain Wall
CW1

DESCRIPTION: Metal Composite Metal
TYPE: Fire Retardant Core
SIZE: Refer to Sections and Elevations

THICKNESS: 0.157" Material, 2" Panel
STYLE: Route and Return

07 4213.23METAL COMPOSITE MATERIAL
MP1

DESIGN NARRATIVE

THE DESIGN INTENT FOR MATERIAL EXPRESSION IS BRICK
VENEER ON LEVEL 1 & 2, AND AN ALTERNATE MATERIAL
(METAL PANEL/EIFS) ON LEVEL 3, WITH LARGE AREAS OF

GLAZING BREAKING UP THE ELEVATIONS TO SIGNIFY
MOVEMENT AND ENTRY.
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1. FLOOR PLANS AND ELEVATIONS AS SHOWN ARE SUBJECT TO

REVISIONS BASED ON COMMENTS AND REQUESTS FROM THE

TOWN OF CHAPEL HILL AS A PART OF THE SPECIAL USE

PERMIT PROCESS.

2. FLOOR PLANS AND ELEVATIONS AS SHOWN ARE SUBJECT TO

REVISION BASED ON COSTING EXERCISES.

3. PROTECT AREA OF WORK AND ADJACENT AREAS FROM
DAMAGE.

4. DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS GOVERN.

IN CASE OF CONFLICT, CONSULT THE ARCHITECT FOR
DIRECTION.

5. INTERIOR PARTITIONS ARE DIMENSIONED FROM FINISH FACE

TO FINISH FACE, UNLESS OTHERWISE NOTED. MAINTAIN
DIMENSIONS MARKED “CLEAR”. ALLOW FOR THICKNESS OF
FINISHED WALL MATERIAL WHEN LAYING OUT WALLS. REFER

TO INTERIOR FINISH INFORMATION FOR WALL FINISH.
6. ALL INTERIOR DOORS TO BE LOCATED 6” OFF

PERPENDICULAR WALL, UNO. DIMENSION TO INCLUDE

INTERIOR FINISH MATERIALS. ALL DOOR CLEARANCES TO
MEET ANSI A117.1 2009 ACCESSIBLE CLEARANCES.

7. REFER TO THE OWNER FURNISHED OWNER INSTALLED LIST

FOR EQUIPMENT TO BE INSTALLED BY OWNER’S
CONTRACTOR. PROVIDE CONCEALED BLOCKING AS
REQUIRED FOR WORK BY OWNER’S OTHER CONTRACTORS.

COORDINATE WITH THE OWNER’S CONTRACTORS THE SIZE,
LOCATION, AND BLOCKING REQUIREMENTS.

8. PLUMBING AND ELECTRICAL UTILITY SERVICES SHOWN IN THE

P AND E SERIES ONLY EXTENDS 5’-0” OUTSIDE OF THE
BUILDING. GC RESPONSIBLE FOR FINAL COORDINATION OF
THESE ELEMENTS IF SITE CONDITIONS VARY FROM THE CIVIL /

LANDSCAPE DESIGN DOCUMENTS. NOTIFY ARCHITECT WITH
ANY DISCREPANCIES OR ALTERATIONS TO THE DESIGN
DOCUMENTS THAT RESULT FROM SITE CONDITIONS.

9. REFER TO CIVIL / LANDSCAPE DRAWINGS FOR FINAL GRADE
ELEVATIONS AROUND BUILDING. FINISH GRADE TO BE A
MINIMUM OF 6” BELOW FINISH FLOOR LEVEL UNLESS NOTED

OTHERWISE.

GENERAL NOTES:

1. REFER TO G006 FOR TYPICAL INTERIOR MOUNTING HEIGHTS
FOR TOILET ROOM ACCESSORIES, ELECTRICAL OUTLETS, DATA
OUTLETS, FIRE ALARM, FIRE STROBE, THERMOSTATS, ETC.

2. REFER TO SHEET G200 FOR EXTERIOR WALL TYPE INFORMATION
3. REFER TO SHEET G210 FOR INTERIOR WALL TYPE INFORMATION.

UNLESS NOTED OTHERWISE, ALL INTERIOR WALLS TO BE B1.

DRAWING REFERENCES:

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

NOTE: PRIMARY FIELD BRICK

04 2000 UNIT MASONRY
UM1

MATERIAL: CLAY MASONRY UNIT
SIZE: MODULAR UNIT
FINISH: SMOOTH

 STACK BOND
NOTE: SECONDARY COLOR

04 2000 UNIT MASONRY
UM2

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: SERIES 3000 THERMAL MULTIPLANE

SIZE: 2" x 4 1/2"
STYLE: FRONT SET - 1" GLAZING
NOTE: REFER TO ELEVATIONS FOR GLAZING

TYPE

08 4113 Entrances and Storefronts
ES1

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1

FINISH LEGEND - EXTERIOR MATERIALS

DESCRIPTION: Heat Strengthened Insulated
Glass
MANUFACTURER: Guardian

TYPE: SunGuard SNX 51/23
SIZE: 1" Unit Width
 Apply Translucent Film on Surface 4

NOTE: Temper as indicated on Elevations

08 8000 Glazing
GL1*

MANUFACTURER: OLDCASTLE BUILDING
ENVELOPE
TYPE: RELIANCE-SS CASSETTE

SIZE: 2 1/2" x 8"
NOTE: REFER TO ELEVATIONS FOR GLAZING
TYPE

08 4413 Glazed Aluminum Curtain Wall
CW1

DESCRIPTION: Metal Composite Metal
TYPE: Fire Retardant Core
SIZE: Refer to Sections and Elevations

THICKNESS: 0.157" Material, 2" Panel
STYLE: Route and Return

07 4213.23METAL COMPOSITE MATERIAL
MP1

ToCH BLDG HGT REQ'S - OI-3

ZO
N

IN
G

D
IS

TR
IC

T

(F)

P
R

IM
A

R
Y

H
E
IG

H
T

S
E
C

O
N

D
A

R
Y

H
E
IG

H
T

S
TR

E
E
T

S
E
TB

A
C

K

IN
TE

R
IO

R
S
E
TB

A
C

K

S
O

LA
R

S
E
TB

A
C

K

TABLE 3.8-1 - DIMENSIONAL MATRIX (4/20/2017)

OI-3 N/A

(G) (H) (I) (J)

N/A 0' 0' 0'

NOTE: DUE TO THE BUILDING HEIGHT AND SOLAR
SETBACK REQUIREMENTS BEING N/A AND 0, THIS
INFORMATION HAS NOT BEEN INCLUDED ON THE

EXTERIOR ELEVATIONS AS IT HAS NO BEARING ON
THE OVERALL BUILDING DESIGN.
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SHELL OFFICE

BUILDING

1165 WEAVER DAIRY

CHAPEL HILL, NC

11SIXTY5

WEAVER

DAIRY

COMPOSITE
EAST + WEST
ELEVATIONS

 1/16" = 1'-0" 1
OVERALL WEST ELEVATION

 1/16" = 1'-0" 2
OVERALL EAST ELEVATION
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