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DOWNSPOUT COLLECTOR NOTES:

1. CONNECT ALL BUILDING DOWNSPOUTS INTO THE ROOF DRAIN COLLECTOR SYSTEM OR DIRECTLY INTO THE

STORM SEWER SYSTEM.

2. THE ROOF DRAIN COLLECTOR SYSTEM IS SMOOTH-LINED, CORRUGATED POLYETHYLENE PIPE LAID AT

MINIMUM SLOPES AS INDICATED.

3. PIPES CONNECTING TO INDIVIDUAL DOWNSPOUTS ARE 6" PROVIDE MINIMUM 6" PIPE SIZE 5' OUTSIDE

BUILDING. ALL OTHER DRAIN PIPES ARE SIZED AS INDICATED INCREASING IN SIZE FROM UPSTREAM TO

DOWNSTREAM.

4. PROVIDE CLEANOUTS AS INDICATED, AS REQUIRED BY LOCAL BUILDING CODE.

5. MAKE CONNECTIONS INTO CONCRETE PIPES WITH A FLEXIBLE WATERTIGHT TEE CONNECTOR THAT IS

MECHANICALLY EXPANDED INTO A CORDED OPENING. CONNECTOR TO BE KOR-N-TEE OR APPROVED EQUAL.

6. MAINTAIN ADEQUATE OUTFALL FOR ROOF DRAIN DURING AND AFTER THE COMPLETION OF CONSTRUCTION.

7. MINIMUM DEPTH OF COVER IS ONE (1) FOOT. FOR ALL DEPTHS OF COVER LESS THAN TWO (2) FEET, PIPE

MUST BE SCHEDULE 40 PVC. FOR DEPTHS OF COVER GREATER THAN TWO (2) FEET, FLEXIBLE PIPE MAY BE

USED. REFER TO SPECIFICATIONS FOR ALLOWABLE PIPE TYPES.

8. MAINTAIN A WATERTIGHT CONNECTION AT ALL PIPE CONNECTIONS BELOW GRADE.

9. INSTALL THE DOWNSPOUT COLLECTOR DRAIN BEFORE THE DOWNSPOUTS ARE INSTALLED ON THE BUILDING.

THE SITE WORK CONTRACTOR IS RESPONSIBLE FOR ALL WORK TO AND INCLUDING THE 45° BEND. REFER TO

ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF DOWNSPOUTS ON BUILDING EXTERIOR WALLS.

DOWNSPOUT COLLECTOR

ROOF DRAIN COLLECTOR
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