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TRAFFIC IMPACT ANALYSIS 

ST. THOMAS MORE CATHOLIC CHURCH EXPANSION 

CHAPEL HILL, NORTH CAROLINA 

 

1. INTRODUCTION 

The contents of this report present the findings of the Traffic Impact Analysis (TIA) conducted 

for the proposed St. Thomas More Catholic Church (STMCC) Expansion to be located in the 

former Aldersgate United Methodist Church, in the northwest quadrant of the intersection of 

Fordham Boulevard (US 15-501/NC 54) and Carmichael Street in Chapel Hill, North Carolina. 

The purpose of this study is to determine the potential impacts to the surrounding 

transportation system created by traffic generated by the proposed development, as well as 

recommend improvements to mitigate the impacts.  

 

The proposed expansion, anticipated to be completed in 2023, is assumed to consist of the 

following uses, moved from the STMCC Main Campus: 

 Preschool  

 Weekday Mass (Midday and late afternoon services) 

 Meals on Wheels program 

 

The study analyzes traffic conditions during the weekday AM, Midday, and PM peak hours for 

the following scenarios: 

 Existing (2018) Traffic Conditions 

 Background (2024 [Build + 1 year]) Traffic Conditions 

 Combined (2024) Traffic Conditions 

 Combined (2024) Traffic Conditions with Mitigation 

 Combined (2024) Traffic Conditions with LOS D Mitigation 

 

Based on coordination with the Town of Chapel Hill (Town), it was determined that an initial,  

draft TIA for this development would be completed using traffic volume data collected in June 

2018 to allow the Applicant to begin the permitting process. This final document summarizes 
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the analysis completed after additional counts are taken in October 2018, when UNC Chapel 

Hill classes were back in session. This report has been revised as necessary based on that 

information. 

 

1.1. Site Location and Study Area 

The development is proposed to be located in the former Aldersgate United Methodist Church, 

in the northwest quadrant of the intersection of Fordham Boulevard (US 15-501/NC 54) and 

Carmichael Street in Chapel Hill, North Carolina. Refer to Figure 1 for the site location map. 

 

The study area for the TIA was determined through coordination with the Town and consists of 

the following existing intersections: 

 Fordham Boulevard (US 15-501/NC 54) and Old Mason Farm Road/Carmichael 

Street/Fern Lane 

 Laurel Hill Road and Fern Lane 

 Carmichael Street and Site Drive 1 (Exit Only) 

 Laurel Hill Road and Site Drive 2  

 

1.2. Proposed Land Use and Site Access 

The proposed expansion, anticipated to be completed in 2023, is assumed to consist of the 

following uses: 

 Preschool (68 students and 12 staff maximum) 

 Weekday Mass (Midday and late afternoon services) 

 Meals on Wheels program 

 

Based on information from the applicant, it is anticipated that the preschool will operate 

similarly to a daycare facility. The potential size of the daycare facility was determined by 

referencing the Aldersgate United Methodist Church Expansion permit application from 2013, 

in which the total size of the building was proposed to be approximately 10,700 sq. ft. The 

applicant has submitted information stating that the maximum operating capacity of the 

preschool would be 12 staff members and 68 students, though it is more likely to operate with 

5 staff and 35 students.  
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The inclusion of weekday Masses and the Meals on Wheels program was obtained from the 

Project Narrative from the applicant. Both the Project Narrative and Permit Application are 

included in Appendix A for reference.  

 

Site access is proposed via one (1) two-way driveway on Laurel Hill Road and a one-way, exit 

only driveway onto Carmichael Street. These driveways are existing. Refer to Figure 2 for a 

copy of the preliminary site plan. 

 

1.3. Adjacent Land Uses 

The proposed expansion site is located in an area consisting primarily of residential use and the 

STMCC Main Campus.  

 

1.4. Existing Roadways 

Existing lane configurations (number of traffic lanes on each intersection approach), lane 

widths, storage capacities, and other intersection and roadway information was collected via 

Google Earth aerial imagery and through field reconnaissance by Ramey Kemp & Associates, 

Inc. (RKA). Table 1 provides a summary of the existing roadway inventory for the study area. 

Refer to Figure 3 for an illustration of the existing lane configurations within the study area. 

 

Table 1: Existing Roadway Inventory 

Road Name 
Route 

Number 

Typical 

Cross 

Section 

Speed Limit 
Maintained 

By 

2016 AADT 

(vpd) 

Fordham Blvd 
US 15-501/ 

NC 54 

4-lane 

divided 
45 mph NCDOT 54,000 

Old Mason Farm 

Rd 
SR 1900 

2-lane 

undivided 
35 mph NCDOT 3,000 

Fern Ln N/A 
2-lane 

undivided 

25 mph 

(assumed) 
City 510* 

Carmichael St SR 2008 
2-lane  

undivided 

15 mph 

(assumed) 
NCDOT 1,200* 

Laurel Hill Rd  N/A  
2-lane 

undivided 
25 mph City 470* 

* ADT based on the traffic counts from October 2018 and assuming the weekday PM peak hour volume is 10% of 

the average daily traffic.  
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Chapel Hill Transit routes FCX, S, and HU run along Fordham Boulevard (US 15-501/NC 54) 

within the study area. There are inbound and outbound transit stops on Fordham Boulevard 

near the intersection with Old Mason Farm Road. Sidewalk is provided from each of these 

transit stops to the intersection of Fordham Boulevard and Old Mason Farm Road / Carmichael 

Street. Signalized crosswalks are incorporated into all approaches at this intersection. Sidewalk 

is provided along the southeastern side of Fordham Boulevard and continues south to the 

intersection with Manning Drive. 

 

Chapel Hill Transit route HU runs along Old Mason Farm Road with stops located near 

Highland Woods Road. Sidewalk is provided on at least one side of the roadway from 

Fordham Boulevard extending approximately 0.25 miles east. 

 

Sidewalk is provided along one side of Carmichael Street from Fordham Boulevard west to the 

St. Thomas More Catholic Church Main Campus. 

 

Sidewalk is not present along Fern Lane or Laurel Hill Road. Shared lane markings (sharrows) 

for bicyclists are present along Laurel Hill Road within the study area. Bike Route 1 is signed 

along Fern Lane and Laurel Hill Road. 
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2. EXISTING (2018) PEAK HOUR CONDITIONS 

2.1. Existing (2018) Peak Hour Traffic 

Existing peak hour traffic volumes were determined based on traffic counts conducted at the 

study intersections listed below, in October of 2018 during typical weekday AM (7:00 AM – 

9:00 AM), Midday (11:00 AM – 1:00 PM), and PM (4:00 PM – 6:00 PM) peak periods: 

 Fordham Boulevard (US 15-501/NC 54) and Old Mason Farm Road/Carmichael 

Street/Fern Lane 

 Laurel Hill Road and Fern Lane 

 Carmichael Street and Site Drive 1 

 Laurel Hill Road and Site Drive 2 

 

Though Fordham Boulevard and Old Mason Farm / Carmichael Road and Carmichael Road at 

Fern Lane were counted as two separate intersections for data processing, a single peak hour 

for each study period was determined by the counts directly including Fordham Boulevard. The 

traffic volumes counted at Carmichael Road and Fern Lane for these peak hours were used, as 

opposed to the skewed peak hour indicated by the isolated traffic counts at Carmichael Road 

and Fern Lane. Traffic volumes were balanced upwards between study intersections, where 

appropriate to be conservative. Refer to Figure 4 for existing (2018) weekday AM, Midday, 

and PM peak hour traffic volumes.  

 

Bicycle and pedestrian counts were also conducted concurrently at these locations. During the 

June 2018 count, pedestrian and cyclist volumes were relatively low – less than 10 pedestrians 

during any peak hour were counted at any study intersection. The maximum number of 

pedestrians counted at the Fordham Boulevard and Old Mason Farm Road intersection was 6, 

occurring during the PM peak hour. The October 2018 counts indicated less than 10 

pedestrians during any peak hour at any study intersection, with the exception of Fordham 

Boulevard / Carmichael Street / Old Mason Farm Road. A running group (counted as 17 

pedestrians) was observed crossing Fordham Boulevard on the south side of the intersection 

during the weekday PM count. The total pedestrian count at this intersection during the 

weekday PM peak hour was 24. It is likely the running group crossed in a group (or groups) 

which would be served under a single (or low number of) pedestrian call and is not anticipated 
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to be a common reoccurrence throughout the day at this intersection. During signal 

coordination timeframes, such as along Fordham Boulevard, if a signal receives a pedestrian 

call, it will serve the call and then return to coordinated signal timings over the next cycle or 

two.  

 

A copy of the count data is located in Appendix B of this report.  

 

2.2. Analysis of Existing (2018) Peak Hour Traffic 

The existing (2018) weekday AM, Midday, and PM peak hour traffic volumes were analyzed 

to determine the current levels of service at the study intersections under existing roadway 

conditions. It should be noted that due to the low pedestrian volumes observed, pedestrian 

phase timings were not included in the analysis as these would be called upon a minimal 

number of times in a peak hour and are not representative of a typical cycle at the intersection. 

The signal would return to coordinated timings within a couple cycles of serving a pedestrian 

phase. Signal and timing information was obtained from NCDOT and the Town and is 

included in Appendix C. The results of the analysis are presented in Section 7 of this report. 
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3. BACKGROUND (2024) PEAK HOUR CONDITIONS 

In order to account for growth of traffic and subsequent traffic conditions at a future year, 

background traffic projections are needed. Background traffic is the component of traffic due 

to the growth of the community and surrounding area that is anticipated to occur regardless of 

whether or not the proposed development is constructed. Background traffic is comprised of 

existing traffic growth within the study area and additional traffic created as a result of 

adjacent approved developments. The Town requires future analysis be completed for one year 

past the full build of the development, in this case 2024. 

 

3.1. Ambient Traffic Growth 

Based on historic NCDOT AADT information from roadways within the study area, it was 

determined that an annual growth rate of 1% would be used to generate projected (2024) 

weekday AM, Midday, and PM peak hour traffic volumes. 

 

3.2. Adjacent Development Traffic 

Based on coordination with the Town, it was determined there were no adjacent developments 

to be considered in this study. 

 

3.3. Future Roadway Improvements 

It should be noted that NCDOT Transportation Improvement Program (TIP) Project U-5304B 

is proposed to convert the existing US 15-501 4-lane, median divided arterial to a 6-lane, 

median divided superstreet configuration in the study area, along with other improvements 

from the NC 86 interchange to the NC 54 interchange. Based on the NCDOT 2018 – 2027 

STIP (amended in July 2018), this project is scheduled for right-of-way acquisition in 2024 

and construction beginning in 2026. This project is currently undergoing a Feasibility Study 

and was not included in the analysis for this study. Refer to Appendix H for additional details. 

 

3.4. Background (2024) Peak Hour Traffic Volumes 

The background (2024) traffic volumes were determined by projecting the existing (2018) peak 

hour traffic to the year 2024. Refer to Figure 5 for an illustration of the background (2024) 

peak hour traffic volumes at the study intersections. 
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3.5. Analysis of Background (2024) Peak Hour Traffic Conditions 

The background (2024) weekday AM, Midday, and PM peak hour traffic volumes at the study 

intersections were analyzed with future geometric roadway conditions and traffic control, if 

applicable. Similar to the existing conditions analyses, pedestrian phase timings were not 

included in the analysis as these would be called upon a minimal number of times in a peak 

hour and are not representative of a typical cycle at the intersection. The signal would return to 

coordinated timings within a couple cycles of serving a pedestrian phase. The analysis results 

are presented in Section 7 of this report.  
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4. SITE TRIP GENERATION AND DISTRIBUTION 

4.1. Trip Generation 

The proposed expansion is assumed to consist of a preschool and host weekday masses 

(midday and late afternoon services), as well as a Meals on Wheels program. Average weekday 

daily, AM peak hour, Midday peak hour, and PM peak hour trips for the proposed 

development were estimated using methodology contained within the ITE Trip Generation 

Manual, 10th Edition (ITE Manual) as well as information provided by the applicant.  

 

It is anticipated that the preschool will operate similarly to a daycare facility for trip generation 

purposes. The potential size of the daycare facility was determined by referencing the 

Aldersgate United Methodist Church Expansion permit application from 2013, in which the 

total size of the building was proposed to be approximately 10,700 sq. ft. The applicant has 

submitted information stating that the maximum operating capacity of the preschool would be 

12 staff members and 68 students, though it is more likely to operate with 5 staff and 35 

students for the foreseeable future. The daycare trips were generated using rates from the ITE 

Manual. The number of students was used as the independent variable as it is a more 

appropriate measurement than the trips estimated utilizing square footage. To be conservative, 

the maximum student potential, 68, was used to develop the trip estimates. These volumes are 

similar to those that are generated when using the maximum number of staff members. The 

ITE Manual does not provide rates for midday volumes. For the purposes of this study, it was 

assumed that the midday peak hour volumes were approximately 25% of the AM peak hour 

trips. 

 

The weekday Masses are to be held at 12:15pm and 5:15pm. Attendance of 40 patrons at the 

12:15pm Mass and 30 at the 5:15pm Mass is expected to be maintained from current 

operations, at the new location. It was assumed that an overall average of two people per 

vehicle would arrive and depart within the same peak hour for each service. It should be noted 

that it is anticipated that school and administrative staff will attend these services and would 

likely walk from the STMCC Main Campus in lieu of driving. 
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For the Meals on Wheels program, it was assumed that 3 staff members would arrive during 

the AM peak hour to prepare for the distributions. During the midday peak hour, it was 

assumed that 14 vehicles (2 people per vehicle) would return to the Campus after delivering 

food (departures occur during the mid-morning non-peak time), along with the arrival of 3 

additional staff to assist with clean up. The applicant noted that the program is completed by 

1:30pm, so it was assumed that all volunteers [14 vehicles each with 2 people; 3 vehicles with 

one person each bringing food to the Campus] and staff [3 from the AM shift and 3 from the 

clean-up shift] exit during the midday peak hour. It is likely the totality of these arrivals and 

departures may not occur during a single peak hour. 

 

Details of weekday Masses and the Meals on Wheels program were obtained from the Project 

Narrative from the applicant. Both the Project Narrative and Permit Application are included in 

Appendix A for reference. Table 2 provides a summary of the trip generation potential for the 

site.  

Table 2: Trip Generation Summary 

Land Use 

(ITE Code) 
Intensity 

Daily 

Traffic 

(vpd) 

AM Peak 

Hour Trips 

(vph) 

Midday Peak 

Hour Trips 

(vph) 

PM Peak  

Hour Trips  

(vph) 

Enter Exit Enter Exit Enter Exit 

Church* -- < 100 0 0 20 20 15 15 

Day Care Center** 

(565) 

68 

students 
280 28 25 7A 6A 25 29 

Meals on Wheels* -- < 100 3 0 17 23 0 0 

Total Trips 480 31 25 44 49 40 44 

*Trips for this use were generated using site specific information provided by the applicant that is based on 

existing operations. 

**Trips for this use were generated using the maximum capacity of students. It should be noted that the applicant 

does not consider this number of students as feasible in the foreseeable future. It was used for a conservative 

estimate. 
A ITE does not provide midday rates for this use. Midday volumes were assumed to be approximately 25% of the 

AM peak hour volumes. 

 

It is estimated that the proposed development will generate approximately 480 total site trips 

on the roadway network during a typical 24-hour weekday period. Of the daily traffic volume, 

it is anticipated that 56 trips (31 entering and 25 exiting) will occur during the AM peak hour, 
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93 trips (44 entering and 49 exiting) will occur during the midday peak hour, and 84 trips (40 

entering and 44 exiting) will occur during the PM peak hour.  

 

It should be noted that no credit was given for the existing preschool operations and Masses 

held at the Main Campus. Existing traffic volumes likely include a portion of these trips, but 

were not reduced to maintain a conservative analysis. It is anticipated that the impacts of the 

proposed expansion will be less than what is shown in this study due to the conservative 

assumptions. 

 

4.2. Site Trip Distribution and Assignment 

Trip distribution percentages used in assigning site traffic for this development were estimated 

based on a combination of existing traffic patterns, population centers adjacent to the study 

area, and engineering judgment. It is estimated that trips will be distributed as follows: 

 50% to/from the north via Fordham Boulevard (US 15-501/NC 54) 

 45% to/from the south via Fordham Boulevard (US 15-501/NC 54) 

 3% to/from the west via Laurel Hill Road 

 2% to/from the east via Old Mason Farm Road 

 

The site trip distribution was skewed slightly toward the north along Fordham Boulevard as 

there are a greater number of preschool/daycare options to the south on Fordham Boulevard. 

The site trip distribution is shown in Figure 6. Refer to Figure 7 for the site trip assignment.  
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5. COMBINED (2024) TRAFFIC CONDITIONS 

5.1. Combined (2024) Peak Hour Traffic Volumes 

To estimate traffic conditions with the site fully developed, the total site trips (Figure 7) were 

added to the background (2024) traffic volumes (Figure 5) to determine the combined (2024) 

traffic volumes. Refer to Figure 8 for an illustration of the combined (2024) peak hour traffic 

volumes with the proposed site fully developed. 

 

5.2. Analysis of Combined (2024) Peak Hour Traffic Conditions 

Study intersections were analyzed with the combined (2024) traffic volumes using the same 

methodology previously discussed for existing and background traffic conditions. Similar to 

the existing conditions analyses, pedestrian phase timings were not included in the analysis as 

these would be called upon a minimal number of times in a peak hour and are not 

representative of a typical cycle at the intersection. The signal would return to coordinated 

timings within a couple cycles of serving a pedestrian phase. Intersections were analyzed with 

improvements necessary to accommodate future traffic volumes. The results of the capacity 

analysis for each intersection are presented in Section 7 of this report. 
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6. TRAFFIC ANALYSIS PROCEDURE 

Study intersections were analyzed using the methodology outlined in the 2010 Highway 

Capacity Manual (HCM) published by the Transportation Research Board. Capacity and level 

of service are the design criteria for this traffic study. A computer software package, Synchro 

(Version 9.2/10.1), was used to complete the analyses for most of the study area intersections. 

Please note that the unsignalized capacity analysis does not provide an overall level of service 

for an intersection; only delay for an approach with a conflicting movement.  

 

The HCM defines capacity as “the maximum hourly rate at which persons or vehicles can 

reasonably be expected to traverse a point or uniform section of a lane or roadway during a 

given time period under prevailing roadway, traffic, and control conditions.” Level of service 

(LOS) is a term used to represent different driving conditions, and is defined as a “qualitative 

measure describing operational conditions within a traffic stream, and their perception by 

motorists and/or passengers.” Level of service varies from Level “A” representing free flow, to 

Level “F” where breakdown conditions are evident. Refer to Table 3 for HCM levels of service 

and related average control delay per vehicle for both signalized and unsignalized 

intersections. Control delay as defined by the HCM includes “initial deceleration delay, queue 

move-up time, stopped delay, and final acceleration delay”. An average control delay of 50 

seconds at a signalized intersection results in LOS “D” operation at the intersection. 

 

Table 3: Highway Capacity Manual – Levels-of-Service and Delay 

UNSIGNALIZED INTERSECTION SIGNALIZED INTERSECTION 

LEVEL OF 

SERVICE 

AVERAGE CONTROL 

DELAY PER VEHICLE 

(SECONDS) 

LEVEL OF 

SERVICE 

AVERAGE CONTROL 

DELAY PER VEHICLE 

(SECONDS) 

A 

B 

C 

D 

E 

F 

0-10 

10-15 

15-25 

25-35 

35-50 

>50 

A 

B 

C 

D 

E 

F 

0-10 

10-20 

20-35 

35-55 

55-80 

>80 

 

6.1. Adjustments to Analysis Guidelines 

Capacity analysis at all study intersections was completed according to NCDOT Congestion 

Management Guidelines and the Town of Chapel Hill Guidelines. 
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7. CAPACITY ANALYSIS 

7.1. Fordham Boulevard (US 15-501/NC 54) and Old Mason Farm Road/Carmichael 

Street/Fern Lane 

The existing signalized intersection of Fordham Boulevard (US 15-501/NC 54) and Old 

Mason Farm Road/Carmichael Street/Fern Lane was analyzed under existing (2018), 

background (2024), and combined (2024) traffic conditions with existing lane configurations 

and traffic control. Due to the low pedestrian volumes observed, pedestrian phase timings were 

not included in the analysis as these are not representative of a typical signal cycle at the 

intersection. The signal would revert to coordinated signal timings within a few cycles of 

serving the pedestrian call. Refer to Table 4 for a summary of the analysis results. Refer to 

Appendix D for the Synchro capacity analysis reports. 
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Table 4: Analysis Summary of Fordham Blvd and Old Mason Farm Rd/Carmichael 

St/Fern Ln 

ANALYSIS 

SCENARIO 

A 

P 

P 

R 

O 

A 

C 

H 

LANE 

CONFIGURATIONS 

WEEKDAY AM 

PEAK HOUR 

LEVEL OF 

SERVICE 

WEEKDAY 

MIDDAY 

PEAK HOUR 

LEVEL OF  

SERVICE 

WEEKDAY PM 

PEAK HOUR 

LEVEL OF 

SERVICE 

Approach 
Overall 

(seconds) 
Approach 

Overall 

(seconds) 
Approach 

Overall 

(seconds) 

Existing 

(2018) 

Conditions 

SEB* 

EB 

WB 

NB 

SB 

1 LT, 1 LT-TH-RT 

1 LT-TH-RT 

1 LT, 1 LT-TH-RT 

1 LT, 2 TH, 1 RT 

1 LT, 2 TH, 1 RT 

F (87) 

F (104) 

F (98) 

F (87) 

E (56) 

E 

(74) 

F (80) 

F (86) 

F (91) 

C (31) 

C (31) 

C 

(34) 

F (153) 

F (140) 

F (131) 

E (62) 

D (54) 

E 

(64) 

Background 

(2024) 

Conditions 

SEB* 

EB 

WB 

NB 

SB 

1 LT, 1 LT-TH-RT 

1 LT-TH-RT 

1 LT, 1 LT-TH-RT 

1 LT, 2 TH, 1 RT 

1 LT, 2 TH, 1 RT 

F (87) 

F (102) 

F (99) 

F (129) 

F (87) 

F 

(110) 

F (81) 

F (87) 

F (91) 

C (34) 

C (34) 

D 

(37) 

F (158) 

F (142) 

F (130) 

F (93) 

E (72) 

F 

(88) 

Combined 

(2024) 

Conditions 

SEB* 

EB 

WB 

NB 

SB 

1 LT, 1 LT-TH-RT 

1 LT-TH-RT 

1 LT, 1 LT-TH-RT 

1 LT, 2 TH, 1 RT 

1 LT, 2 TH, 1 RT 

F (88) 

F (114) 

F (99) 

F (134) 

F (125) 

F 

(129) 

F (83) 

F (114) 

F (104) 

D (40) 

D (37) 

D 

(43) 

F (191) 

F (173) 

F (130) 

F (111) 

F (80) 

F 

(101) 

Combined 

(2024) 

Conditions 
w/Timing 

Adjustments 

SEB* 

EB 

WB 

NB 

SB 

1 LT, 1 LT-TH-RT 

1 LT-TH-RT 

1 LT, 1 LT-TH-RT 

1 LT, 2 TH, 1 RT 

1 LT, 2 TH, 1 RT 

F (88) 

F (124) 

F (103) 

F (125) 

E (65) 

F 

(100) 
  

F (371) 

F (196) 

F (135) 

E (77) 

E (63) 

F 

(82) 

Combined 

(2024) 

Conditions w/ 

Improvements 

for LOS D 

SEB* 

EB 

WB 

NB 

SB 

1 LT, 1 LT-TH-RT 

1 LT-TH-RT 

1 LT, 1 LT-TH-RT 

1 LT, 3 TH, 1 RT 

1 LT, 3 TH, 1 RT 

F (88) 

F (114) 

F (99) 

C (32) 

D (40) 

D 

(38) 

F (83) 

F (114) 

F (104) 

C (28) 

C (23) 

C 

(30) 

F (191) 

F (173) 

F (130) 

D (47) 

D (35) 

D 

(50) 

*For reporting purposes, SEB represents the southeastern-bound approach, Carmichael Street, due to the 

geometry of the intersection. All approaches are run on a single signal controller. 

 

Capacity analysis indicates that the intersection currently operates at an overall LOS E during 

the AM peak hour, LOS C during the midday peak hour, and LOS E during the PM peak hour. 

Under background (2024) conditions, the intersection is anticipated to operate at an overall 

LOS F, LOS D, and LOS F during the weekday AM, midday, and PM peak hours, respectively. 

Under combined (2024) conditions, the intersection is anticipated to continue to operate at 

background levels of service with increases in overall delay.  
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Significant signal timing adjustments are needed during the AM peak hour to return the overall 

intersection delay to a level similar to background. It should be noted that the mainline 

volumes along Fordham Boulevard are high enough that even a moderate increase in traffic 

volumes to other movements will disproportionately impact the mainline through movement 

operations. Slight signal timing modifications to the minor approaches are needed during the 

PM peak hour to decrease the overall intersection delay to levels similar to background 

conditions. It should be noted that site trips are anticipated to account for 2% or less of the 

overall traffic at this intersection during any peak hour analyzed. 

 

Per the Town’s TIA Guidelines, improvements were shown to obtain LOS D. At this 

intersection, an additional through lane on both northbound and southbound Fordham 

Boulevard are necessary to obtain an overall LOS D. Based on the traffic volumes anticipated 

to be added or shifted to this intersection as a result of the subject development is not 

proportionate to adding through lanes on Fordham Boulevard. However, it should be noted that 

NCDOT TIP Project U-5304B is proposed to convert the existing US 15-501 (Fordham 

Boulevard) 4-lane median divided arterial to a 6-lane median divided superstreet configuration 

in the study area, along with other improvements from the NC 86 interchange to the NC 54 

interchange. Based on the NCDOT 2018 – 2027 STIP (amended in July 2018), this project is 

scheduled for right-of-way acquisition in 2024 and construction beginning in 2026. This 

project is currently undergoing a Feasibility Study. It is anticipated that the proposed 

development traffic is accounted for in the traffic forecast for U-5304B, as it is not a 

significant change in use and that any impacts to the roadway network would be mitigated with 

the design of the superstreet corridor – especially due to the low percentage of contributing 

volumes at this intersection. Refer to Appendix H for additional details regarding U-5304.  
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7.2. Laurel Hill Road and Fern Lane 

The existing unsignalized intersection of Laurel Hill Road and Fern Lane was analyzed under 

existing (2018), background (2024), and combined (2024) traffic conditions with existing lane 

configurations and traffic control. Refer to Table 5 for a summary of the analysis results. Refer 

to Appendix E for the Synchro capacity analysis reports. 

 

Table 5: Analysis Summary of Laurel Hill Rd and Fern Ln 

ANALYSIS 

SCENARIO 

A 

P 

P 

R 

O 

A 

C 

H 

LANE 

CONFIGURATIONS 

WEEKDAY AM 

PEAK HOUR 

LEVEL OF 

SERVICE 

WEEKDAY MIDDAY 

PEAK HOUR 

LEVEL OF  

SERVICE 

WEEKDAY PM 

PEAK HOUR 

LEVEL OF 

SERVICE 

Approach 
Overall 

(seconds) 
Approach 

Overall 

(seconds) 
Approach 

Overall 

(seconds) 

Existing 

(2018) 

Conditions 

EB 

NB 

SB 

1 LT-RT  

1 LT-TH 

1 TH-RT 

A2 (9) 

A1 (7) 

-- 

N/A 
A2 (9) 

A1 (7) 

-- 

N/A 
A2 (9) 

A1 (7) 

-- 

N/A 

Background 

(2024) 

Conditions 

EB 

NB 

SB 

1 LT-RT  

1 LT-TH 

1 TH-RT 

A2 (9) 

A1 (7) 

-- 

N/A 
A2 (9) 

A1 (7) 

-- 

N/A 
A2 (9) 

A1 (7) 

-- 

N/A 

Combined 

(2024) 

Conditions 

EB 

NB 

SB 

1 LT-RT  

1 LT-TH 

1 TH-RT 

A2 (9) 

A1 (7) 

-- 

N/A 
A2 (9) 

A1 (7) 

-- 

N/A 
A2 (9) 

A1 (7) 

-- 

N/A 

1. Level of service for major-street left-turn movement. 

2. Level of service for minor-street approach. 

 

Capacity analysis of existing (2018), background (2024) and combined (2024) traffic 

conditions indicates the minor-street approach and major-street left-turn movement are 

expected to operate at LOS A during the weekday AM, Midday, and PM peak hours.   
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7.3. Carmichael Street and Site Drive 1 

The existing unsignalized intersection of Carmichael Street and Site Drive 1 was analyzed 

under existing (2018), background (2024), and combined (2024) traffic conditions with 

existing lane configurations and traffic control. This driveway operates as an exit-only right-

turn onto Carmichael Street. It should be noted that Synchro required an inbound lane to be 

shown on Site Drive 1 to properly analyze pedestrian impacts; however, no traffic volumes 

were assigned to this inbound movement. Refer to Table 6 for a summary of the analysis 

results. Refer to Appendix F for the Synchro capacity analysis reports. 

 

Table 6: Analysis Summary of Carmichael St and Site Drive 1 

ANALYSIS 

SCENARIO 

A 

P 

P 

R 

O 

A 

C 

H 

LANE 

CONFIGURATIONS 

WEEKDAY AM 

PEAK HOUR 

LEVEL OF 

SERVICE 

WEEKDAY MIDDAY 

PEAK HOUR 

LEVEL OF  

SERVICE 

WEEKDAY PM 

PEAK HOUR 

LEVEL OF 

SERVICE 

Approach 
Overall 

(seconds) 
Approach 

Overall 

(seconds) 
Approach 

Overall 

(seconds) 

Existing 

(2018) 

Conditions 

EB 

WB 

NB 

2 TH 

1 TH 

1 RT 

-- 

-- 

A1 (9) 
N/A 

-- 

-- 

A1 (8) 
N/A 

-- 

-- 

A1 (9) 
N/A 

Background 

(2024) 

Conditions 

EB 

WB 

NB 

2 TH 

1 TH 

1 RT 

-- 

-- 

A1 (9) 
N/A 

-- 

-- 

A1 (8) 
N/A 

-- 

-- 

A1 (9) 
N/A 

Combined 

(2024) 

Conditions 

EB 

WB 

NB 

2 TH 

1 TH 

1 RT 

-- 

-- 

A1 (9) 
N/A 

-- 

-- 

A1 (9) 
N/A 

-- 

-- 

A1 (9) 
N/A 

1. Level of service for minor-street approach. 

 

Capacity analysis of existing (2018), background (2024) and combined (2024) traffic 

conditions indicates the minor-street approach is expected to operate at LOS A during the 

weekday AM, Midday, and PM peak hours.  
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7.4. Laurel Hill Road and Site Drive 2 

The existing unsignalized intersection of Laurel Hill Road and Site Drive 2 was analyzed 

under existing (2018), background (2024), and combined (2024) traffic conditions with 

existing lane configurations and traffic control. Under future conditions, this driveway is 

considered to carry two-way traffic (ingress and egress). Refer to Table 7 for a summary of the 

analysis results. Refer to Appendix G for the Synchro capacity analysis reports. 

 

Table 7: Analysis Summary of Laurel Hill Rd and Site Drive 2 

ANALYSIS 

SCENARIO 

A 

P 

P 

R 

O 

A 

C 

H 

LANE 

CONFIGURATIONS 

WEEKDAY AM 

PEAK HOUR 

LEVEL OF 

SERVICE 

WEEKDAY MIDDAY 

PEAK HOUR 

LEVEL OF  

SERVICE 

WEEKDAY PM 

PEAK HOUR 

LEVEL OF 

SERVICE 

Approach 
Overall 

(seconds) 
Approach 

Overall 

(seconds) 
Approach 

Overall 

(seconds) 

Existing 

(2018) 

Conditions 

EB 

WB 

SB 

1 LT-TH 

1 TH-RT 

-- 

A1 (7) 

-- 

-- 

N/A 
A1 (7) 

-- 

-- 

N/A 
A1 (7) 

-- 

-- 

N/A 

Background 

(2024) 

Conditions 

EB 

WB 

SB 

1 LT-TH 

1 TH-RT 

-- 

A1 (7) 

-- 

-- 
N/A 

A1 (7) 

-- 

-- 
N/A 

A1 (7) 

-- 

-- 
N/A 

Combined 

(2024) 

Conditions 

EB 

WB 

SB 

1 LT-TH 

1 TH-RT 

1 LT-RT 

A1 (7) 

-- 

A2 (9) 
N/A 

A1 (7) 

-- 

A2 (9) 
N/A 

A1 (7) 

-- 

A2 (9) 
N/A 

1. Level of service for the major street left-turn movement. 

2. Level of service for minor-street approach. 

Lane configuration modifications shown in BOLD. 

 

Capacity analysis of existing (2018), background (2024) and combined (2024) traffic 

conditions indicates the minor-street approach is expected to operate at LOS A during the 

weekday AM, Midday, and PM peak hours. 
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8. ADDITIONAL CONSIDERATIONS 

8.1. Accident Analysis 

NCDOT provided crash data for the recent five year period of June 1, 2013 through May 31, 

2018. A total of 40 crashes were reported at the intersection of US 15-501 and Old Mason 

Farm Road / Carmichael Street / Fern Lane during this time. Of these crashes, none were fatal 

or involved pedestrians or cyclists and 27 were property damage only incidents. The majority 

of reported accidents, seventy-five percent (75%), were rear end collisions of slowing or 

stopped vehicles. No crashes were reported July 1, 2013 through June 30, 2018 at the 

intersection of Laurel Hill Road and Fern Lane. Crash data received from NCDOT for the 

study area is attached in Appendix I. 

 

8.2. Laurel Hills Road 

As part of this study, tube counts were collected for seven (7) days on Laurel Hill Road near 

the project site. These counts recorded the volume, class, and speed of vehicles traversing the 

tubes. The typical weekday total volume ranges from approximately 400 vehicles per day (vpd) 

to 470 vpd with a relatively balanced split between northbound and southbound vehicles. The 

majority of vehicles recorded were passenger cars. The 85th percentile speed – the speed at 

which 85% of the vehicles recorded were driving at or under – is approximately 33 miles per 

hour (mph) during weekdays. The posted speed limit along Laurel Hills Road is 25 mph. Refer 

to Appendix J for the raw tube count data. 
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9. CONCLUSIONS 

This Traffic Impact Analysis was conducted to determine the potential traffic impacts of the 

proposed St. Thomas More Catholic Church Expansion to be located in the former Aldersgate 

United Methodist Church, in the northwest quadrant of the intersection of Fordham Boulevard 

(US 15-501/NC 54) and Carmichael Street in Chapel Hill, North Carolina. The proposed 

expansion is expected to accommodate a preschool, weekday Masses, and a Meals on Wheels 

program, and be built out in 2023. Site access is proposed via one (1) two-way driveway on 

Laurel Hill Road and a right-turn exit-only driveway onto Carmichael Street. These driveways 

are existing. 

 

The study analyzes traffic conditions during the weekday AM, Midday, and PM peak hours for 

the following scenarios: 

 Existing (2018) Traffic Conditions 

 Background (2024 [Build + 1 year]) Traffic Conditions 

 Combined (2024) Traffic Conditions 

 Combined (2024) Traffic Conditions with Mitigation 

 Combined (2024) Traffic Conditions with LOS D Mitigation 

 

Trip Generation 

It is estimated that the proposed development will generate approximately 480 total site trips 

on the roadway network during a typical 24-hour weekday period. Of the daily traffic volume, 

it is anticipated that 56 trips (31 entering and 25 exiting) will occur during the AM peak hour, 

93 trips (44 entering and 49 exiting) will occur during the midday peak hour, and 84 trips (40 

entering and 44 exiting) will occur during the PM peak hour. 

 

Adjustments to Analysis Guidelines 

Capacity analysis at all study intersections was completed according to the Town’s TIA 

guidelines and NCDOT Congestion Management Guidelines.  Refer to section 6.1 of this 

report for a detailed description of any adjustments to these guidelines made throughout the 

analysis. 
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Intersection Capacity Analysis Summary 

All the study area intersections (including the site driveways) are expected to operate at 

acceptable levels-of-service under existing and future year conditions with the exception of the 

intersections listed below.  A summary of the study area intersections that are expected to need 

improvements are as follows: 

 

Fordham Blvd (US 15-501/NC 54) and Old Mason Farm Rd/Carmichael St/Fern Ln 

The intersection of Fordham Boulevard and Old Mason Farm Road/Carmichael Street/Fern 

Lane is expected to operate levels of service below that deemed acceptable by the Town – LOS 

D – during the AM and PM peak hours under existing, background, and combined conditions. 

Moderate signal timing adjustments reduce the overall intersection delays to background levels 

for the AM and PM peak hours. Any timing modifications at this intersection would need to be 

analyzed within the signal corridor as a whole, which is beyond the scope of this study. 

 

To improve the overall intersection level of service to LOS D, an additional through lane is 

needed on both northbound and southbound Fordham Boulevard. Based on the traffic volumes 

anticipated to be shifted to this intersection by the subject project – additional laneage on 

Fordham Boulevard is not proportionate to the impact of the site. 

 

NCDOT TIP Project U-5304B is slated to convert this section of Fordham Boulevard (from 

NC 86 to NC 54) to a superstreet configuration with additional lanes to increase capacity. This 

project is currently scheduled for right-of-way acquisition in 2024 and construction beginning 

in 2026. Due to the timing of this project and that the anticipated site trips are expected to 

contribute less than 2% to the overall volumes at this intersection, no mitigation is 

recommended beyond examining signal timing adjustments that could be made and not disrupt 

the flow along the corridor. 
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10. RECOMMENDATIONS 

Based on the findings of this study, specific geometric improvements have been identified and 

are recommended to accommodate future traffic conditions. See a more detailed description of 

the recommended improvements below. Refer to Figure 9 for an illustration of the 

recommended lane configuration for the proposed development. 

 

Improvements Needed to Achieve Town Standard LOS D 

Fordham Blvd (US 15-501/NC 54) and Old Mason Farm Rd/Carmichael St/Fern Ln 

 Third northbound and southbound through lanes on Fordham Boulevard 

 

Recommended Improvements by Developer 

Fordham Blvd (US 15-501/NC 54) and Old Mason Farm Rd/Carmichael St/Fern Ln 

 Develop signal timing adjustments during the AM and PM peak hours to accommodate 

future traffic volumes. This should be done in a manner that ensures no negative 

impacts to adjacent coordinated signals or the corridor. 

 

Laurel Hill Road and Site Drive 2 

 Stripe the existing site drive to accommodate one ingress lane and one egress lane.  

 Provide stop control for the egress lane. 
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STMCC EXPANSION PROJECT NARRATIVE 

AND  

ALDERSGATE EXPANSION PERMIT 

APPLICATION 



Project Narrative for St. Thomas More Proposed South Campus
St. Thomas More Catholic Church (STMCC) has purchased the Aldersgate United Methodist 

Church (AUMC) located at 632 Laurel Hill Road (PIN 9788929919) in Chapel Hill, NC. 

STMCC proposes to continue the Place of Worship principal use (at this site) as well as the 

following customary and incidental uses:

 Preschool: Transfer the existing STMCC preschool presently on the main campus to the 

South Campus.  Please note that the current school year’s enrollment is 18 children and 2 

staff. STMCC hopes to increase the enrollment for the preschool program to 35 in the 

coming year, with a staff of 5. The full capacity of the preschool program is 

approximately 68 students and 12 staff. It is unclear at what point, if ever, the STMCC 

preschool program could achieve that ultimate enrollment but it is not anticipated within 

the foreseeable future.  The Preschool program operates between 8:00am and 11:30am. 

There are flexible options provided to parents that would allow drop-off as early as 

7:00am and programs that extend the school day until 2:45pm and an afterschool 

program that extends to 5:45pm. 

 Weekday Mass: Weekday Mass is currently celebrated in the main STMCC church at 

12:15pm and 5:15pm.  Attendance at the 12:15 service is approximately 40 and at 5:15, 

30. It is not anticipated that those numbers would change with the change in location 

from the main Church to the South Campus chapel. Higher Mass attendance, up to 100, 

is expected at the Wednesday, 12:15 service which includes adoration of the Blessed 

Sacrament and on Holy Days of Obligation. In both cases these Masses will continue to 

be held in the main STMCC church rather than at the South Campus chapel.  Some of 

those currently attending daily Mass are school staff and administrative staff and it is 

expected they will walk to the South Campus site rather than drive from the main 

STMCC parking to the South Campus. 

 Meals on Wheels: The local Meals on Wheels program, which provides daily meals for 

elderly and homebound residents, will relocate from another location in Chapel Hill to 

the South Campus facility on a daily basis. The programs impact will include 2-3 staff 

arriving between 8:30am and 9:00am to supervise operations. 2-3 volunteers will deliver 

food to the site between 9:00am and 10:30am and 28 volunteers will arrive sometime 

after 10:00am, leave the site at approximately 10:30am and return at 12:00noon. These 

volunteers usually work as two-person teams to cover 14 routes. 2-3 additional 

volunteers arrive at noon to assist in cleanup and the entire operation is completed by 

1:30pm.



The following activities will also be held at the site although it should be noted that they are 

primarily evening/weekend events or occur during the summer when the STMCC school is not in 

session 

 Weddings, funerals and other special religious services: These services will continue to 

be conducted at the STM church (main campus). Funerals are typically held during mid-

morning or mid-afternoon periods, while weddings are Saturday events.  Small weddings 

and funerals, with 50 people or less attending, might be celebrated at the South Campus; 

we would estimate 10 or so per year will be held on the South Campus.

 Summer Camps: Summer camps will continue to utilize the STMCC main campus, 

while pre-k summer camps/programs will likely use the South Campus. This activity is 

anticipated to be similar to the preschool use.

 Spiritual Counseling, Youth Groups and other meetings: The South Campus facility may 

be used during evenings and weekends for various group meetings. There is no regular 

schedule for these activities; but they would not occur during peak hour, weekday 

periods. Parking for these events would be accommodated by the proposed expansion of 

the South Campus parking lot. 

Traffic/Parking

As previously discussed, STMCC has authorized the Town of Chapel Hill to prepare a Traffic 

Impact Analysis for this proposal and is currently being prepared.  

Existing site ingress off Laurel Hill Road and egress onto Carmichael Drive will remain.  The 

applicant is also proposing to allow egress from the parking area onto Laurel Hill Road to 

provide more efficient circulation back to the main campus or to Raleigh Road.

In accordance with the requirements of the Raleigh Archdiocese, on-site parking will be 

expanded from 34 spaces (including 3 ADA spaces) to 47 spaces (including 6 ADA spaces).

Stormwater
The impacts of the increase in impervious area being proposed at the site will be addressed as 

follows:

 Water quality will be address through the installation of a Filterra unit along the easterly 

side of the parking lot.  Impervious area in excess of the that being created will be 

directed to the Filterra unit and this treated stormwater will be conveyed to a subsurface 

detention system.

 Stormwater rate control will be provided within a subsurface pipe system.  The rate of 

discharge from this system will be controlled by an outlet structure with orifices/weir.  

This structure will connect to an existing on-site conveyance system.



Site Lighting
Duke Energy has prepared a photometric plan for the proposed development.  This design 

provides for three (3) new pole mounted fixtures along the westerly side of the parking lot.  The 

design will enable that back shields can be provided for all fixtures and ensure that no light spill 

will occur onto adjacent properties.

Landscaping
A proposed Type C landscape buffer is being proposed along the northerly property line to 

provide screening for the adjacent residential properties.  The buffer design has been modified to 

preserve/incorporate existing trees within this area to the maximum extent practicable.

Solid Waste
The site is currently served by Town/County services and no change to these services are 

currently being proposed.  

June 4, 2018



Revised 12.02.10     Parcel Identifier Number (PIN):_____________ 

 
ZONING COMPLIANCE 
PERMIT APPLICATION 
 
 
 

 
TOWN OF CHAPEL HILL 
Planning Department 

405 Martin Luther King Jr. Blvd 
phone (919) 968‐2728  fax (919) 969‐2014 

www.townofchapelhill.org 

Parcel Identifier Number (PIN):  9788929919  Date:  4/30/13 
 
Section A: Project Information 
Project Name:  Aldersgate United Methodist Church 

Property Address:  632 Laurel Hill Rd.   Zip Code:  27514-4225 

Use Groups (A, B, and/or C):  B  Existing Zoning District:  R-1 

2,403 s.f. addition to    
Project Description: 

Place of Worship 

 
 
Any persons intending to construct, install, remodel, repair, or alter any property in Chapel Hill, may be required to obtain a 
Business/Privilege License.  The application can be found at: http://www.townofchapelhill.org/index.aspx?page=1199  Please 
contact the Revenue Collector, 919‐968‐2759, if you have any questions. 

Applicant Information (to whom correspondence will be mailed) 
Name:  Jack Haggerty, Architect 

Address:  205 W. Main St., Ste. 211 

City:  Carrboro  State:  NC  Zip Code:  27510 

Phone:  919-967-5191  Email:  jack@jackhaggertyarchitect.com 

 
The undersigned applicant hereby certifies that, to the best of his knowledge and belief, all information supplied with 
this application is true and accurate. 

Signature:    Date:   

 

Owner/Contract Purchaser Information:  
 

  Owner    Contract Purchaser 
 
Name:  Aldersgate United Methodist Church  

Address:  632 Laurel Hill Rd. 

City:  Chapel Hill  State:  NC  Zip Code:  27516 

Phone:  919-968-6231  Email:  aldsgate@bellsouth.net 

 
The undersigned applicant hereby certifies that, to the best of his knowledge and belief, all information supplied with 
this application is true and accurate. 

Signature:    Date:   

Section A: Project Information 

Section B: Applicant, Owner and/or Contract Purchaser Information 



               
PROJECT FACT SHEET 

TOWN OF CHAPEL HILL 
Planning Department 

                               
 

Page 2 of 9 
Revised 12.02.10    Parcel Identifier Number (PIN):______________________   

 
Application type:  Zoning Compliance Permit  Date:  4/30/13 

Project Name:  Addition to Aldersgate Methodist Church     

 
Use Type: (check/list all that apply) 
      

 Office/Institutional   Residential   Mixed‐Use   Other:  Addition to a Place of Worship 

 
Overlay District: (check all those that apply) 

 Historic District   Neighborhood Conservation District   Airport Hazard Zone   

 

Net Land Area (NLA): Area within zoning lot boundaries  NLA=  128154  sq. ft. 

a) Credited Street Area (total adjacent frontage) x ½ width of public right‐
of‐way 

CSA=  12,815  sq. ft. Choose one, or both, of 
the following (a or b,) not 
to exceed 10% of NLA 

b) Credited Permanent Open Space (total adjacent frontage) x ½ public or 
dedicated open space 

COS= 

     

  sq. ft. 

TOTAL: NLA + CSA and/or COS = Gross Land Area (not to exceed NLA + 10%)  GLA=  140,969  sq. ft. 

 

 
Special Protection Areas: (check all those that apply) 

 Jordan Buffer    Resource Conservation District   100 Year Floodplain     Watershed Protection District   

 
Land Disturbance   Total (sq ft) 
Area of Land Disturbance  
(Includes: Footprint of proposed activity plus work area envelope, staging area for materials, access/equipment paths, 
all grading, including off‐site clearing) 

12,393 

Area of Land Disturbance within RCD  -0- 
Area of Land Disturbance within Jordan Buffer  -0- 
 

Impervious Areas  Existing (sq ft)  Demolition (sq ft)  Proposed (sq ft)  Total (sq ft) 

Impervious Surface Area (ISA)  22,269  0  3,019  25,288 
Impervious Surface Ratio: Percent Impervious 
Surface Area of Gross Land Area  (ISA/GLA) % 

16%  -  2  18% 

If located in Watershed Protection District,  
% of impervious surface on 7/1/1993 

16% 

     

 

     

 

     

 

Section B: Land Area 
 

Section A: Project Information 

Section C: Special Protection Areas, Land Disturbance, and Impervious Area  
 



               
PROJECT FACT SHEET 

TOWN OF CHAPEL HILL 
Planning Department 

                               
 

Page 3 of 9 
Revised 12.02.10    Parcel Identifier Number (PIN):______________________   

 

Dimensional Unit (sq ft)  Existing (sq ft)  Demolition (sq ft)  Proposed (sq ft)  Total (sq ft) 

Number of Buildings  9,240  841   2304  10,703 
Number of Floors  2 

     

 

     

  2 

Recreational Space  N/A  N/A  N/A  N/A 

 
Residential Space 

Dimensional Unit (sq ft)  Existing (sq ft)  Demolition (sq ft)  Proposed (sq ft)  Total (sq ft) 

Floor Area (all floors – heated and unheated)   9,239  790  2304  10,619 
Total Square Footage of All Units  N/A  N/A  N/A  N/A 

Total Square Footage of Affordable Units  N/A  N/A  N/A  N/A 

Total Residential Density  N/A  N/A  N/A  N/A 

Number of Dwelling Units  N/A  N/A  N/A  N/A 

Number of Affordable Dwelling Units  N/A  N/A  N/A  N/A 

Number of Single Bedroom Units  N/A  N/A  N/A  N/A 

Number of Two Bedroom Units  N/A  N/A  N/A  N/A 

Number of Three Bedroom Units  N/A  N/A  N/A  N/A 

 
Non‐Residential Space (Gross Floor Area in Square Feet) 

Use Type  Existing  Proposed  Uses  Existing  Proposed 
Commercial 

     

 

     

       

Restaurant 

     

 

     

  # of Seats 

     

 

     

 
Government 

     

 

     

       
Institutional 

     

 

     

       
Medical 

     

 

     

       
Office 

     

 

     

       
Hotel 

     

 

     

  # of Rooms 

     

 

     

 
Industrial 

     

 

     

       
Place of Worship  9,240  10,703  # of Seats  72 (2)  135 
Other 

     

 

     

       

Section E: Dimensional Requirements] 

Dimensional Requirements 
Required by 
Ordinance 

Existing  Proposed 

Street  28  74  40.33' 
Interior (neighboring property lines)  14'  118'  no change Setbacks 

(minimum) 
Solar (northern property line)  17'  180'  no change 
Primary  29'  20'  28'  Height 

(maximum)  Secondary  40'  26'  36'-8' (3) 
Frontages  64'  371'  no change 

Streets 
Widths  80'  371'  no change 

Section D: Dimensions 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File Name : Chapel Hill(US 501 and Old Mason) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Charmichael Street

Eastbound
Start Time Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Int. Total

07:00 0 355 3 0 358 1 0 8 0 9 25 523 6 0 554 1 0 3 0 4 925
07:15 0 462 1 0 463 5 2 9 0 16 41 596 23 2 662 3 0 10 0 13 1154
07:30 2 413 2 0 417 2 4 30 0 36 47 532 41 1 621 18 12 46 0 76 1150
07:45 0 479 14 0 493 0 0 37 0 37 37 466 9 2 514 17 6 51 0 74 1118
Total 2 1709 20 0 1731 8 6 84 0 98 150 2117 79 5 2351 39 18 110 0 167 4347

08:00 2 505 2 2 511 9 0 22 0 31 45 623 5 1 674 3 2 10 0 15 1231
08:15 2 442 7 2 453 4 4 22 0 30 31 614 11 0 656 3 0 2 0 5 1144
08:30 3 419 7 1 430 2 1 24 0 27 39 558 22 0 619 2 2 2 0 6 1082
08:45 2 516 12 1 531 3 1 22 0 26 58 570 5 1 634 3 0 3 0 6 1197
Total 9 1882 28 6 1925 18 6 90 0 114 173 2365 43 2 2583 11 4 17 0 32 4654

Grand Total 11 3591 48 6 3656 26 12 174 0 212 323 4482 122 7 4934 50 22 127 0 199 9001
Apprch % 0.3 98.2 1.3 0.2  12.3 5.7 82.1 0  6.5 90.8 2.5 0.1  25.1 11.1 63.8 0   

Total % 0.1 39.9 0.5 0.1 40.6 0.3 0.1 1.9 0 2.4 3.6 49.8 1.4 0.1 54.8 0.6 0.2 1.4 0 2.2
Cars + 11 3565 47 6 3629 26 12 174 0 212 321 4466 122 7 4916 49 22 127 0 198 8955

% Cars + 100 99.3 97.9 100 99.3 100 100 100 0 100 99.4 99.6 100 100 99.6 98 100 100 0 99.5 99.5
Trucks 0 26 1 0 27 0 0 0 0 0 2 16 0 0 18 1 0 0 0 1 46

% Trucks 0 0.7 2.1 0 0.7 0 0 0 0 0 0.6 0.4 0 0 0.4 2 0 0 0 0.5 0.5

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmichael Street
Eastbound

Start Time Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Int. Total

Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 08:00

08:00 2 505 2 2 511 9 0 22 0 31 45 623 5 1 674 3 2 10 0 15 1231
08:15 2 442 7 2 453 4 4 22 0 30 31 614 11 0 656 3 0 2 0 5 1144
08:30 3 419 7 1 430 2 1 24 0 27 39 558 22 0 619 2 2 2 0 6 1082
08:45 2 516 12 1 531 3 1 22 0 26 58 570 5 1 634 3 0 3 0 6 1197

Total Volume 9 1882 28 6 1925 18 6 90 0 114 173 2365 43 2 2583 11 4 17 0 32 4654
% App. Total 0.5 97.8 1.5 0.3  15.8 5.3 78.9 0  6.7 91.6 1.7 0.1  34.4 12.5 53.1 0   

PHF .750 .912 .583 .750 .906 .500 .375 .938 .000 .919 .746 .949 .489 .500 .958 .917 .500 .425 .000 .533 .945
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North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Charmicheal Street

Eastbound
Start Time Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Int. Total

11:00 5 341 0 1 347 7 2 20 0 29 25 422 6 2 455 7 1 18 0 26 857
11:15 3 356 3 10 372 7 1 22 0 30 19 441 14 1 475 15 1 40 0 56 933
11:30 3 380 9 6 398 9 1 26 0 36 26 444 17 0 487 18 4 42 0 64 985
11:45 2 452 11 2 467 9 0 22 0 31 37 470 11 0 518 8 6 34 0 48 1064
Total 13 1529 23 19 1584 32 4 90 0 126 107 1777 48 3 1935 48 12 134 0 194 3839

12:00 1 380 3 2 386 11 1 21 0 33 31 446 6 0 483 5 2 13 0 20 922
12:15 1 375 9 4 389 21 0 27 0 48 24 465 6 0 495 7 2 10 0 19 951
12:30 4 472 8 5 489 9 0 23 0 32 23 472 2 1 498 3 0 7 0 10 1029
12:45 2 415 9 0 426 9 0 18 0 27 19 485 1 1 506 6 3 6 0 15 974
Total 8 1642 29 11 1690 50 1 89 0 140 97 1868 15 2 1982 21 7 36 0 64 3876

Grand Total 21 3171 52 30 3274 82 5 179 0 266 204 3645 63 5 3917 69 19 170 0 258 7715
Apprch % 0.6 96.9 1.6 0.9  30.8 1.9 67.3 0  5.2 93.1 1.6 0.1  26.7 7.4 65.9 0   

Total % 0.3 41.1 0.7 0.4 42.4 1.1 0.1 2.3 0 3.4 2.6 47.2 0.8 0.1 50.8 0.9 0.2 2.2 0 3.3
Cars + 21 3150 50 30 3251 80 5 179 0 264 203 3628 62 5 3898 69 19 170 0 258 7671

% Cars + 100 99.3 96.2 100 99.3 97.6 100 100 0 99.2 99.5 99.5 98.4 100 99.5 100 100 100 0 100 99.4
Trucks 0 21 2 0 23 2 0 0 0 2 1 17 1 0 19 0 0 0 0 0 44

% Trucks 0 0.7 3.8 0 0.7 2.4 0 0 0 0.8 0.5 0.5 1.6 0 0.5 0 0 0 0 0 0.6

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmicheal Street
Eastbound

Start Time Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Int. Total

Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:45

11:45 2 452 11 2 467 9 0 22 0 31 37 470 11 0 518 8 6 34 0 48 1064
12:00 1 380 3 2 386 11 1 21 0 33 31 446 6 0 483 5 2 13 0 20 922
12:15 1 375 9 4 389 21 0 27 0 48 24 465 6 0 495 7 2 10 0 19 951
12:30 4 472 8 5 489 9 0 23 0 32 23 472 2 1 498 3 0 7 0 10 1029

Total Volume 8 1679 31 13 1731 50 1 93 0 144 115 1853 25 1 1994 23 10 64 0 97 3966
% App. Total 0.5 97 1.8 0.8  34.7 0.7 64.6 0  5.8 92.9 1.3 0.1  23.7 10.3 66 0   

PHF .500 .889 .705 .650 .885 .595 .250 .861 .000 .750 .777 .981 .568 .250 .962 .719 .417 .471 .000 .505 .932
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Peak Hour Begins at 11:45
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Charmichael Street

Eastbound
Start Time Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Int. Total

16:00 3 402 2 2 409 6 1 39 0 46 13 491 4 0 508 7 1 5 0 13 976
16:15 2 468 6 4 480 6 0 30 0 36 30 553 4 1 588 3 2 8 0 13 1117
16:30 3 490 6 2 501 10 2 37 0 49 23 552 1 0 576 14 0 5 0 19 1145
16:45 1 573 6 3 583 2 1 38 0 41 25 607 0 0 632 4 2 8 0 14 1270
Total 9 1933 20 11 1973 24 4 144 0 172 91 2203 9 1 2304 28 5 26 0 59 4508

17:00 3 497 7 1 508 6 0 53 0 59 32 551 2 0 585 5 0 4 0 9 1161
17:15 5 498 4 2 509 5 0 51 0 56 29 612 6 0 647 3 0 3 0 6 1218
17:30 1 481 7 1 490 7 0 52 0 59 22 532 1 0 555 6 1 10 0 17 1121
17:45 2 448 7 3 460 3 2 56 0 61 22 458 2 0 482 3 1 7 0 11 1014
Total 11 1924 25 7 1967 21 2 212 0 235 105 2153 11 0 2269 17 2 24 0 43 4514

Grand Total 20 3857 45 18 3940 45 6 356 0 407 196 4356 20 1 4573 45 7 50 0 102 9022
Apprch % 0.5 97.9 1.1 0.5  11.1 1.5 87.5 0  4.3 95.3 0.4 0  44.1 6.9 49 0   

Total % 0.2 42.8 0.5 0.2 43.7 0.5 0.1 3.9 0 4.5 2.2 48.3 0.2 0 50.7 0.5 0.1 0.6 0 1.1
Cars + 20 3845 45 18 3928 45 6 356 0 407 196 4356 20 1 4573 45 7 50 0 102 9010

% Cars + 100 99.7 100 100 99.7 100 100 100 0 100 100 100 100 100 100 100 100 100 0 100 99.9
Trucks 0 12 0 0 12 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 12

% Trucks 0 0.3 0 0 0.3 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0.1

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmichael Street
Eastbound

Start Time Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Right Thru Left UTrn App. Total Int. Total

Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:30

16:30 3 490 6 2 501 10 2 37 0 49 23 552 1 0 576 14 0 5 0 19 1145
16:45 1 573 6 3 583 2 1 38 0 41 25 607 0 0 632 4 2 8 0 14 1270
17:00 3 497 7 1 508 6 0 53 0 59 32 551 2 0 585 5 0 4 0 9 1161
17:15 5 498 4 2 509 5 0 51 0 56 29 612 6 0 647 3 0 3 0 6 1218

Total Volume 12 2058 23 8 2101 23 3 179 0 205 109 2322 9 0 2440 26 2 20 0 48 4794
% App. Total 0.6 98 1.1 0.4  11.2 1.5 87.3 0  4.5 95.2 0.4 0  54.2 4.2 41.7 0   

PHF .600 .898 .821 .667 .901 .575 .375 .844 .000 .869 .852 .949 .375 .000 .943 .464 .250 .625 .000 .632 .944
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Peak Hour Begins at 16:30
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Fern and Old Mason) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Old Mason Farm Road

Westbound
Fern Lane

Northbound
Charmichael Street

Eastbound
Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total

07:00 0 0 0 0 0 0 0 0 0 0
07:15 0 2 2 0 0 0 0 0 0 2
07:30 0 2 2 0 1 1 5 0 5 8
07:45 0 2 2 0 0 0 5 0 5 7
Total 0 6 6 0 1 1 10 0 10 17

08:00 0 0 0 0 0 0 1 0 1 1
08:15 0 2 2 0 1 1 1 0 1 4
08:30 0 3 3 0 0 0 1 0 1 4
08:45 0 4 4 0 0 0 0 0 0 4
Total 0 9 9 0 1 1 3 0 3 13

Grand Total 0 15 15 0 2 2 13 0 13 30
Apprch % 0 100  0 100  100 0   

Total % 0 50 50 0 6.7 6.7 43.3 0 43.3
Cars + 0 15 15 0 2 2 13 0 13 30

% Cars + 0 100 100 0 100 100 100 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Fern and Old Mason) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Old Mason Farm Road
Westbound

Fern Lane
Northbound

Charmichael Street
Eastbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30

07:30 0 2 2 0 1 1 5 0 5 8
07:45 0 2 2 0 0 0 5 0 5 7
08:00 0 0 0 0 0 0 1 0 1 1
08:15 0 2 2 0 1 1 1 0 1 4

Total Volume 0 6 6 0 2 2 12 0 12 20
% App. Total 0 100  0 100  100 0   

PHF .000 .750 .750 .000 .500 .500 .600 .000 .600 .625
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Peak Hour Begins at 07:30
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Fern and Old Mason) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Old Mason Farm Road

Westbound
Fern Lane

Northbound
Charmichael Street

Eastbound
Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total

11:00 0 4 4 0 0 0 2 0 2 6
11:15 0 4 4 0 0 0 2 0 2 6
11:30 0 5 5 0 2 2 1 0 1 8
11:45 0 5 5 0 0 0 1 0 1 6
Total 0 18 18 0 2 2 6 0 6 26

12:00 0 3 3 0 1 1 1 0 1 5
12:15 0 1 1 0 0 0 2 0 2 3
12:30 0 6 6 0 0 0 0 0 0 6
12:45 0 2 2 0 1 1 0 0 0 3
Total 0 12 12 0 2 2 3 0 3 17

Grand Total 0 30 30 0 4 4 9 0 9 43
Apprch % 0 100  0 100  100 0   

Total % 0 69.8 69.8 0 9.3 9.3 20.9 0 20.9
Cars + 0 30 30 0 4 4 9 0 9 43

% Cars + 0 100 100 0 100 100 100 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Fern and Old Mason) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Old Mason Farm Road
Westbound

Fern Lane
Northbound

Charmichael Street
Eastbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 0 4 4 0 0 0 2 0 2 6
11:15 0 4 4 0 0 0 2 0 2 6
11:30 0 5 5 0 2 2 1 0 1 8
11:45 0 5 5 0 0 0 1 0 1 6

Total Volume 0 18 18 0 2 2 6 0 6 26
% App. Total 0 100  0 100  100 0   

PHF .000 .900 .900 .000 .250 .250 .750 .000 .750 .813
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Peak Hour Begins at 11:00
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Fern and Old Mason) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Old Mason Farm Road

Westbound
US 501

Northbound
Charmichael Street

Eastbound
Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total

16:00 0 8 8 0 0 0 0 0 0 8
16:15 0 4 4 0 0 0 0 0 0 4
16:30 0 4 4 0 1 1 0 0 0 5
16:45 0 4 4 0 0 0 0 0 0 4
Total 0 20 20 0 1 1 0 0 0 21

17:00 0 2 2 0 0 0 0 0 0 2
17:15 0 9 9 0 0 0 0 0 0 9
17:30 0 1 1 0 0 0 1 0 1 2
17:45 0 5 5 0 0 0 0 0 0 5
Total 0 17 17 0 0 0 1 0 1 18

Grand Total 0 37 37 0 1 1 1 0 1 39
Apprch % 0 100  0 100  100 0   

Total % 0 94.9 94.9 0 2.6 2.6 2.6 0 2.6
Cars + 0 37 37 0 1 1 1 0 1 39

% Cars + 0 100 100 0 100 100 100 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Fern and Old Mason) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Old Mason Farm Road
Westbound

US 501
Northbound

Charmichael Street
Eastbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 0 8 8 0 0 0 0 0 0 8
16:15 0 4 4 0 0 0 0 0 0 4
16:30 0 4 4 0 1 1 0 0 0 5
16:45 0 4 4 0 0 0 0 0 0 4

Total Volume 0 20 20 0 1 1 0 0 0 21
% App. Total 0 100  0 100  0 0   

PHF .000 .625 .625 .000 .250 .250 .000 .000 .000 .656
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Peak Hour Begins at 16:00
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left App. Total Right Thru App. Total Thru Left App. Total Int. Total
07:00 1 0 1 0 0 0 1 0 1 2
07:15 0 6 6 2 0 2 3 1 4 12
07:30 0 8 8 7 1 8 1 0 1 17
07:45 0 6 6 6 2 8 1 0 1 15
Total 1 20 21 15 3 18 6 1 7 46

08:00 0 6 6 2 1 3 3 0 3 12
08:15 0 2 2 2 1 3 0 0 0 5
08:30 0 3 3 4 0 4 1 0 1 8
08:45 0 2 2 4 0 4 0 1 1 7
Total 0 13 13 12 2 14 4 1 5 32

Grand Total 1 33 34 27 5 32 10 2 12 78
Apprch % 2.9 97.1  84.4 15.6  83.3 16.7   

Total % 1.3 42.3 43.6 34.6 6.4 41 12.8 2.6 15.4
Cars + 1 32 33 26 5 31 10 2 12 76

% Cars + 100 97 97.1 96.3 100 96.9 100 100 100 97.4
Trucks 0 1 1 1 0 1 0 0 0 2

% Trucks 0 3 2.9 3.7 0 3.1 0 0 0 2.6

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left App. Total Right Thru App. Total Thru Left App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 0 6 6 2 0 2 3 1 4 12
07:30 0 8 8 7 1 8 1 0 1 17
07:45 0 6 6 6 2 8 1 0 1 15
08:00 0 6 6 2 1 3 3 0 3 12

Total Volume 0 26 26 17 4 21 8 1 9 56
% App. Total 0 100  81 19  88.9 11.1   

PHF .000 .813 .813 .607 .500 .656 .667 .250 .563 .824
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Peak Hour Begins at 07:15
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left App. Total Right Thru App. Total Thru Left App. Total Int. Total
11:00 0 5 5 4 1 5 1 0 1 11
11:15 0 3 3 4 1 5 1 0 1 9
11:30 0 3 3 5 0 5 1 0 1 9
11:45 0 3 3 4 2 6 0 0 0 9
Total 0 14 14 17 4 21 3 0 3 38

12:00 0 6 6 4 1 5 1 0 1 12
12:15 0 2 2 2 1 3 1 0 1 6
12:30 0 3 3 5 0 5 1 2 3 11
12:45 0 5 5 1 0 1 1 0 1 7
Total 0 16 16 12 2 14 4 2 6 36

Grand Total 0 30 30 29 6 35 7 2 9 74
Apprch % 0 100  82.9 17.1  77.8 22.2   

Total % 0 40.5 40.5 39.2 8.1 47.3 9.5 2.7 12.2
Cars + 0 30 30 28 6 34 7 2 9 73

% Cars + 0 100 100 96.6 100 97.1 100 100 100 98.6
Trucks 0 0 0 1 0 1 0 0 0 1

% Trucks 0 0 0 3.4 0 2.9 0 0 0 1.4

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left App. Total Right Thru App. Total Thru Left App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:15

11:15 0 3 3 4 1 5 1 0 1 9
11:30 0 3 3 5 0 5 1 0 1 9
11:45 0 3 3 4 2 6 0 0 0 9
12:00 0 6 6 4 1 5 1 0 1 12

Total Volume 0 15 15 17 4 21 3 0 3 39
% App. Total 0 100  81 19  100 0   

PHF .000 .625 .625 .850 .500 .875 .750 .000 .750 .813

 Laurel Hill Road 
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Peak Hour Begins at 11:15
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left App. Total Right Thru App. Total Thru Left App. Total Int. Total
16:00 0 6 6 7 1 8 1 0 1 15
16:15 0 2 2 3 1 4 1 0 1 7
16:30 0 3 3 2 2 4 0 0 0 7
16:45 0 9 9 4 0 4 2 0 2 15
Total 0 20 20 16 4 20 4 0 4 44

17:00 0 4 4 2 0 2 1 0 1 7
17:15 1 4 5 7 2 9 0 0 0 14
17:30 1 1 2 1 1 2 2 0 2 6
17:45 0 3 3 3 2 5 2 0 2 10
Total 2 12 14 13 5 18 5 0 5 37

Grand Total 2 32 34 29 9 38 9 0 9 81
Apprch % 5.9 94.1  76.3 23.7  100 0   

Total % 2.5 39.5 42 35.8 11.1 46.9 11.1 0 11.1
Cars + 2 32 34 29 9 38 9 0 9 81

% Cars + 100 100 100 100 100 100 100 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left App. Total Right Thru App. Total Thru Left App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 0 6 6 7 1 8 1 0 1 15
16:15 0 2 2 3 1 4 1 0 1 7
16:30 0 3 3 2 2 4 0 0 0 7
16:45 0 9 9 4 0 4 2 0 2 15

Total Volume 0 20 20 16 4 20 4 0 4 44
% App. Total 0 100  80 20  100 0   

PHF .000 .556 .556 .571 .500 .625 .500 .000 .500 .733
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Peak Hour Begins at 16:00
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Carmichael Street

Southbound
Carmichael Street

Northbound
Site Access
Eastbound

Start Time Right Thru App. Total Thru Left App. Total Right Left App. Total Int. Total
07:00 0 2 2 6 0 6 0 0 0 8
07:15 0 9 9 13 0 13 0 0 0 22
07:30 0 67 67 44 0 44 0 0 0 111
07:45 0 66 66 12 0 12 0 0 0 78
Total 0 144 144 75 0 75 0 0 0 219

08:00 0 6 6 6 0 6 0 0 0 12
08:15 0 3 3 16 0 16 0 0 0 19
08:30 0 3 3 22 0 22 0 0 0 25
08:45 0 6 6 6 0 6 0 0 0 12
Total 0 18 18 50 0 50 0 0 0 68

Grand Total 0 162 162 125 0 125 0 0 0 287
Apprch % 0 100  100 0  0 0   

Total % 0 56.4 56.4 43.6 0 43.6 0 0 0
Cars + 0 162 162 125 0 125 0 0 0 287

% Cars + 0 100 100 100 0 100 0 0 0 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru App. Total Thru Left App. Total Right Left App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 0 9 9 13 0 13 0 0 0 22
07:30 0 67 67 44 0 44 0 0 0 111
07:45 0 66 66 12 0 12 0 0 0 78
08:00 0 6 6 6 0 6 0 0 0 12

Total Volume 0 148 148 75 0 75 0 0 0 223
% App. Total 0 100  100 0  0 0   

PHF .000 .552 .552 .426 .000 .426 .000 .000 .000 .502
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Peak Hour Begins at 07:15
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Charmichael Street

Southbound
Charmichael Street

Northbound
Site Access
Eastbound

Start Time Right Thru App. Total Thru Left App. Total Right Left App. Total Int. Total
11:00 0 23 23 11 0 11 0 0 0 34
11:15 0 47 47 15 0 15 0 0 0 62
11:30 0 75 75 17 0 17 0 0 0 92
11:45 0 36 36 7 0 7 0 0 0 43
Total 0 181 181 50 0 50 0 0 0 231

12:00 0 19 19 7 0 7 0 0 0 26
12:15 0 11 11 5 0 5 0 0 0 16
12:30 0 6 6 3 0 3 0 0 0 9
12:45 0 11 11 2 0 2 0 0 0 13
Total 0 47 47 17 0 17 0 0 0 64

Grand Total 0 228 228 67 0 67 0 0 0 295
Apprch % 0 100  100 0  0 0   

Total % 0 77.3 77.3 22.7 0 22.7 0 0 0
Cars + 0 228 228 67 0 67 0 0 0 295

% Cars + 0 100 100 100 0 100 0 0 0 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Charmichael Street
Southbound

Charmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru App. Total Thru Left App. Total Right Left App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 0 23 23 11 0 11 0 0 0 34
11:15 0 47 47 15 0 15 0 0 0 62
11:30 0 75 75 17 0 17 0 0 0 92
11:45 0 36 36 7 0 7 0 0 0 43

Total Volume 0 181 181 50 0 50 0 0 0 231
% App. Total 0 100  100 0  0 0   

PHF .000 .603 .603 .735 .000 .735 .000 .000 .000 .628
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Peak Hour Begins at 11:00
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Carmichael Street

Southbound
Carmichael Street

Northbound
Site Access
Eastbound

Start Time Right Thru App. Total Thru Left App. Total Right Left App. Total Int. Total
16:00 0 9 9 3 0 3 0 0 0 12
16:15 0 8 8 1 0 1 0 0 0 9
16:30 0 16 16 2 0 2 0 0 0 18
16:45 0 4 4 0 0 0 0 0 0 4
Total 0 37 37 6 0 6 0 0 0 43

17:00 0 3 3 3 0 3 0 0 0 6
17:15 0 6 6 4 0 4 0 0 0 10
17:30 0 15 15 1 0 1 0 0 0 16
17:45 0 4 4 0 0 0 0 0 0 4
Total 0 28 28 8 0 8 0 0 0 36

Grand Total 0 65 65 14 0 14 0 0 0 79
Apprch % 0 100  100 0  0 0   

Total % 0 82.3 82.3 17.7 0 17.7 0 0 0
Cars + 0 65 65 14 0 14 0 0 0 79

% Cars + 0 100 100 100 0 100 0 0 0 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru App. Total Thru Left App. Total Right Left App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 0 9 9 3 0 3 0 0 0 12
16:15 0 8 8 1 0 1 0 0 0 9
16:30 0 16 16 2 0 2 0 0 0 18
16:45 0 4 4 0 0 0 0 0 0 4

Total Volume 0 37 37 6 0 6 0 0 0 43
% App. Total 0 100  100 0  0 0   

PHF .000 .578 .578 .500 .000 .500 .000 .000 .000 .597
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Peak Hour Begins at 16:00
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hills Road

Southbound
Site Access
Westbound

Laurel Hills Road
Northbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
07:00 2 0 2 0 2 2 0 0 0 4
07:15 7 0 7 0 0 0 0 5 5 12
07:30 8 0 8 0 0 0 0 5 5 13
07:45 6 0 6 0 0 0 0 6 6 12
Total 23 0 23 0 2 2 0 16 16 41

08:00 6 0 6 0 0 0 0 1 1 7
08:15 2 0 2 0 0 0 0 3 3 5
08:30 2 0 2 0 0 0 0 3 3 5
08:45 3 0 3 0 0 0 0 8 8 11
Total 13 0 13 0 0 0 0 15 15 28

Grand Total 36 0 36 0 2 2 0 31 31 69
Apprch % 100 0  0 100  0 100   

Total % 52.2 0 52.2 0 2.9 2.9 0 44.9 44.9
Cars + 35 0 35 0 1 1 0 31 31 67

% Cars + 97.2 0 97.2 0 50 50 0 100 100 97.1
Trucks 1 0 1 0 1 1 0 0 0 2

% Trucks 2.8 0 2.8 0 50 50 0 0 0 2.9

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hills Road
Southbound

Site Access
Westbound

Laurel Hills Road
Northbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 7 0 7 0 0 0 0 5 5 12
07:30 8 0 8 0 0 0 0 5 5 13
07:45 6 0 6 0 0 0 0 6 6 12
08:00 6 0 6 0 0 0 0 1 1 7

Total Volume 27 0 27 0 0 0 0 17 17 44
% App. Total 100 0  0 0  0 100   

PHF .844 .000 .844 .000 .000 .000 .000 .708 .708 .846
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Peak Hour Begins at 07:15
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
11:00 3 0 3 0 0 0 0 4 4 7
11:15 3 0 3 0 0 0 0 4 4 7
11:30 3 0 3 0 0 0 0 3 3 6
11:45 3 0 3 0 0 0 0 6 6 9
Total 12 0 12 0 0 0 0 17 17 29

12:00 6 0 6 0 0 0 0 3 3 9
12:15 2 0 2 0 0 0 0 0 0 2
12:30 3 0 3 0 0 0 0 8 8 11
12:45 5 0 5 0 0 0 0 2 2 7
Total 16 0 16 0 0 0 0 13 13 29

Grand Total 28 0 28 0 0 0 0 30 30 58
Apprch % 100 0  0 0  0 100   

Total % 48.3 0 48.3 0 0 0 0 51.7 51.7
Cars + 28 0 28 0 0 0 0 30 30 58

% Cars + 100 0 100 0 0 0 0 100 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:15

11:15 3 0 3 0 0 0 0 4 4 7
11:30 3 0 3 0 0 0 0 3 3 6
11:45 3 0 3 0 0 0 0 6 6 9
12:00 6 0 6 0 0 0 0 3 3 9

Total Volume 15 0 15 0 0 0 0 16 16 31
% App. Total 100 0  0 0  0 100   

PHF .625 .000 .625 .000 .000 .000 .000 .667 .667 .861
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Peak Hour Begins at 11:15
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
16:00 6 0 6 0 0 0 0 7 7 13
16:15 2 0 2 0 0 0 0 3 3 5
16:30 2 0 2 0 0 0 0 2 2 4
16:45 10 0 10 0 0 0 0 4 4 14
Total 20 0 20 0 0 0 0 16 16 36

17:00 4 0 4 0 0 0 0 2 2 6
17:15 3 0 3 0 0 0 0 7 7 10
17:30 2 0 2 0 0 0 0 1 1 3
17:45 3 0 3 0 0 0 0 3 3 6
Total 12 0 12 0 0 0 0 13 13 25

Grand Total 32 0 32 0 0 0 0 29 29 61
Apprch % 100 0  0 0  0 100   

Total % 52.5 0 52.5 0 0 0 0 47.5 47.5
Cars + 32 0 32 0 0 0 0 29 29 61

% Cars + 100 0 100 0 0 0 0 100 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 6 0 6 0 0 0 0 7 7 13
16:15 2 0 2 0 0 0 0 3 3 5
16:30 2 0 2 0 0 0 0 2 2 4
16:45 10 0 10 0 0 0 0 4 4 14

Total Volume 20 0 20 0 0 0 0 16 16 36
% App. Total 100 0  0 0  0 100   

PHF .500 .000 .500 .000 .000 .000 .000 .571 .571 .643
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Peak Hour Begins at 16:00
 
Cars +
Trucks

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Charmichael Street

Eastbound
Start Time Peds App. Total Peds App. Total Peds App. Total Peds App. Total Int. Total

07:00 0 0 0 0 0 0 0 0 0
07:15 0 0 0 0 1 1 0 0 1
07:30 0 0 0 0 0 0 1 1 1
07:45 0 0 0 0 0 0 0 0 0
Total 0 0 0 0 1 1 1 1 2

08:00 1 1 1 1 0 0 0 0 2
08:15 0 0 0 0 0 0 0 0 0
08:30 0 0 0 0 2 2 0 0 2
08:45 0 0 0 0 1 1 0 0 1
Total 1 1 1 1 3 3 0 0 5

Grand Total 1 1 1 1 4 4 1 1 7
Apprch % 100  100  100  100   

Total % 14.3 14.3 14.3 14.3 57.1 57.1 14.3 14.3
Peds 1 1 0 0 2 2 1 1 4

% Peds 100 100 0 0 50 50 100 100 57.1
Bikes 0 0 1 1 2 2 0 0 3

% Bikes 0 0 100 100 50 50 0 0 42.9

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmichael Street
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 08:00

08:00 1 1 1 1 0 0 0 0 2
08:15 0 0 0 0 0 0 0 0 0
08:30 0 0 0 0 2 2 0 0 2
08:45 0 0 0 0 1 1 0 0 1

Total Volume 1 1 1 1 3 3 0 0 5
% App. Total 100  100  100  0   

PHF .250 .250 .250 .250 .375 .375 .000 .000 .625
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Peak Hour Begins at 08:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1
Groups Printed- Peds - Bikes

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmicheal Street
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Peds App. Total Int. Total
11:00 0 0 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0 0 0
11:30 0 0 0 0 0 0 0 0 0
11:45 0 0 0 0 1 1 0 0 1
Total 0 0 0 0 1 1 0 0 1

12:00 0 0 0 0 0 0 0 0 0
12:15 0 0 0 0 0 0 0 0 0
12:30 0 0 0 0 1 1 1 1 2
12:45 0 0 0 0 0 0 0 0 0
Total 0 0 0 0 1 1 1 1 2

Grand Total 0 0 0 0 2 2 1 1 3
Apprch % 0  0  100  100   

Total % 0 0 0 0 66.7 66.7 33.3 33.3
Peds 0 0 0 0 1 1 0 0 1

% Peds 0 0 0 0 50 50 0 0 33.3
Bikes 0 0 0 0 1 1 1 1 2

% Bikes 0 0 0 0 50 50 100 100 66.7

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmicheal Street
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:45

11:45 0 0 0 0 1 1 0 0 1
12:00 0 0 0 0 0 0 0 0 0
12:15 0 0 0 0 0 0 0 0 0
12:30 0 0 0 0 1 1 1 1 2

Total Volume 0 0 0 0 2 2 1 1 3
% App. Total 0  0  100  100   

PHF .000 .000 .000 .000 .500 .500 .250 .250 .375

   US 501   
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Peak Hour Begins at 11:45
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Charmichael Street

Eastbound
Start Time Peds App. Total Peds App. Total Peds App. Total Peds App. Total Int. Total

16:00 0 0 0 0 4 4 0 0 4
16:15 0 0 0 0 2 2 0 0 2
16:30 0 0 0 0 0 0 0 0 0
16:45 0 0 0 0 0 0 0 0 0
Total 0 0 0 0 6 6 0 0 6

17:00 1 1 0 0 0 0 1 1 2
17:15 0 0 0 0 0 0 0 0 0
17:30 0 0 0 0 1 1 0 0 1
17:45 1 1 0 0 0 0 1 1 2
Total 2 2 0 0 1 1 2 2 5

Grand Total 2 2 0 0 7 7 2 2 11
Apprch % 100  0  100  100   

Total % 18.2 18.2 0 0 63.6 63.6 18.2 18.2
Peds 0 0 0 0 7 7 0 0 7

% Peds 0 0 0 0 100 100 0 0 63.6
Bikes 2 2 0 0 0 0 2 2 4

% Bikes 100 100 0 0 0 0 100 100 36.4

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Charmichael Street
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 0 0 0 0 4 4 0 0 4
16:15 0 0 0 0 2 2 0 0 2
16:30 0 0 0 0 0 0 0 0 0
16:45 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 6 6 0 0 6
% App. Total 0  0  100  0   

PHF .000 .000 .000 .000 .375 .375 .000 .000 .375
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Peak Hour Begins at 16:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
07:00 1 1 0 0 1 1 2
07:15 1 1 1 1 0 0 2
07:30 0 0 0 0 1 1 1
07:45 1 1 1 1 0 0 2
Total 3 3 2 2 2 2 7

08:00 0 0 0 0 2 2 2
08:15 0 0 1 1 0 0 1
08:30 0 0 1 1 0 0 1
08:45 1 1 0 0 1 1 2
Total 1 1 2 2 3 3 6

Grand Total 4 4 4 4 5 5 13
Apprch % 100  100  100   

Total % 30.8 30.8 30.8 30.8 38.5 38.5
Peds 3 3 1 1 5 5 9

% Peds 75 75 25 25 100 100 69.2
Bikes 1 1 3 3 0 0 4

% Bikes 25 25 75 75 0 0 30.8

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:00

07:00 1 1 0 0 1 1 2
07:15 1 1 1 1 0 0 2
07:30 0 0 0 0 1 1 1
07:45 1 1 1 1 0 0 2

Total Volume 3 3 2 2 2 2 7
% App. Total 100  100  100   

PHF .750 .750 .500 .500 .500 .500 .875
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Peak Hour Begins at 07:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
11:00 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0
11:30 0 0 1 1 0 0 1
11:45 0 0 0 0 0 0 0
Total 0 0 1 1 0 0 1

12:00 0 0 0 0 0 0 0
12:15 0 0 0 0 0 0 0
12:30 0 0 0 0 0 0 0
12:45 0 0 0 0 0 0 0
Total 0 0 0 0 0 0 0

Grand Total 0 0 1 1 0 0 1
Apprch % 0  100  0   

Total % 0 0 100 100 0 0
Peds 0 0 1 1 0 0 1

% Peds 0 0 100 100 0 0 100
Bikes 0 0 0 0 0 0 0

% Bikes 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0
11:30 0 0 1 1 0 0 1
11:45 0 0 0 0 0 0 0

Total Volume 0 0 1 1 0 0 1
% App. Total 0  100  0   

PHF .000 .000 .250 .250 .000 .000 .250
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Peak Hour Begins at 11:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
16:00 1 1 0 0 0 0 1
16:15 0 0 0 0 0 0 0
16:30 0 0 0 0 0 0 0
16:45 0 0 0 0 0 0 0
Total 1 1 0 0 0 0 1

17:00 0 0 0 0 0 0 0
17:15 0 0 0 0 0 0 0
17:30 0 0 0 0 0 0 0
17:45 0 0 0 0 0 0 0
Total 0 0 0 0 0 0 0

Grand Total 1 1 0 0 0 0 1
Apprch % 100  0  0   

Total % 100 100 0 0 0 0
Peds 1 1 0 0 0 0 1

% Peds 100 100 0 0 0 0 100
Bikes 0 0 0 0 0 0 0

% Bikes 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 1 1 0 0 0 0 1
16:15 0 0 0 0 0 0 0
16:30 0 0 0 0 0 0 0
16:45 0 0 0 0 0 0 0

Total Volume 1 1 0 0 0 0 1
% App. Total 100  0  0   

PHF .250 .250 .000 .000 .000 .000 .250
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Peak Hour Begins at 16:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Carmichael Street

Southbound
Carmichael Street

Northbound
Site Access
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
07:00 0 0 0 0 3 3 3
07:15 0 0 0 0 0 0 0
07:30 0 0 0 0 0 0 0
07:45 0 0 0 0 1 1 1
Total 0 0 0 0 4 4 4

08:00 0 0 0 0 1 1 1
08:15 0 0 0 0 0 0 0
08:30 0 0 0 0 0 0 0
08:45 0 0 0 0 1 1 1
Total 0 0 0 0 2 2 2

Grand Total 0 0 0 0 6 6 6
Apprch % 0  0  100   

Total % 0 0 0 0 100 100
Peds 0 0 0 0 6 6 6

% Peds 0 0 0 0 100 100 100
Bikes 0 0 0 0 0 0 0

% Bikes 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:00

07:00 0 0 0 0 3 3 3
07:15 0 0 0 0 0 0 0
07:30 0 0 0 0 0 0 0
07:45 0 0 0 0 1 1 1

Total Volume 0 0 0 0 4 4 4
% App. Total 0  0  100   

PHF .000 .000 .000 .000 .333 .333 .333
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Peak Hour Begins at 07:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Charmichael Street

Southbound
Charmichael Street

Northbound
Site Access
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
11:00 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0
11:30 0 0 0 0 1 1 1
11:45 0 0 0 0 1 1 1
Total 0 0 0 0 2 2 2

12:00 0 0 0 0 0 0 0
12:15 0 0 0 0 0 0 0
12:30 0 0 0 0 0 0 0
12:45 0 0 0 0 0 0 0
Total 0 0 0 0 0 0 0

Grand Total 0 0 0 0 2 2 2
Apprch % 0  0  100   

Total % 0 0 0 0 100 100
Peds 0 0 0 0 1 1 1

% Peds 0 0 0 0 50 50 50
Bikes 0 0 0 0 1 1 1

% Bikes 0 0 0 0 50 50 50

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Charmichael Street
Southbound

Charmichael Street
Northbound

Site Access
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0
11:30 0 0 0 0 1 1 1
11:45 0 0 0 0 1 1 1

Total Volume 0 0 0 0 2 2 2
% App. Total 0  0  100   

PHF .000 .000 .000 .000 .500 .500 .500
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Peak Hour Begins at 11:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Carmichael Street

Southbound
Carmichael Street

Northbound
Site Access
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
16:00 0 0 0 0 0 0 0
16:15 0 0 0 0 0 0 0
16:30 0 0 0 0 0 0 0
16:45 0 0 0 0 0 0 0
Total 0 0 0 0 0 0 0

17:00 0 0 0 0 0 0 0
17:15 0 0 0 0 0 0 0
17:30 0 0 0 0 0 0 0
17:45 0 0 0 0 1 1 1
Total 0 0 0 0 1 1 1

Grand Total 0 0 0 0 1 1 1
Apprch % 0  0  100   

Total % 0 0 0 0 100 100
Peds 0 0 0 0 1 1 1

% Peds 0 0 0 0 100 100 100
Bikes 0 0 0 0 0 0 0

% Bikes 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Charmicheal and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 17:00

17:00 0 0 0 0 0 0 0
17:15 0 0 0 0 0 0 0
17:30 0 0 0 0 0 0 0
17:45 0 0 0 0 1 1 1

Total Volume 0 0 0 0 1 1 1
% App. Total 0  0  100   

PHF .000 .000 .000 .000 .250 .250 .250
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Peak Hour Begins at 17:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Laurel Hills Road

Southbound
Site Access
Westbound

Laurel Hills Road
Northbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
07:00 0 0 1 1 0 0 1
07:15 0 0 0 0 0 0 0
07:30 0 0 1 1 0 0 1
07:45 2 2 0 0 1 1 3
Total 2 2 2 2 1 1 5

08:00 0 0 2 2 0 0 2
08:15 0 0 0 0 0 0 0
08:30 0 0 1 1 0 0 1
08:45 0 0 1 1 0 0 1
Total 0 0 4 4 0 0 4

Grand Total 2 2 6 6 1 1 9
Apprch % 100  100  100   

Total % 22.2 22.2 66.7 66.7 11.1 11.1
Peds 2 2 4 4 1 1 7

% Peds 100 100 66.7 66.7 100 100 77.8
Bikes 0 0 2 2 0 0 2

% Bikes 0 0 33.3 33.3 0 0 22.2

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) AM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hills Road
Southbound

Site Access
Westbound

Laurel Hills Road
Northbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 0 0 0 0 0 0 0
07:30 0 0 1 1 0 0 1
07:45 2 2 0 0 1 1 3
08:00 0 0 2 2 0 0 2

Total Volume 2 2 3 3 1 1 6
% App. Total 100  100  100   

PHF .250 .250 .375 .375 .250 .250 .500
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Peak Hour Begins at 07:15
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
11:00 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0
11:30 0 0 0 0 0 0 0
11:45 1 1 0 0 0 0 1
Total 1 1 0 0 0 0 1

12:00 0 0 0 0 0 0 0
12:15 0 0 0 0 0 0 0
12:30 0 0 0 0 0 0 0
12:45 0 0 0 0 0 0 0
Total 0 0 0 0 0 0 0

Grand Total 1 1 0 0 0 0 1
Apprch % 100  0  0   

Total % 100 100 0 0 0 0
Peds 1 1 0 0 0 0 1

% Peds 100 100 0 0 0 0 100
Bikes 0 0 0 0 0 0 0

% Bikes 0 0 0 0 0 0 0

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) Midday Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 0 0 0 0 0 0 0
11:15 0 0 0 0 0 0 0
11:30 0 0 0 0 0 0 0
11:45 1 1 0 0 0 0 1

Total Volume 1 1 0 0 0 0 1
% App. Total 100  0  0   

PHF .250 .250 .000 .000 .000 .000 .250
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Peak Hour Begins at 11:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 1

Groups Printed- Peds - Bikes
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
16:00 0 0 3 3 0 0 3
16:15 0 0 0 0 0 0 0
16:30 0 0 2 2 0 0 2
16:45 0 0 1 1 0 0 1
Total 0 0 6 6 0 0 6

17:00 0 0 0 0 0 0 0
17:15 0 0 1 1 0 0 1
17:30 0 0 1 1 0 0 1
17:45 0 0 2 2 0 0 2
Total 0 0 4 4 0 0 4

Grand Total 0 0 10 10 0 0 10
Apprch % 0  100  0   

Total % 0 0 100 100 0 0
Peds 0 0 6 6 0 0 6

% Peds 0 0 60 60 0 0 60
Bikes 0 0 4 4 0 0 4

% Bikes 0 0 40 40 0 0 40

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) PM Peak
Site Code : 
Start Date : 6/5/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Peds App. Total Peds App. Total Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:00

16:00 0 0 3 3 0 0 3
16:15 0 0 0 0 0 0 0
16:30 0 0 2 2 0 0 2
16:45 0 0 1 1 0 0 1

Total Volume 0 0 6 6 0 0 6
% App. Total 0  100  0   
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Peak Hour Begins at 16:00
 
Peds
Bikes

Peak Hour Data

North

Burns Service Inc.
1202 Langdon Terrace Drive

Indian Trail, NC, 28079

We Count because YOU Count
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File Name : Chapel Hill(US 501 and Old Mason) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Carmichael Street

Eastbound
Start Time Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Int. Total

07:00 1 339 1 0 0 341 2 1 9 0 0 12 27 530 3 0 1 561 0 1 2 0 0 3 917
07:15 3 412 0 0 0 415 0 0 7 0 0 7 46 656 25 0 0 727 4 0 7 0 0 11 1160
07:30 1 362 5 1 0 369 3 5 34 0 0 42 38 473 38 0 2 551 29 10 65 0 0 104 1066
07:45 0 478 3 1 0 482 1 1 24 0 0 26 52 580 16 0 2 650 19 5 38 0 2 64 1222
Total 5 1591 2239

08:00 3 471 2 0 0 476 3 0 22 0 0 25 27 696 2 0 0 725 4 0 7 0 0 11 1237
08:15 0 447 0 1 0 448 3 0 24 0 0 27 37 637 3 0 1 678 12 0 5 0 0 17 1170
08:30 6 507 11 0 0 524 6 0 17 0 0 23 28 547 1 0 1 577 3 0 3 0 0 6 1130
08:45 4 475 4 2 0 485 4 0 22 0 1 27 41 528 2 2 0 573 2 1 4 0 1 8 1093
Total 13 1900 2408

Grand Total 18 3491 26 5 0 3540 22 7 159 0 1 189 296 4647 90 2 7 5042 73 17 131 0 3 224 8995
Apprch % 0.5 98.6 0.7 0.1 0  11.6 3.7 84.1 0 0.5  5.9 92.2 1.8 0 0.1  32.6 7.6 58.5 0 1.3   
Total % 0.2 38.8 0.3 0.1 0 39.4 0.2 0.1 1.8 0 0 2.1 3.3 51.7 1 0 0.1 56.1 0.8 0.2 1.5 0 0 2.5
Cars + 18 3472 26 5 0 3521 22 7 156 0 0 185 293 4629 90 2 6 5020 73 17 131 0 2 223 8949

% Cars + 100 99.5 98.1 99.6 85.7 66.7

Trucks 0 19 0 0 0 19 0 0 3 0 1 4 3 18 0 0 1 22 0 0 0 0 1 1 46
% Trucks 0 0.5 0 0 0 0.5 0 0 1.9 0 100 2.1 1 0.4 0 0 14.3 0.4 0 0 0 0 33.3 0.4 0.5

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Carmichael Street
Eastbound

Start Time Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Int. Total

Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:45

07:45 0 478 3 1 0 482 1 1 24 0 0 26 52 580 16 0 2 650 19 5 38 0 2 64 1222
08:00 3 471 2 0 0 476 3 0 22 0 0 25 27 696 2 0 0 725 4 0 7 0 0 11 1237
08:15 0 447 0 1 0 448 3 0 24 0 0 27 37 637 3 0 1 678 12 0 5 0 0 17 1170
08:30 6 507 11 524 6 547 1 0 1 577 3 0 3 0 0 6 1130

Total Volume 1903 144 2460

% App. Total 0.5 98.6 0.8 0.1 0  12.9 1 86.1 0 0  5.5 93.5 0.8 0 0.2  38.8 5.1 54.1 0 2   
PHF .375 .938 .364 .500 .000 .921 .542 .250 .906 .000 .000 .935 .692 .884 .344 .000 .500 .907 .500 .250 .349 .000 .250 .383 .962
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Peak Hour Begins at 07:45
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1
Groups Printed- Cars + - Trucks

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Carmichael Street
Eastbound

Start Time Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Int. Total

11:00 3 337 5 1 0 346 15 0 17 0 0 32 14 443 3 0 0 460 12 0 0 0 0 12 850
11:15 6 332 8 2 0 348 6 1 15 0 0 22 23 435 7 2 0 467 5 1 10 0 0 16 853
11:30 1 381 7 0 0 389 11 1 26 0 0 38 30 418 13 0 1 462 6 0 13 0 0 19 908
11:45 2 424 5 4 0 435 18 0 20 0 0 38 21 457 6 0 0 484 5 3 10 0 0 18 975
Total 12 1474 1753

12:00 6 406 4 2 0 418 14 1 30 0 0 45 24 428 7 0 1 460 8 2 4 0 0 14 937
12:15 1 420 4 2 0 427 7 0 20 0 1 28 21 437 3 0 0 461 3 1 6 0 0 10 926
12:30 1 474 6 6 0 487 4 0 23 0 0 27 16 444 6 0 0 466 2 1 8 0 0 11 991
12:45 2 431 4 0 0 437 3 0 20 0 0 23 23 402 4 0 0 429 11 1 13 0 1 26 915
Total 10 1731 1711

Grand Total 22 3205 43 17 0 3287 78 3 171 0 1 253 172 3464 49 2 2 3689 52 9 64 0 1 126 7355
Apprch % 0.7 97.5 1.3 0.5 0  30.8 1.2 67.6 0 0.4  4.7 93.9 1.3 0.1 0.1  41.3 7.1 50.8 0 0.8   
Total % 0.3 43.6 0.6 0.2 0 44.7 1.1 0 2.3 0 0 3.4 2.3 47.1 0.7 0 0 50.2 0.7 0.1 0.9 0 0 1.7
Cars + 22 3184 43 17 0 3266 77 3 171 0 1 252 171 3441 49 2 1 3664 52 9 64 0 1 126 7308

% Cars + 100 99.3 100 100 0 99.4 98.7 100 100 0 100 99.6 99.4 99.3 100 100 50 99.3 100 100 100 0 100 100 99.4
Trucks 0 21 0 0 0 21 1 0 0 0 0 1 1 23 0 0 1 25 0 0 0 0 0 0 47

% Trucks 0 0.7 0 0 0 0.6 1.3 0 0 0 0 0.4 0.6 0.7 0 0 50 0.7 0 0 0 0 0 0 0.6

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Carmichael Street
Eastbound

Start Time Right Thru
Lef

t UTrn Peds App. Total Right Thru
Lef

t UTrn Peds App. Total Right Thru
Lef

t UTrn Peds App. Total Right Thru
Lef

t UTrn Peds App. Total Int. Total

Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:45

11:45 2 424 5 4 0 435 18 0 20 0 0 38 21 457 6 0 0 484 5 3 10 0 0 18 975
12:00 6 406 4 2 0 418 14 1 30 0 0 45 24 428 7 0 1 460 8 2 4 0 0 14 937
12:15 1 420 4 2 0 427 7 0 20 0 1 28 21 437 3 0 0 461 3 1 6 0 0 10 926
12:30 1 474 6 6 487 444 6 0 0 466 2 1 8 0 0 11 991

Total Volume 10 1724 19 14 0 1767 43 1 93 0 1 138 82 1766 22 0 1 1871 18 7 28 0 0 53 3829
% App. Total 0.6 97.6 1.1 0.8 0  31.2 0.7 67.4 0 0.7  4.4 94.4 1.2 0 0.1  34 13.2 52.8 0 0   

PHF .417 .909 .792 .583 .000 .907 .597 .250 .775 .000 .250 .767 .854 .966 .786 .000 .250 .966 .563 .583 .700 .000 .000 .736 .966
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We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
US 501

Southbound
Old Mason Farm Road

Westbound
US 501

Northbound
Carmichael Street

Eastbound
Start Time Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Int. Total

16:00 4 461 6 2 0 473 9 1 22 0 0 32 32 506 10 0 0 548 7 1 6 0 0 14 1067
16:15 3 544 3 3 0 553 6 0 31 0 0 37 29 552 5 0 1 587 10 2 11 0 1 24 1201
16:30 1 497 3 6 0 507 4 2 40 0 0 46 34 538 12 0 2 586 20 2 22 0 1 45 1184
16:45 2 473 7 1 1 484 19 0 51 0 0 70 27 544 9 1 2 583 8 2 12 0 2 24 1161
Total 10 1975 2140

17:00 3 524 6 4 0 537 9 0 49 0 2 60 40 549 7 1 0 597 7 2 23 0 0 32 1226
17:15 1 495 7 2 0 505 11 1 43 0 0 55 32 586 9 0 13 640 5 2 7 0 1 15 1215
17:30 2 418 4 5 0 429 7 2 77 0 0 86 27 539 7 0 12 585 21 5 37 0 0 63 1163
17:45 1 460 8 3 0 472 5 1 56 0 1 63 24 506 6 2 14 552 12 8 31 0 1 52 1139
Total 7 1897 2180

Grand Total 17 3872 44 26 1 3960 70 7 369 0 3 449 245 4320 65 4 44 4678 90 24 149 0 6 269 9356
Apprch % 0.4 97.8 1.1 0.7 0  15.6 1.6 82.2 0 0.7  5.2 92.3 1.4 0.1 0.9  33.5 8.9 55.4 0 2.2   
Total % 0.2 41.4 0.5 0.3 0 42.3 0.7 0.1 3.9 0 0 4.8 2.6 46.2 0.7 0 0.5 50 1 0.3 1.6 0 0.1 2.9
Cars + 17 3863 44 26 1 3951 70 7 368 0 2 447 241 4309 65 4 42 4661 90 24 149 0 6 269 9328

% Cars + 100 99.8 99.7 66.7 98.4 99.7 95.5

Trucks 0 9 0 0 0 9 0 0 1 0 1 2 4 11 0 0 2 17 0 0 0 0 0 0 28
% Trucks 0 0.2 0 0 0 0.2 0 0 0.3 0 33.3 0.4 1.6 0.3 0 0 4.5 0.4 0 0 0 0 0 0 0.3

We Count because YOU Count



File Name : Chapel Hill(US 501 and Old Mason) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

US 501
Southbound

Old Mason Farm Road
Westbound

US 501
Northbound

Carmichael Street
Eastbound

Start Time Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Right Thru Left UTrn Peds App. Total Int. Total

Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:30

16:30 1 497 3 6 0 507 4 2 40 0 0 46 34 538 12 0 2 586 20 2 22 0 1 45 1184
16:45 2 473 7 1 1 484 19 0 51 0 0 70 27 544 9 1 2 583 8 2 12 0 2 24 1161
17:00 3 524 6 4 0 537 9 0 49 0 2 60 40 549 7 1 0 597 7 2 23 0 0 32 1226
17:15 1 495 7 2 0 505 11 1 43 0 0 55 32 586 9 0 13 640 5 2 7 0 1 15 1215

Total Volume 7 1989 23 13 1 2033 43 3 183 0 2 231 133 2217 37 2 17 2406 40 8 64 0 4 116 4786
% App. Total 0.3 97.8 1.1 0.6 0  18.6 1.3 79.2 0 0.9  5.5 92.1 1.5 0.1 0.7  34.5 6.9 55.2 0 3.4   

PHF .583 .949 .821 .542 .250 .946 .566 .375 .897 .000 .250 .825 .831 .946 .771 .500 .327 .940 .500
1.0

0 .696 .000 .500 .644 .976
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Peak Hour Begins at 16:30
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Carmichael and Site Access) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1
Groups Printed- Cars + - Trucks

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru Peds App. Total Thru Left Peds App. Total Right Left Peds App. Total Int. Total
07:00 0 1 0 1 4 0 0 4 0 0 0 0 5
07:15 0 4 0 4 21 0 0 21 0 0 0 0 25
07:30 0 102 0 102 41 0 0 41 0 0 0 0 143
07:45 1 57 0 58 16 0 0 16 0 0 0 0 74
Total 1 164 0 165 82 0 0 82 0 0 0 0 247

08:00 0 10 0 10 3 0 0 3 0 0 0 0 13
08:15 0 13 0 13 1 0 0 1 0 0 1 1 15
08:30 0 2 0 2 1 0 0 1 0 0 2 2 5
08:45 0 1 0 1 1 0 0 1 0 0 2 2 4
Total 0 26 0 26 6 0 0 6 0 0 5 5 37

Grand Total 1 190 0 191 88 0 0 88 0 0 5 5 284
Apprch % 0.5 99.5 0  100 0 0  0 0 100   

Total % 0.4 66.9 0 67.3 31 0 0 31 0 0 1.8 1.8
Cars + 1 190 0 191 88 0 0 88 0 0 4 4 283

% Cars + 100 100 0 100 100 0 0 100 0 0 80 80 99.6
Trucks 0 0 0 0 0 0 0 0 0 0 1 1 1

% Trucks 0 0 0 0 0 0 0 0 0 0 20 20 0.4

We Count because YOU Count



File Name : Chapel Hill(Carmichael and Site Access) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru Peds App. Total Thru Left Peds App. Total Right Left Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 0 4 0 4 21 0 0 21 0 0 0 0 25
07:30 0 102 0 102 41 0 0 41 0 0 0 0 143
07:45 1 57 0 58 16 0 0 16 0 0 0 0 74
08:00 0 10 0 10 3 0 0 3 0 0 0 0 13

Total Volume 1 173 0 174 81 0 0 81 0 0 0 0 255
% App. Total 0.6 99.4 0  100 0 0  0 0 0   

PHF .250 .424 .000 .426 .494 .000 .000 .494 .000 .000 .000 .000 .446
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Peak Hour Begins at 07:15
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Carmichael and Site Access) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Carmichael Street

Southbound
Carmichael Street

Northbound
Site Access
Eastbound

Start Time Right Thru Peds App. Total Thru Left Peds App. Total Right Left Peds App. Total Int. Total
11:00 0 4 0 4 2 0 0 2 0 0 0 0 6
11:15 0 11 0 11 9 0 0 9 0 0 0 0 20
11:30 0 13 0 13 6 0 0 6 0 0 0 0 19
11:45 0 15 0 15 13 0 0 13 0 0 0 0 28
Total 0 43 0 43 30 0 0 30 0 0 0 0 73

12:00 0 9 0 9 10 0 0 10 0 0 0 0 19
12:15 0 5 0 5 3 0 0 3 0 0 0 0 8
12:30 0 8 0 8 5 0 0 5 0 0 0 0 13
12:45 0 22 0 22 5 0 0 5 0 0 2 2 29
Total 0 44 0 44 23 0 0 23 0 0 2 2 69

Grand Total 0 87 0 87 53 0 0 53 0 0 2 2 142
Apprch % 0 100 0  100 0 0  0 0 100   

Total % 0 61.3 0 61.3 37.3 0 0 37.3 0 0 1.4 1.4
Cars + 0 87 0 87 53 0 0 53 0 0 2 2 142

% Cars + 0 100 0 100 100 0 0 100 0 0 100 100 100
Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Carmichael and Site Access) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru Peds App. Total Thru Left Peds App. Total Right Left Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:15

11:15 0 11 0 11 9 0 0 9 0 0 0 0 20
11:30 0 13 0 13 6 0 0 6 0 0 0 0 19
11:45 0 15 0 15 13 0 0 13 0 0 0 0 28
12:00 0 9 0 9 10 0 0 10 0 0 0 0 19

Total Volume 0 48 0 48 38 0 0 38 0 0 0 0 86
% App. Total 0 100 0  100 0 0  0 0 0   

PHF .000 .800 .000 .800 .731 .000 .000 .731 .000 .000 .000 .000 .768
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Peak Hour Begins at 11:15
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Carmichael and Site Access) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1
Groups Printed- Cars + - Trucks

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru Peds App. Total Thru Left Peds App. Total Right Left Peds App. Total Int. Total
16:00 0 11 0 11 8 0 0 8 0 0 1 1 20
16:15 0 24 0 24 5 0 0 5 0 0 0 0 29
16:30 0 25 0 25 10 0 0 10 0 0 0 0 35
16:45 0 18 0 18 6 0 0 6 0 0 0 0 24
Total 0 78 0 78 29 0 0 29 0 0 1 1 108

17:00 0 24 0 24 6 0 0 6 0 0 0 0 30
17:15 0 21 0 21 10 0 0 10 0 0 2 2 33
17:30 0 56 0 56 10 0 0 10 0 0 6 6 72
17:45 1 33 0 34 6 0 0 6 0 0 1 1 41
Total 1 134 0 135 32 0 0 32 0 0 9 9 176

Grand Total 1 212 0 213 61 0 0 61 0 0 10 10 284
Apprch % 0.5 99.5 0  100 0 0  0 0 100   

Total % 0.4 74.6 0 75 21.5 0 0 21.5 0 0 3.5 3.5
Cars + 1 212 0 213 61 0 0 61 0 0 8 8 282

% Cars + 100 100 0 100 100 0 0 100 0 0 80 80 99.3
Trucks 0 0 0 0 0 0 0 0 0 0 2 2 2

% Trucks 0 0 0 0 0 0 0 0 0 0 20 20 0.7

We Count because YOU Count



File Name : Chapel Hill(Carmichael and Site Access) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Carmichael Street
Southbound

Carmichael Street
Northbound

Site Access
Eastbound

Start Time Right Thru Peds App. Total Thru Left Peds App. Total Right Left Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 17:00

17:00 0 24 0 24 6 0 0 6 0 0 0 0 30
17:15 0 21 0 21 10 0 0 10 0 0 2 2 33
17:30 0 56 0 56 10 0 0 10 0 0 6 6 72
17:45 1 33 0 34 6 0 0 6 0 0 1 1 41

Total Volume 1 134 0 135 32 0 0 32 0 0 9 9 176
% App. Total 0.7 99.3 0  100 0 0  0 0 100   

PHF .250 .598 .000 .603 .800 .000 .000 .800 .000 .000 .375 .375 .611
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Peak Hour Begins at 17:00
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Fern and Carmichael) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Charmicheal Street

Westbound
Fern Lane

Northbound
Charmicheal Street

Eastbound
Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total

07:00 3 0 3 2 0 2 0 1 1 6
07:15 21 3 24 7 0 7 0 4 4 35
07:30 47 1 48 11 1 12 3 91 94 154
07:45 13 2 15 7 0 7 7 49 56 78
Total 84 6 90 27 1 28 10 145 155 273

08:00 1 4 5 2 0 2 3 6 9 16
08:15 0 3 3 4 0 4 1 12 13 20
08:30 2 5 7 4 0 4 1 0 1 12
08:45 1 5 6 6 0 6 0 1 1 13
Total 4 17 21 16 0 16 5 19 24 61

Grand Total 88 23 111 43 1 44 15 164 179 334
Apprch % 79.3 20.7  97.7 2.3  8.4 91.6   

Total % 26.3 6.9 33.2 12.9 0.3 13.2 4.5 49.1 53.6
Cars + 88 23 111 43 1 44 15 164 179 334

% Cars + 100 100 100 100 100 100 100 100 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Fern and Carmichael) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Charmicheal Street
Westbound

Fern Lane
Northbound

Charmicheal Street
Eastbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 21 3 24 7 0 7 0 4 4 35
07:30 47 1 48 11 1 12 3 91 94 154
07:45 13 2 15 7 0 7 7 49 56 78
08:00 1 4 5 2 0 2 3 6 9 16

Total Volume 82 10 92 27 1 28 13 150 163 283
% App. Total 89.1 10.9  96.4 3.6  8 92   

PHF .436 .625 .479 .614 .250 .583 .464 .412 .434 .459
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Peak Hour Begins at 07:15
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Fern and Carmichael) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Carmichael Street

Westbound
Fern Lane

Northbound
Carmichael Street

Eastbound
Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total

11:00 1 4 5 8 0 8 0 5 5 18
11:15 7 4 11 4 0 4 0 12 12 27
11:30 10 5 15 5 1 6 0 13 13 34
11:45 7 1 8 5 0 5 1 12 13 26
Total 25 14 39 22 1 23 1 42 43 105

12:00 9 8 17 4 1 5 0 9 9 31
12:15 2 1 3 3 0 3 0 7 7 13
12:30 5 3 8 3 0 3 0 7 7 18
12:45 3 4 7 3 1 4 2 21 23 34
Total 19 16 35 13 2 15 2 44 46 96

Grand Total 44 30 74 35 3 38 3 86 89 201
Apprch % 59.5 40.5  92.1 7.9  3.4 96.6   

Total % 21.9 14.9 36.8 17.4 1.5 18.9 1.5 42.8 44.3
Cars + 44 30 74 35 3 38 3 86 89 201

% Cars + 100 100 100 100 100 100 100 100 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Fern and Carmichael) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Carmichael Street
Westbound

Fern Lane
Northbound

Carmichael Street
Eastbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:15

11:15 7 4 11 4 0 4 0 12 12 27
11:30 10 5 15 5 1 6 0 13 13 34
11:45 7 1 8 5 0 5 1 12 13 26
12:00 9 8 17 4 1 5 0 9 9 31

Total Volume 33 18 51 18 2 20 1 46 47 118
% App. Total 64.7 35.3  90 10  2.1 97.9   

PHF .825 .563 .750 .900 .500 .833 .250 .885 .904 .868
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Peak Hour Begins at 11:15
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Fern and Carmichael) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Carmichael Street

Westbound
Fern Lane

Northbound
Carmichael Street

Eastbound
Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total

16:00 8 7 15 4 0 4 2 6 8 27
16:15 5 5 10 5 0 5 0 17 17 32
16:30 10 2 12 9 0 9 3 30 33 54
16:45 4 11 15 6 1 7 0 16 16 38
Total 27 25 52 24 1 25 5 69 74 151

17:00 8 3 11 5 0 5 0 28 28 44
17:15 9 2 11 5 1 6 0 8 8 25
17:30 11 4 15 7 0 7 1 52 53 75
17:45 6 1 7 8 0 8 2 41 43 58
Total 34 10 44 25 1 26 3 129 132 202

Grand Total 61 35 96 49 2 51 8 198 206 353
Apprch % 63.5 36.5  96.1 3.9  3.9 96.1   

Total % 17.3 9.9 27.2 13.9 0.6 14.4 2.3 56.1 58.4
Cars + 61 35 96 49 2 51 8 198 206 353

% Cars + 100 100 100 100 100 100 100 100 100 100
Trucks 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Fern and Carmichael) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Carmichael Street
Westbound

Fern Lane
Northbound

Carmichael Street
Eastbound

Start Time Thru Left App. Total Right Left App. Total Right Thru App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 17:00

17:00 8 3 11 5 0 5 0 28 28 44
17:15 9 2 11 5 1 6 0 8 8 25
17:30 11 4 15 7 0 7 1 52 53 75
17:45 6 1 7 8 0 8 2 41 43 58

Total Volume 34 10 44 25 1 26 3 129 132 202
% App. Total 77.3 22.7  96.2 3.8  2.3 97.7   

PHF .773 .625 .733 .781 .250 .813 .375 .620 .623 .673
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Peak Hour Begins at 17:00
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left Peds App. Total Right Thru Peds App. Total Thru Left Peds App. Total Int. Total
07:00 0 3 0 3 1 0 0 1 2 0 0 2 6
07:15 3 5 0 8 3 0 0 3 1 2 7 10 21
07:30 0 9 0 9 5 0 3 8 2 0 0 2 19
07:45 1 7 0 8 8 0 0 8 0 1 0 1 17
Total 4 24 0 28 17 0 3 20 5 3 7 15 63

08:00 0 2 0 2 7 0 0 7 0 0 0 0 9
08:15 0 4 0 4 3 1 0 4 0 1 0 1 9
08:30 0 4 0 4 5 1 1 7 1 0 0 1 12
08:45 0 4 0 4 5 0 0 5 1 0 0 1 10
Total 0 14 0 14 20 2 1 23 2 1 0 3 40

Grand Total 4 38 0 42 37 2 4 43 7 4 7 18 103
Apprch % 9.5 90.5 0  86 4.7 9.3  38.9 22.2 38.9   

Total % 3.9 36.9 0 40.8 35.9 1.9 3.9 41.7 6.8 3.9 6.8 17.5
Cars + 4 38 0 42 36 2 4 42 6 4 7 17 101

% Cars + 100 100 0 100 97.3 100 100 97.7 85.7 100 100 94.4 98.1
Trucks 0 0 0 0 1 0 0 1 1 0 0 1 2

% Trucks 0 0 0 0 2.7 0 0 2.3 14.3 0 0 5.6 1.9

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left Peds App. Total Right Thru Peds App. Total Thru Left Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 3 5 0 8 3 0 0 3 1 2 7 10 21
07:30 0 9 0 9 5 0 3 8 2 0 0 2 19
07:45 1 7 0 8 8 0 0 8 0 1 0 1 17
08:00 0 2 0 2 7 0 0 7 0 0 0 0 9

Total Volume 4 23 0 27 23 0 3 26 3 3 7 13 66
% App. Total 14.8 85.2 0  88.5 0 11.5  23.1 23.1 53.8   

PHF .333 .639 .000 .750 .719 .000 .250 .813 .375 .375 .250 .325 .786
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Peak Hour Begins at 07:15
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left Peds App. Total Right Thru Peds App. Total Thru Left Peds App. Total Int. Total
11:00 0 7 0 7 3 1 0 4 1 0 0 1 12
11:15 1 3 0 4 5 0 0 5 2 0 0 2 11
11:30 0 5 1 6 6 0 1 7 0 0 0 0 13
11:45 0 7 0 7 1 1 0 2 0 0 0 0 9
Total 1 22 1 24 15 2 1 18 3 0 0 3 45

12:00 0 3 0 3 6 1 0 7 0 0 0 0 10
12:15 1 3 0 4 1 0 0 1 0 0 0 0 5
12:30 0 3 0 3 3 0 0 3 1 0 0 1 7
12:45 0 4 0 4 5 1 0 6 0 0 0 0 10
Total 1 13 0 14 15 2 0 17 1 0 0 1 32

Grand Total 2 35 1 38 30 4 1 35 4 0 0 4 77
Apprch % 5.3 92.1 2.6  85.7 11.4 2.9  100 0 0   

Total % 2.6 45.5 1.3 49.4 39 5.2 1.3 45.5 5.2 0 0 5.2
Cars + 2 35 1 38 30 4 1 35 4 0 0 4 77

% Cars + 100 100 100 100 100 100 100 100 100 0 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left Peds App. Total Right Thru Peds App. Total Thru Left Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 0 7 0 7 3 1 0 4 1 0 0 1 12
11:15 1 3 0 4 5 0 0 5 2 0 0 2 11
11:30 0 5 1 6 6 0 1 7 0 0 0 0 13
11:45 0 7 0 7 1 1 0 2 0 0 0 0 9

Total Volume 1 22 1 24 15 2 1 18 3 0 0 3 45
% App. Total 4.2 91.7 4.2  83.3 11.1 5.6  100 0 0   

PHF .250 .786 .250 .857 .625 .500 .250 .643 .375 .000 .000 .375 .865
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We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left Peds App. Total Right Thru Peds App. Total Thru Left Peds App. Total Int. Total
16:00 0 3 0 3 7 2 0 9 1 0 0 1 13
16:15 1 4 1 6 3 2 1 6 2 0 0 2 14
16:30 0 6 0 6 5 0 0 5 2 0 0 2 13
16:45 0 6 1 7 11 0 0 11 1 0 0 1 19
Total 1 19 2 22 26 4 1 31 6 0 0 6 59

17:00 0 6 0 6 4 0 0 4 0 0 0 0 10
17:15 1 6 10 17 2 0 2 4 2 0 0 2 23
17:30 0 6 0 6 3 2 0 5 0 1 0 1 12
17:45 0 5 1 6 3 0 0 3 0 0 0 0 9
Total 1 23 11 35 12 2 2 16 2 1 0 3 54

Grand Total 2 42 13 57 38 6 3 47 8 1 0 9 113
Apprch % 3.5 73.7 22.8  80.9 12.8 6.4  88.9 11.1 0   

Total % 1.8 37.2 11.5 50.4 33.6 5.3 2.7 41.6 7.1 0.9 0 8
Cars + 2 42 13 57 38 6 2 46 8 1 0 9 112

% Cars + 100 100 100 100 100 100 66.7 97.9 100 100 0 100 99.1
Trucks 0 0 0 0 0 0 1 1 0 0 0 0 1

% Trucks 0 0 0 0 0 0 33.3 2.1 0 0 0 0 0.9

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Fern) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Laurel Hill Road
Southbound

Fern Lane
Westbound

Fern Lane
Eastbound

Start Time Right Left Peds App. Total Right Thru Peds App. Total Thru Left Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:30

16:30 0 6 0 6 5 0 0 5 2 0 0 2 13
16:45 0 6 1 7 11 0 0 11 1 0 0 1 19
17:00 0 6 0 6 4 0 0 4 0 0 0 0 10
17:15 1 6 10 17 2 0 2 4 2 0 0 2 23

Total Volume 1 24 11 36 22 0 2 24 5 0 0 5 65
% App. Total 2.8 66.7 30.6  91.7 0 8.3  100 0 0   

PHF .250 1.00 .275 .529 .500 .000 .250 .545 .625 .000 .000 .625 .707

 Laurel Hill Road 

 F
e

rn
 L

a
n

e
  F

e
rn

 L
a

n
e

 

Right
1 

Left
24 

Peds
11 

InOut Total
22 36 58 

R
ig

h
t

2
2

 
T

h
ru0

 
P

e
d

s2
 

O
u

t
T

o
ta

l
In

2
9

 
2

4
 

5
3

 

L
e

ft
0

 
T

h
ru

5
 

P
e

d
s0

 

T
o

ta
l

O
u

t
In

1
 

5
 

6
 

Peak Hour Begins at 16:30
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left Peds App. Total Right Left Peds App. Total Right Thru Peds App. Total Int. Total
07:00 3 0 0 3 0 0 0 0 0 1 0 1 4
07:15 6 0 0 6 0 0 0 0 0 4 0 4 10
07:30 9 0 0 9 0 0 0 0 0 3 0 3 12
07:45 5 0 0 5 1 1 1 3 1 8 0 9 17
Total 23 0 0 23 1 1 1 3 1 16 0 17 43

08:00 2 0 0 2 0 0 2 2 0 7 0 7 11
08:15 4 0 0 4 0 0 0 0 0 4 0 4 8
08:30 3 0 0 3 0 0 0 0 0 5 0 5 8
08:45 5 0 0 5 0 0 0 0 0 5 0 5 10
Total 14 0 0 14 0 0 2 2 0 21 0 21 37

Grand Total 37 0 0 37 1 1 3 5 1 37 0 38 80
Apprch % 100 0 0  20 20 60  2.6 97.4 0   

Total % 46.2 0 0 46.2 1.2 1.2 3.8 6.2 1.2 46.2 0 47.5
Cars + 37 0 0 37 1 1 2 4 1 36 0 37 78

% Cars + 100 0 0 100 100 100 66.7 80 100 97.3 0 97.4 97.5
Trucks 0 0 0 0 0 0 1 1 0 1 0 1 2

% Trucks 0 0 0 0 0 0 33.3 20 0 2.7 0 2.6 2.5

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) AM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left Peds App. Total Right Left Peds App. Total Right Thru Peds App. Total Int. Total
Peak Hour Analysis From 07:00 to 08:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15

07:15 6 0 0 6 0 0 0 0 0 4 0 4 10
07:30 9 0 0 9 0 0 0 0 0 3 0 3 12
07:45 5 0 0 5 1 1 1 3 1 8 0 9 17
08:00 2 0 0 2 0 0 2 2 0 7 0 7 11

Total Volume 22 0 0 22 1 1 3 5 1 22 0 23 50
% App. Total 100 0 0  20 20 60  4.3 95.7 0   

PHF .611 .000 .000 .611 .250 .250 .375 .417 .250 .688 .000 .639 .735
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File Name : Chapel Hill(Laurel Hill and Site Access) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left Peds App. Total Right Left Peds App. Total Right Thru Peds App. Total Int. Total
11:00 7 0 0 7 0 0 0 0 0 3 0 3 10
11:15 4 0 0 4 0 0 0 0 0 5 0 5 9
11:30 5 0 0 5 0 0 0 0 0 6 0 6 11
11:45 6 0 0 6 0 0 0 0 0 0 0 0 6
Total 22 0 0 22 0 0 0 0 0 14 0 14 36

12:00 3 0 0 3 0 0 0 0 0 6 0 6 9
12:15 4 0 0 4 0 0 0 0 0 0 0 0 4
12:30 2 0 0 2 0 0 0 0 0 3 0 3 5
12:45 3 0 0 3 0 0 0 0 0 4 0 4 7
Total 12 0 0 12 0 0 0 0 0 13 0 13 25

Grand Total 34 0 0 34 0 0 0 0 0 27 0 27 61
Apprch % 100 0 0  0 0 0  0 100 0   

Total % 55.7 0 0 55.7 0 0 0 0 0 44.3 0 44.3
Cars + 34 0 0 34 0 0 0 0 0 27 0 27 61

% Cars + 100 0 0 100 0 0 0 0 0 100 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) Midday Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left Peds App. Total Right Left Peds App. Total Right Thru Peds App. Total Int. Total
Peak Hour Analysis From 11:00 to 12:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00

11:00 7 0 0 7 0 0 0 0 0 3 0 3 10
11:15 4 0 0 4 0 0 0 0 0 5 0 5 9
11:30 5 0 0 5 0 0 0 0 0 6 0 6 11
11:45 6 0 0 6 0 0 0 0 0 0 0 0 6

Total Volume 22 0 0 22 0 0 0 0 0 14 0 14 36
% App. Total 100 0 0  0 0 0  0 100 0   

PHF .786 .000 .000 .786 .000 .000 .000 .000 .000 .583 .000 .583 .818

 Laurel Hill Road 

 S
ite

 A
cce

ss 

 Laurel Hill Road 

Thru
22 

Left
0 

Peds
0 

InOut Total
14 22 36 

R
ig

h
t0
 

L
e

ft0
 

P
e

d
s0

 

O
u

t
T

o
ta

l
In

0
 

0
 

0
 

Thru
14 

Right
0 

Peds
0 

Out TotalIn
22 14 36 

Peak Hour Begins at 11:00
 
Cars +
Trucks

Peak Hour Data

North

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 1

Groups Printed- Cars + - Trucks
Laurel Hill Road

Southbound
Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left Peds App. Total Right Left Peds App. Total Right Thru Peds App. Total Int. Total
16:00 3 0 1 4 0 0 0 0 0 7 0 7 11
16:15 5 0 0 5 0 0 1 1 0 3 0 3 9
16:30 5 0 0 5 0 0 0 0 0 3 0 3 8
16:45 5 0 0 5 0 0 1 1 0 12 0 12 18
Total 18 0 1 19 0 0 2 2 0 25 0 25 46

17:00 6 0 0 6 0 0 1 1 0 4 0 4 11
17:15 9 0 0 9 0 0 0 0 0 2 0 2 11
17:30 5 0 0 5 0 0 0 0 0 3 0 3 8
17:45 5 0 0 5 0 0 0 0 0 3 0 3 8
Total 25 0 0 25 0 0 1 1 0 12 0 12 38

Grand Total 43 0 1 44 0 0 3 3 0 37 0 37 84
Apprch % 97.7 0 2.3  0 0 100  0 100 0   

Total % 51.2 0 1.2 52.4 0 0 3.6 3.6 0 44 0 44
Cars + 43 0 1 44 0 0 3 3 0 37 0 37 84

% Cars + 100 0 100 100 0 0 100 100 0 100 0 100 100
Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

% Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0

We Count because YOU Count



File Name : Chapel Hill(Laurel Hill and Site Access) PM Peak
Site Code : 
Start Date : 10/4/2018
Page No : 2

Laurel Hill Road
Southbound

Site Access
Westbound

Laurel Hill Road
Northbound

Start Time Thru Left Peds App. Total Right Left Peds App. Total Right Thru Peds App. Total Int. Total
Peak Hour Analysis From 16:00 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:30

16:30 5 0 0 5 0 0 0 0 0 3 0 3 8
16:45 5 0 0 5 0 0 1 1 0 12 0 12 18
17:00 6 0 0 6 0 0 1 1 0 4 0 4 11
17:15 9 0 0 9 0 0 0 0 0 2 0 2 11

Total Volume 25 0 0 25 0 0 2 2 0 21 0 21 48
% App. Total 100 0 0  0 0 100  0 100 0   

PHF .694 .000 .000 .694 .000 .000 .500 .500 .000 .438 .000 .438 .667
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APPENDIX C 

 

SIGNAL INFORMATION 



DocuSign Envelope ID: C17841F6-C1BA-46E0-9015-FBFB76552413











 

 

APPENDIX D 

 

CAPACITY ANALYSIS CALCULATIONS 

FORDHAM BOULEVARD (US 15-501/NC 54) 

& 

OLD MASON FARM ROAD/CARMICHAEL 

STREET/FERN LANE 



Lanes, Volumes, Timings Existing (2018) AM
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
Lane Configurations
Traffic Volume (vph) 4 14 1 11 87 4 1 13 10 14 2460 144
Future Volume (vph) 4 14 1 11 87 4 1 13 10 14 2460 144
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00
Ped Bike Factor 0.97 0.99 0.98 1.00
Frt 0.951 0.961 0.850
Flt Protected 0.971 0.950 0.968 0.950
Satd. Flow (prot) 0 0 1696 0 1648 1600 0 0 0 1778 3557 1591
Flt Permitted 0.971 0.950 0.968 0.209
Satd. Flow (perm) 0 0 1675 0 1625 1585 0 0 0 391 3557 1591
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 2 4 4 2 4 2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 4 16 1 12 97 4 1 14 11 16 2733 160
Shared Lane Traffic (%) 39%
Lane Group Flow (vph) 0 0 33 0 59 57 0 0 0 27 2733 160
Turn Type Perm Split NA Split NA custom Prot NA pm+ov
Protected Phases 7 7 3 3 5 2 3
Permitted Phases 7 5 2
Detector Phase 7 7 7 3 3 5 5 2 3
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6
Total Split (s) 13.0 13.0 13.0 20.0 20.0 30.0 30.0 98.0 20.0
Total Split (%) 7.2% 7.2% 7.2% 11.1% 11.1% 16.7% 16.7% 54.4% 11.1%
Maximum Green (s) 6.1 6.1 6.1 13.4 13.4 23.0 23.0 91.8 13.4
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None C-Min None
Act Effct Green (s) 7.8 12.2 12.2 20.5 123.0 141.1
Actuated g/C Ratio 0.04 0.07 0.07 0.11 0.68 0.78
v/c Ratio 0.45 0.53 0.53 0.61 1.12 0.13
Control Delay 103.5 97.8 98.0 124.5 90.7 7.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 103.5 97.8 98.0 124.5 90.7 7.5



Lanes, Volumes, Timings Existing (2018) AM
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 2

Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 2 16 1903 4 6 39 4 27 12
Future Volume (vph) 2 16 1903 4 6 39 4 27 12
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.97 0.96
Frt 0.850 0.874
Flt Protected 0.950 0.950 0.992
Satd. Flow (prot) 0 1761 3522 1575 0 1664 1462 0 0
Flt Permitted 0.950 0.950 0.992
Satd. Flow (perm) 0 1761 3522 1533 0 1664 1462 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 4 2 4 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 18 2114 4 7 43 4 30 13
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 0 20 2114 11 0 39 51 0 0
Turn Type Prot Prot NA Perm Prot Prot
Protected Phases 1 1 6 4 4
Permitted Phases 6
Detector Phase 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 15.0 83.0 83.0 34.0 34.0
Total Split (%) 8.3% 8.3% 46.1% 46.1% 18.9% 18.9%
Maximum Green (s) 9.1 9.1 76.9 76.9 25.7 25.7
Yellow Time (s) 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None C-Min C-Min None None
Act Effct Green (s) 8.4 108.6 108.6 14.0 14.0
Actuated g/C Ratio 0.05 0.60 0.60 0.08 0.08
v/c Ratio 0.24 1.00 0.01 0.30 0.45
Control Delay 89.7 55.5 22.3 83.0 90.8
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 89.7 55.5 22.3 83.0 90.8



Lanes, Volumes, Timings Existing (2018) AM
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 3

Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
LOS F F F F F A
Approach Delay 103.5 97.9 86.5
Approach LOS F F F
Queue Length 50th (ft) 39 72 69 30 ~2084 54
Queue Length 95th (ft) 82 129 126 #78 #2301 94
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 75 137 133 54 2430 1261
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.44 0.43 0.43 0.50 1.12 0.13

Intersection Summary
Area Type: Other
Cycle Length: 180
Actuated Cycle Length: 180
Offset: 28 (16%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.12
Intersection Signal Delay: 74.4 Intersection LOS: E
Intersection Capacity Utilization 93.2% ICU Level of Service F
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St



Lanes, Volumes, Timings Existing (2018) AM
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 4

Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F E C F F
Approach Delay 55.7 87.4
Approach LOS E F
Queue Length 50th (ft) 23 ~1516 6 46 62
Queue Length 95th (ft) 56 #1732 20 91 113
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 97 2124 924 268 235
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.21 1.00 0.01 0.15 0.22

Intersection Summary



Lanes, Volumes, Timings Existing (2018) Midday
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
Lane Configurations
Traffic Volume (vph) 2 12 3 8 93 4 1 43 11 19 1766 82
Future Volume (vph) 2 12 3 8 93 4 1 43 11 19 1766 82
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00
Ped Bike Factor 0.99 1.00 1.00 1.00 0.98
Frt 0.955 0.902 0.850
Flt Protected 0.973 0.950 0.986 0.950
Satd. Flow (prot) 0 0 1721 0 1648 1542 0 0 0 1778 3557 1591
Flt Permitted 0.973 0.950 0.986 0.476
Satd. Flow (perm) 0 0 1721 0 1645 1542 0 0 0 891 3557 1558
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 13 3 9 103 4 1 48 12 21 1962 91
Shared Lane Traffic (%) 21%
Lane Group Flow (vph) 0 0 27 0 81 75 0 0 0 33 1962 91
Turn Type Perm Split NA Split NA custom Prot NA pm+ov
Protected Phases 7 7 3 3 5 2 3
Permitted Phases 7 5 2
Detector Phase 7 7 7 3 3 5 5 2 3
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6
Total Split (s) 15.0 15.0 15.0 36.0 36.0 15.0 15.0 85.0 36.0
Total Split (%) 8.8% 8.8% 8.8% 21.2% 21.2% 8.8% 8.8% 50.0% 21.2%
Maximum Green (s) 8.1 8.1 8.1 29.4 29.4 8.0 8.0 78.8 29.4
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None C-Min None
Act Effct Green (s) 8.8 14.4 14.4 9.8 112.6 127.0
Actuated g/C Ratio 0.05 0.08 0.08 0.06 0.66 0.75
v/c Ratio 0.30 0.58 0.58 0.65 0.83 0.08
Control Delay 86.2 90.7 91.4 126.7 30.1 7.2
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 86.2 90.7 91.4 126.7 30.1 7.2
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 14 19 1724 5 9 19 5 12 1
Future Volume (vph) 14 19 1724 5 9 19 5 12 1
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 1.00 0.98 0.98
Frt 0.850 0.905
Flt Protected 0.950 0.950 0.982
Satd. Flow (prot) 0 1761 3522 1575 0 1664 1525 0 0
Flt Permitted 0.950 0.950 0.982
Satd. Flow (perm) 0 1760 3522 1542 0 1664 1522 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 1 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 16 21 1916 6 10 21 6 13 1
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 0 37 1916 16 0 19 22 0 0
Turn Type Prot Prot NA Perm Prot Prot
Protected Phases 1 1 6 4 4
Permitted Phases 6
Detector Phase 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 15.0 85.0 85.0 19.0 19.0
Total Split (%) 8.8% 8.8% 50.0% 50.0% 11.2% 11.2%
Maximum Green (s) 9.1 9.1 78.9 78.9 10.7 10.7
Yellow Time (s) 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None C-Min C-Min None None
Act Effct Green (s) 8.9 112.0 112.0 10.4 10.4
Actuated g/C Ratio 0.05 0.66 0.66 0.06 0.06
v/c Ratio 0.40 0.83 0.02 0.19 0.24
Control Delay 90.7 30.1 16.2 79.1 81.3
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 90.7 30.1 16.2 79.1 81.3



Lanes, Volumes, Timings Existing (2018) Midday
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 3

Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
LOS F F F F C A
Approach Delay 86.2 91.0 30.6
Approach LOS F F C
Queue Length 50th (ft) 29 93 86 37 987 28
Queue Length 95th (ft) 65 153 146 #96 #1343 53
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 101 300 281 52 2356 1291
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.27 0.27 0.27 0.63 0.83 0.07

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 160 (94%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 120
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.83
Intersection Signal Delay: 33.9 Intersection LOS: C
Intersection Capacity Utilization 73.6% ICU Level of Service D
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F C B E F
Approach Delay 31.2 80.3
Approach LOS C F
Queue Length 50th (ft) 41 964 7 22 25
Queue Length 95th (ft) 84 #1300 21 53 58
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 103 2320 1015 137 125
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.36 0.83 0.02 0.14 0.18

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
Lane Configurations
Traffic Volume (vph) 2 15 2 10 183 1 2 43 2 15 24 2217
Future Volume (vph) 2 15 2 10 183 1 2 43 2 15 24 2217
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375
Storage Lanes 0 0 1 0 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 0.95 1.00 0.95
Ped Bike Factor 0.94 0.97 0.97 0.99
Frt 0.954 0.940
Flt Protected 0.971 0.950 0.971 0.950
Satd. Flow (prot) 0 0 1647 0 1648 1569 0 0 0 0 1778 3557
Flt Permitted 0.971 0.950 0.971 0.267
Satd. Flow (perm) 0 0 1618 0 1598 1542 0 0 0 0 496 3557
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 1 17 17 4 1 17 17 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 17 2 11 203 1 2 48 2 17 27 2463
Shared Lane Traffic (%) 36%
Lane Group Flow (vph) 0 0 32 0 130 124 0 0 0 0 46 2463
Turn Type Perm Split NA Split NA custom custom Prot NA
Protected Phases 7 7 3 3 5 2
Permitted Phases 7 5 5
Detector Phase 7 7 7 3 3 5 5 5 2
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 7.0 12.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 14.0 18.2
Total Split (s) 15.0 15.0 15.0 44.0 44.0 20.0 20.0 20.0 148.0
Total Split (%) 6.3% 6.3% 6.3% 18.3% 18.3% 8.3% 8.3% 8.3% 61.7%
Maximum Green (s) 8.1 8.1 8.1 37.4 37.4 13.0 13.0 13.0 141.8
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 3.0 4.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 4.0 1.6
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None None C-Min
Act Effct Green (s) 9.3 25.0 25.0 15.0 163.5
Actuated g/C Ratio 0.04 0.10 0.10 0.06 0.68
v/c Ratio 0.51 0.76 0.76 1.48 1.02
Control Delay 139.5 130.4 131.6 395.1 59.6
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 139.5 130.4 131.6 395.1 59.6
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 133 13 23 1989 3 5 49 6 30 3
Future Volume (vph) 133 13 23 1989 3 5 49 6 30 3
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 325 125 100 0 0
Storage Lanes 1 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.98 1.00 0.96 0.99 0.75
Frt 0.850 0.850 0.887
Flt Protected 0.950 0.950 0.988
Satd. Flow (prot) 1591 0 1761 3522 1575 0 1664 1158 0 0
Flt Permitted 0.950 0.950 0.988
Satd. Flow (perm) 1557 0 1759 3522 1516 0 1655 1150 0 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 2 1 2 17 4 1 2 17 17
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 148 14 26 2210 3 6 54 7 33 3
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 148 0 40 2210 9 0 49 48 0 0
Turn Type pm+ov Prot Prot NA Perm Prot Prot
Protected Phases 3 1 1 6 4 4
Permitted Phases 2 6
Detector Phase 3 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 13.6 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 44.0 15.0 15.0 143.0 143.0 18.0 18.0
Total Split (%) 18.3% 6.3% 6.3% 59.6% 59.6% 7.5% 7.5%
Maximum Green (s) 37.4 9.1 9.1 136.9 136.9 9.7 9.7
Yellow Time (s) 3.6 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 3.0 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -1.6 -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None C-Min C-Min None None
Act Effct Green (s) 188.5 9.4 155.3 155.3 12.8 12.8
Actuated g/C Ratio 0.79 0.04 0.65 0.65 0.05 0.05
v/c Ratio 0.12 0.59 0.97 0.01 0.55 0.79
Control Delay 6.1 145.4 52.8 18.1 134.0 173.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 6.1 145.4 52.8 18.1 134.0 173.0
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
LOS F F F F E
Approach Delay 139.5 131.0 62.4
Approach LOS F F E
Queue Length 50th (ft) 51 215 205 ~100 ~2242
Queue Length 95th (ft) 99 302 290 #212 #2414
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375
Base Capacity (vph) 68 267 254 31 2423
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.47 0.49 0.49 1.48 1.02

Intersection Summary
Area Type: Other
Cycle Length: 240
Actuated Cycle Length: 240
Offset: 0 (0%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.48
Intersection Signal Delay: 64.4 Intersection LOS: E
Intersection Capacity Utilization 86.9% ICU Level of Service E
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS A F D B F F
Approach Delay 54.3 153.3
Approach LOS D F
Queue Length 50th (ft) 53 64 1778 5 81 81
Queue Length 95th (ft) 76 117 #2078 16 145 #177
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 325 125 100
Base Capacity (vph) 1319 73 2279 981 90 62
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.11 0.55 0.97 0.01 0.54 0.77

Intersection Summary
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
Lane Configurations
Traffic Volume (vph) 16 1 11 92 4 1 14 10 15 2611 153 2
Future Volume (vph) 16 1 11 92 4 1 14 10 15 2611 153 2
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00 0.95
Ped Bike Factor 0.99 0.99 0.98 1.00
Frt 0.948 0.958 0.850
Flt Protected 0.972 0.950 0.968 0.950
Satd. Flow (prot) 0 1691 0 1648 1594 0 0 0 1778 3557 1591 0
Flt Permitted 0.972 0.950 0.968 0.207
Satd. Flow (perm) 0 1691 0 1625 1580 0 0 0 387 3557 1591 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 4 2 4 2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 18 1 12 102 4 1 16 11 17 2901 170 2
Shared Lane Traffic (%) 39%
Lane Group Flow (vph) 0 31 0 62 61 0 0 0 28 2901 170 0
Turn Type Split NA Split NA custom Prot NA pm+ov Prot
Protected Phases 7 7 3 3 5 2 3 1
Permitted Phases 5 2
Detector Phase 7 7 3 3 5 5 2 3 1
Switch Phase
Minimum Initial (s) 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0 7.0
Minimum Split (s) 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6 12.9
Total Split (s) 13.0 13.0 20.0 20.0 30.0 30.0 98.0 20.0 15.0
Total Split (%) 7.2% 7.2% 11.1% 11.1% 16.7% 16.7% 54.4% 11.1% 8.3%
Maximum Green (s) 6.1 6.1 13.4 13.4 23.0 23.0 91.8 13.4 9.1
Yellow Time (s) 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6 3.0
All-Red Time (s) 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0 2.9
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None C-Min None None
Act Effct Green (s) 7.8 12.5 12.5 20.8 119.4 136.8
Actuated g/C Ratio 0.04 0.07 0.07 0.12 0.66 0.76
v/c Ratio 0.42 0.54 0.55 0.64 1.23 0.14
Control Delay 101.6 98.2 99.5 127.7 135.8 7.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 101.6 98.2 99.5 127.7 135.8 7.8
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 17 2020 5 6 41 4 29 13
Future Volume (vph) 17 2020 5 6 41 4 29 13
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.97 0.96
Frt 0.850 0.875
Flt Protected 0.950 0.950 0.992
Satd. Flow (prot) 1761 3522 1575 0 1664 1464 0 0
Flt Permitted 0.950 0.950 0.992
Satd. Flow (perm) 1761 3522 1533 0 1664 1464 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 4 2 4 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 19 2244 6 7 46 4 32 14
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 21 2244 13 0 41 55 0 0
Turn Type Prot NA Perm Prot Prot
Protected Phases 1 6 4 4
Permitted Phases 6
Detector Phase 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 83.0 83.0 34.0 34.0
Total Split (%) 8.3% 46.1% 46.1% 18.9% 18.9%
Maximum Green (s) 9.1 76.9 76.9 25.7 25.7
Yellow Time (s) 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0
Recall Mode None C-Min C-Min None None
Act Effct Green (s) 8.5 104.8 104.8 14.5 14.5
Actuated g/C Ratio 0.05 0.58 0.58 0.08 0.08
v/c Ratio 0.26 1.09 0.01 0.31 0.47
Control Delay 90.1 86.8 22.6 82.6 91.1
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 90.1 86.8 22.6 82.6 91.1
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
LOS F F F F F A
Approach Delay 101.6 98.8 128.7
Approach LOS F F F
Queue Length 50th (ft) 36 75 74 31 ~2313 59
Queue Length 95th (ft) 78 134 131 #81 #2517 101
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 75 137 132 53 2359 1231
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.41 0.45 0.46 0.53 1.23 0.14

Intersection Summary
Area Type: Other
Cycle Length: 180
Actuated Cycle Length: 180
Offset: 28 (16%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.23
Intersection Signal Delay: 110.1 Intersection LOS: F
Intersection Capacity Utilization 97.3% ICU Level of Service F
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F F C F F
Approach Delay 86.5 87.4
Approach LOS F F
Queue Length 50th (ft) 25 ~1696 7 49 66
Queue Length 95th (ft) 59 #1903 22 93 120
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 97 2051 892 268 235
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.22 1.09 0.01 0.15 0.23

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
Lane Configurations
Traffic Volume (vph) 2 13 3 8 99 4 1 46 11 21 1875 87
Future Volume (vph) 2 13 3 8 99 4 1 46 11 21 1875 87
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00
Ped Bike Factor 0.99 1.00 1.00 1.00 0.98
Frt 0.957 0.902 0.850
Flt Protected 0.972 0.950 0.985 0.950
Satd. Flow (prot) 0 0 1723 0 1648 1541 0 0 0 1778 3557 1591
Flt Permitted 0.972 0.950 0.985 0.476
Satd. Flow (perm) 0 0 1723 0 1645 1540 0 0 0 891 3557 1558
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 14 3 9 110 4 1 51 12 23 2083 97
Shared Lane Traffic (%) 22%
Lane Group Flow (vph) 0 0 28 0 86 80 0 0 0 35 2083 97
Turn Type Perm Split NA Split NA custom Prot NA pm+ov
Protected Phases 7 7 3 3 5 2 3
Permitted Phases 7 5 2
Detector Phase 7 7 7 3 3 5 5 2 3
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6
Total Split (s) 15.0 15.0 15.0 36.0 36.0 15.0 15.0 85.0 36.0
Total Split (%) 8.8% 8.8% 8.8% 21.2% 21.2% 8.8% 8.8% 50.0% 21.2%
Maximum Green (s) 8.1 8.1 8.1 29.4 29.4 8.0 8.0 78.8 29.4
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None C-Min None
Act Effct Green (s) 8.8 14.9 14.9 9.8 112.0 126.9
Actuated g/C Ratio 0.05 0.09 0.09 0.06 0.66 0.75
v/c Ratio 0.31 0.60 0.59 0.69 0.89 0.08
Control Delay 86.5 90.7 91.6 132.6 33.6 7.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 86.5 90.7 91.6 132.6 33.6 7.3
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 15 20 1830 6 9 20 5 13 1
Future Volume (vph) 15 20 1830 6 9 20 5 13 1
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 1.00 0.98 0.98
Frt 0.850 0.902
Flt Protected 0.950 0.950 0.983
Satd. Flow (prot) 0 1761 3522 1575 0 1664 1521 0 0
Flt Permitted 0.950 0.950 0.983
Satd. Flow (perm) 0 1760 3522 1542 0 1664 1518 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 1 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 17 22 2033 7 10 22 6 14 1
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 0 39 2033 17 0 20 23 0 0
Turn Type Prot Prot NA Perm Prot Prot
Protected Phases 1 1 6 4 4
Permitted Phases 6
Detector Phase 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 15.0 85.0 85.0 19.0 19.0
Total Split (%) 8.8% 8.8% 50.0% 50.0% 11.2% 11.2%
Maximum Green (s) 9.1 9.1 78.9 78.9 10.7 10.7
Yellow Time (s) 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None C-Min C-Min None None
Act Effct Green (s) 9.0 111.4 111.4 10.5 10.5
Actuated g/C Ratio 0.05 0.66 0.66 0.06 0.06
v/c Ratio 0.42 0.88 0.02 0.19 0.24
Control Delay 91.7 33.5 16.5 79.2 81.5
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 91.7 33.5 16.5 79.2 81.5
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
LOS F F F F C A
Approach Delay 86.5 91.1 34.0
Approach LOS F F C
Queue Length 50th (ft) 31 98 91 39 1150 31
Queue Length 95th (ft) 68 160 152 #106 #1496 57
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 101 300 281 52 2343 1285
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.28 0.29 0.28 0.67 0.89 0.08

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 160 (94%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 130
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.89
Intersection Signal Delay: 37.1 Intersection LOS: D
Intersection Capacity Utilization 76.7% ICU Level of Service D
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F C B E F
Approach Delay 34.4 80.5
Approach LOS C F
Queue Length 50th (ft) 43 1116 8 23 26
Queue Length 95th (ft) 86 #1449 22 55 60
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 103 2307 1010 137 125
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.38 0.88 0.02 0.15 0.18

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
Lane Configurations
Traffic Volume (vph) 2 17 2 10 194 1 2 46 2 16 26 2353
Future Volume (vph) 2 17 2 10 194 1 2 46 2 16 26 2353
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375
Storage Lanes 0 0 1 0 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 0.95 1.00 0.95
Ped Bike Factor 0.94 0.97 0.97 0.99
Frt 0.956 0.940
Flt Protected 0.970 0.950 0.971 0.950
Satd. Flow (prot) 0 0 1654 0 1648 1570 0 0 0 0 1778 3557
Flt Permitted 0.970 0.950 0.971 0.267
Satd. Flow (perm) 0 0 1623 0 1598 1542 0 0 0 0 497 3557
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 1 17 17 4 1 17 17 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 19 2 11 216 1 2 51 2 18 29 2614
Shared Lane Traffic (%) 36%
Lane Group Flow (vph) 0 0 34 0 138 132 0 0 0 0 49 2614
Turn Type Perm Split NA Split NA custom custom Prot NA
Protected Phases 7 7 3 3 5 2
Permitted Phases 7 5 5
Detector Phase 7 7 7 3 3 5 5 5 2
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 7.0 12.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 14.0 18.2
Total Split (s) 15.0 15.0 15.0 44.0 44.0 20.0 20.0 20.0 148.0
Total Split (%) 6.3% 6.3% 6.3% 18.3% 18.3% 8.3% 8.3% 8.3% 61.7%
Maximum Green (s) 8.1 8.1 8.1 37.4 37.4 13.0 13.0 13.0 141.8
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 3.0 4.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 4.0 1.6
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None None C-Min
Act Effct Green (s) 9.4 26.2 26.2 15.0 159.4
Actuated g/C Ratio 0.04 0.11 0.11 0.06 0.66
v/c Ratio 0.53 0.77 0.77 1.58 1.11
Control Delay 141.6 129.8 131.1 428.8 92.2
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 141.6 129.8 131.1 428.8 92.2
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 141 14 24 2111 3 5 52 6 32 3
Future Volume (vph) 141 14 24 2111 3 5 52 6 32 3
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 325 125 100 0 0
Storage Lanes 1 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.98 1.00 0.96 0.99 0.75
Frt 0.850 0.850 0.887
Flt Protected 0.950 0.950 0.988
Satd. Flow (prot) 1591 0 1761 3522 1575 0 1664 1158 0 0
Flt Permitted 0.950 0.950 0.988
Satd. Flow (perm) 1557 0 1759 3522 1516 0 1655 1150 0 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 2 1 2 17 4 1 2 17 17
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 157 16 27 2346 3 6 58 7 36 3
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 157 0 43 2346 9 0 52 52 0 0
Turn Type pm+ov Prot Prot NA Perm Prot Prot
Protected Phases 3 1 1 6 4 4
Permitted Phases 2 6
Detector Phase 3 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 13.6 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 44.0 15.0 15.0 143.0 143.0 18.0 18.0
Total Split (%) 18.3% 6.3% 6.3% 59.6% 59.6% 7.5% 7.5%
Maximum Green (s) 37.4 9.1 9.1 136.9 136.9 9.7 9.7
Yellow Time (s) 3.6 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 3.0 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -1.6 -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None C-Min C-Min None None
Act Effct Green (s) 185.6 9.5 153.8 153.8 13.0 13.0
Actuated g/C Ratio 0.77 0.04 0.64 0.64 0.05 0.05
v/c Ratio 0.13 0.62 1.04 0.01 0.58 0.84
Control Delay 6.4 148.7 70.9 18.8 135.9 180.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 6.4 148.7 70.9 18.8 135.9 180.7
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
LOS F F F F F
Approach Delay 141.6 130.4 93.3
Approach LOS F F F
Queue Length 50th (ft) 54 228 218 ~110 ~2518
Queue Length 95th (ft) 104 316 305 #228 #2683
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375
Base Capacity (vph) 68 267 255 31 2361
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.50 0.52 0.52 1.58 1.11

Intersection Summary
Area Type: Other
Cycle Length: 240
Actuated Cycle Length: 240
Offset: 0 (0%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.58
Intersection Signal Delay: 87.5 Intersection LOS: F
Intersection Capacity Utilization 90.9% ICU Level of Service E
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS A F E B F F
Approach Delay 72.1 158.3
Approach LOS E F
Queue Length 50th (ft) 57 69 ~2138 5 86 88
Queue Length 95th (ft) 80 #132 #2323 16 150 #195
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 325 125 100
Base Capacity (vph) 1292 73 2257 971 90 62
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.12 0.59 1.04 0.01 0.58 0.84

Intersection Summary
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
Lane Configurations
Traffic Volume (vph) 21 2 15 92 1 1 14 26 12 2611 153 2
Future Volume (vph) 21 2 15 92 1 1 14 26 12 2611 153 2
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00 0.95
Ped Bike Factor 0.98 0.99 0.98 1.00
Frt 0.945 0.957 0.850
Flt Protected 0.973 0.950 0.966 0.950
Satd. Flow (prot) 0 1686 0 1648 1589 0 0 0 1778 3557 1591 0
Flt Permitted 0.973 0.950 0.966 0.160
Satd. Flow (perm) 0 1686 0 1625 1574 0 0 0 299 3557 1591 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 4 2 4 2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 23 2 17 102 1 1 16 29 13 2901 170 2
Shared Lane Traffic (%) 40%
Lane Group Flow (vph) 0 42 0 61 59 0 0 0 42 2901 170 0
Turn Type Split NA Split NA custom Prot NA pm+ov Prot
Protected Phases 7 7 3 3 5 2 3 1
Permitted Phases 5 2
Detector Phase 7 7 3 3 5 5 2 3 1
Switch Phase
Minimum Initial (s) 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0 7.0
Minimum Split (s) 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6 12.9
Total Split (s) 13.0 13.0 20.0 20.0 30.0 30.0 98.0 20.0 15.0
Total Split (%) 7.2% 7.2% 11.1% 11.1% 16.7% 16.7% 54.4% 11.1% 8.3%
Maximum Green (s) 6.1 6.1 13.4 13.4 23.0 23.0 91.8 13.4 9.1
Yellow Time (s) 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6 3.0
All-Red Time (s) 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0 2.9
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None C-Min None None
Act Effct Green (s) 7.8 12.3 12.3 25.0 118.4 135.7
Actuated g/C Ratio 0.04 0.07 0.07 0.14 0.66 0.75
v/c Ratio 0.58 0.54 0.55 1.02 1.24 0.14
Control Delay 113.8 98.2 98.9 218.2 140.5 8.2
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 113.8 98.2 98.9 218.2 140.5 8.2



Lanes, Volumes, Timings Combined (2024) AM
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 17 2020 18 9 48 5 35 13
Future Volume (vph) 17 2020 18 9 48 5 35 13
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.97 0.96
Frt 0.850 0.876
Flt Protected 0.950 0.950 0.991
Satd. Flow (prot) 1761 3522 1575 0 1664 1465 0 0
Flt Permitted 0.950 0.950 0.991
Satd. Flow (perm) 1761 3522 1533 0 1664 1465 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 4 2 4 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 19 2244 20 10 53 6 39 14
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 21 2244 30 0 48 64 0 0
Turn Type Prot NA Perm Prot Prot
Protected Phases 1 6 4 4
Permitted Phases 6
Detector Phase 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 83.0 83.0 34.0 34.0
Total Split (%) 8.3% 46.1% 46.1% 18.9% 18.9%
Maximum Green (s) 9.1 76.9 76.9 25.7 25.7
Yellow Time (s) 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0
Recall Mode None C-Min C-Min None None
Act Effct Green (s) 8.5 96.7 96.7 15.6 15.6
Actuated g/C Ratio 0.05 0.54 0.54 0.09 0.09
v/c Ratio 0.26 1.19 0.04 0.34 0.51
Control Delay 90.1 126.3 23.4 82.2 91.4
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 90.1 126.3 23.4 82.2 91.4



Lanes, Volumes, Timings Combined (2024) AM
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
LOS F F F F F A
Approach Delay 113.8 98.6 134.3
Approach LOS F F F
Queue Length 50th (ft) 50 74 72 ~51 ~2324 60
Queue Length 95th (ft) #106 131 129 #147 #2536 104
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 74 137 132 41 2339 1223
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.57 0.45 0.45 1.02 1.24 0.14

Intersection Summary
Area Type: Other
Cycle Length: 180
Actuated Cycle Length: 180
Offset: 28 (16%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.24
Intersection Signal Delay: 128.6 Intersection LOS: F
Intersection Capacity Utilization 97.9% ICU Level of Service F
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F F C F F
Approach Delay 124.7 87.5
Approach LOS F F
Queue Length 50th (ft) 25 ~1707 17 56 77
Queue Length 95th (ft) 59 #1922 40 105 133
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 97 1892 823 268 236
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.22 1.19 0.04 0.18 0.27

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
Lane Configurations
Traffic Volume (vph) 2 24 4 17 99 1 1 46 34 18 1875 87
Future Volume (vph) 2 24 4 17 99 1 1 46 34 18 1875 87
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00
Ped Bike Factor 0.99 1.00 1.00 1.00 0.98
Frt 0.951 0.900 0.850
Flt Protected 0.973 0.950 0.984 0.950
Satd. Flow (prot) 0 0 1712 0 1648 1536 0 0 0 1778 3557 1591
Flt Permitted 0.973 0.950 0.984 0.400
Satd. Flow (perm) 0 0 1712 0 1642 1534 0 0 0 749 3557 1558
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 27 4 19 110 1 1 51 38 20 2083 97
Shared Lane Traffic (%) 23%
Lane Group Flow (vph) 0 0 52 0 85 78 0 0 0 58 2083 97
Turn Type Perm Split NA Split NA custom Prot NA pm+ov
Protected Phases 7 7 3 3 5 2 3
Permitted Phases 7 5 2
Detector Phase 7 7 7 3 3 5 5 2 3
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6
Total Split (s) 13.0 13.0 13.0 19.0 19.0 15.0 15.0 103.0 19.0
Total Split (%) 7.6% 7.6% 7.6% 11.2% 11.2% 8.8% 8.8% 60.6% 11.2%
Maximum Green (s) 6.1 6.1 6.1 12.4 12.4 8.0 8.0 96.8 12.4
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None C-Min None
Act Effct Green (s) 8.0 12.8 12.8 10.0 111.1 123.9
Actuated g/C Ratio 0.05 0.08 0.08 0.06 0.65 0.73
v/c Ratio 0.65 0.69 0.68 1.32 0.90 0.09
Control Delay 113.8 103.6 104.2 298.0 34.6 7.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 113.8 103.6 104.2 298.0 34.6 7.8
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 15 20 1830 25 12 34 6 25 1
Future Volume (vph) 15 20 1830 25 12 34 6 25 1
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 1.00 0.98 0.98
Frt 0.850 0.891
Flt Protected 0.950 0.950 0.986
Satd. Flow (prot) 0 1761 3522 1575 0 1664 1504 0 0
Flt Permitted 0.950 0.950 0.986
Satd. Flow (perm) 0 1760 3522 1543 0 1664 1502 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 1 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 17 22 2033 28 13 38 7 28 1
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 0 39 2033 41 0 34 40 0 0
Turn Type Prot Prot NA Perm Prot Prot
Protected Phases 1 1 6 4 4
Permitted Phases 6
Detector Phase 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 15.0 103.0 103.0 20.0 20.0
Total Split (%) 8.8% 8.8% 60.6% 60.6% 11.8% 11.8%
Maximum Green (s) 9.1 9.1 96.9 96.9 11.7 11.7
Yellow Time (s) 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None C-Min C-Min None None
Act Effct Green (s) 9.0 107.5 107.5 12.0 12.0
Actuated g/C Ratio 0.05 0.63 0.63 0.07 0.07
v/c Ratio 0.42 0.91 0.04 0.29 0.38
Control Delay 91.7 36.8 15.1 80.4 84.9
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 91.7 36.8 15.1 80.4 84.9



Lanes, Volumes, Timings Combined (2024) Midday
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
LOS F F F F C A
Approach Delay 113.8 103.9 40.3
Approach LOS F F D
Queue Length 50th (ft) 58 97 90 ~83 1145 31
Queue Length 95th (ft) #128 #174 #164 #189 #1407 56
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 80 135 126 44 2324 1149
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.65 0.63 0.62 1.32 0.90 0.08

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 160 (94%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 140
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.32
Intersection Signal Delay: 42.7 Intersection LOS: D
Intersection Capacity Utilization 77.9% ICU Level of Service D
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St



Lanes, Volumes, Timings Combined (2024) Midday
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 4

Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F D B F F
Approach Delay 37.4 82.8
Approach LOS D F
Queue Length 50th (ft) 43 1111 18 38 45
Queue Length 95th (ft) 86 #1361 39 80 90
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 103 2227 975 146 132
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.38 0.91 0.04 0.23 0.30

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
Lane Configurations
Traffic Volume (vph) 2 27 3 18 194 2 2 46 2 39 21 2353
Future Volume (vph) 2 27 3 18 194 2 2 46 2 39 21 2353
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375
Storage Lanes 0 0 1 0 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 0.95 1.00 0.95
Ped Bike Factor 0.94 0.97 0.97 0.99
Frt 0.951 0.940
Flt Protected 0.972 0.950 0.972 0.950
Satd. Flow (prot) 0 0 1639 0 1648 1571 0 0 0 0 1778 3557
Flt Permitted 0.972 0.950 0.972 0.267
Satd. Flow (perm) 0 0 1611 0 1600 1544 0 0 0 0 497 3557
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 1 17 17 4 1 17 17 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 30 3 20 216 2 2 51 2 43 23 2614
Shared Lane Traffic (%) 36%
Lane Group Flow (vph) 0 0 55 0 138 133 0 0 0 0 68 2614
Turn Type Perm Split NA Split NA custom custom Prot NA
Protected Phases 7 7 3 3 5 2
Permitted Phases 7 5 5
Detector Phase 7 7 7 3 3 5 5 5 2
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 7.0 12.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 14.0 18.2
Total Split (s) 15.0 15.0 15.0 44.0 44.0 20.0 20.0 20.0 148.0
Total Split (%) 6.3% 6.3% 6.3% 18.3% 18.3% 8.3% 8.3% 8.3% 61.7%
Maximum Green (s) 8.1 8.1 8.1 37.4 37.4 13.0 13.0 13.0 141.8
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 3.0 4.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 4.0 1.6
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None None C-Min
Act Effct Green (s) 10.0 26.3 26.3 15.0 156.2
Actuated g/C Ratio 0.04 0.11 0.11 0.06 0.65
v/c Ratio 0.81 0.77 0.77 2.19 1.13
Control Delay 173.2 129.2 131.2 666.3 102.8
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 173.2 129.2 131.2 666.3 102.8
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STMCC Expansion TIA Synchro 9 Report
RKA Page 2

Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 141 14 24 2111 18 10 64 7 43 3
Future Volume (vph) 141 14 24 2111 18 10 64 7 43 3
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 325 125 100 0 0
Storage Lanes 1 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.98 1.00 0.96 0.99 0.74
Frt 0.850 0.850 0.884
Flt Protected 0.950 0.950 0.989
Satd. Flow (prot) 1591 0 1761 3522 1575 0 1664 1144 0 0
Flt Permitted 0.950 0.950 0.989
Satd. Flow (perm) 1557 0 1759 3522 1516 0 1655 1137 0 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 2 1 2 17 4 1 2 17 17
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 157 16 27 2346 20 11 71 8 48 3
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 157 0 43 2346 31 0 64 66 0 0
Turn Type pm+ov Prot Prot NA Perm Prot Prot
Protected Phases 3 1 1 6 4 4
Permitted Phases 2 6
Detector Phase 3 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 13.6 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 44.0 15.0 15.0 143.0 143.0 18.0 18.0
Total Split (%) 18.3% 6.3% 6.3% 59.6% 59.6% 7.5% 7.5%
Maximum Green (s) 37.4 9.1 9.1 136.9 136.9 9.7 9.7
Yellow Time (s) 3.6 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 3.0 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -1.6 -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None C-Min C-Min None None
Act Effct Green (s) 182.5 9.5 150.7 150.7 13.0 13.0
Actuated g/C Ratio 0.76 0.04 0.63 0.63 0.05 0.05
v/c Ratio 0.13 0.62 1.06 0.03 0.71 1.08
Control Delay 6.8 148.7 79.7 18.6 147.9 233.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 6.8 148.7 79.7 18.6 147.9 233.3
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
LOS F F F F F
Approach Delay 173.2 130.2 110.9
Approach LOS F F F
Queue Length 50th (ft) 89 228 221 ~172 ~2519
Queue Length 95th (ft) #190 316 305 #306 #2684
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375
Base Capacity (vph) 68 267 255 31 2315
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.81 0.52 0.52 2.19 1.13

Intersection Summary
Area Type: Other
Cycle Length: 240
Actuated Cycle Length: 240
Offset: 0 (0%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 2.19
Intersection Signal Delay: 101.3 Intersection LOS: F
Intersection Capacity Utilization 91.8% ICU Level of Service F
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS A F E B F F
Approach Delay 80.2 191.2
Approach LOS F F
Queue Length 50th (ft) 57 69 ~2140 18 107 ~121
Queue Length 95th (ft) 80 #132 #2324 39 #203 #258
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 325 125 100
Base Capacity (vph) 1271 73 2211 951 90 61
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.12 0.59 1.06 0.03 0.71 1.08

Intersection Summary
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
Lane Configurations
Traffic Volume (vph) 21 2 15 92 1 1 14 26 12 2611 153 2
Future Volume (vph) 21 2 15 92 1 1 14 26 12 2611 153 2
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 1.00 0.95 1.00 0.95
Ped Bike Factor 0.98 0.98 0.98 1.00
Frt 0.945 0.957 0.850
Flt Protected 0.973 0.950 0.966 0.950
Satd. Flow (prot) 0 1683 0 1648 1588 0 0 0 1778 3557 1591 0
Flt Permitted 0.973 0.950 0.966 0.308
Satd. Flow (perm) 0 1683 0 1622 1570 0 0 0 576 3557 1591 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 4 2 4 2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 23 2 17 102 1 1 16 29 13 2901 170 2
Shared Lane Traffic (%) 40%
Lane Group Flow (vph) 0 42 0 61 59 0 0 0 42 2901 170 0
Turn Type Split NA Split NA custom Prot NA pm+ov Prot
Protected Phases 7 7 3 3 5 2 3 1
Permitted Phases 5 2
Detector Phase 7 7 3 3 5 5 2 3 1
Switch Phase
Minimum Initial (s) 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0 7.0
Minimum Split (s) 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6 12.9
Total Split (s) 12.0 12.0 18.0 18.0 18.0 18.0 110.0 18.0 13.0
Total Split (%) 6.7% 6.7% 10.0% 10.0% 10.0% 10.0% 61.1% 10.0% 7.2%
Maximum Green (s) 5.1 5.1 11.4 11.4 11.0 11.0 103.8 11.4 7.1
Yellow Time (s) 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6 3.0
All-Red Time (s) 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0 2.9
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None C-Min None None
Act Effct Green (s) 7.0 11.6 11.6 13.0 120.4 137.0
Actuated g/C Ratio 0.04 0.06 0.06 0.07 0.67 0.76
v/c Ratio 0.65 0.58 0.58 1.02 1.22 0.14
Control Delay 124.3 102.7 103.7 222.9 130.9 7.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 124.3 102.7 103.7 222.9 130.9 7.7



Lanes, Volumes, Timings Combined (2024) AM Mitigated
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 17 2020 18 9 48 5 35 13
Future Volume (vph) 17 2020 18 9 48 5 35 13
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.97 0.96
Frt 0.850 0.876
Flt Protected 0.950 0.950 0.991
Satd. Flow (prot) 1761 3522 1575 0 1664 1455 0 0
Flt Permitted 0.950 0.950 0.991
Satd. Flow (perm) 1761 3522 1536 0 1664 1455 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 4 2 4 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 19 2244 20 10 53 6 39 14
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 21 2244 30 0 48 64 0 0
Turn Type Prot NA Perm Prot Prot
Protected Phases 1 6 4 4
Permitted Phases 6
Detector Phase 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 18.1 18.1 13.3 13.3
Total Split (s) 13.0 105.0 105.0 27.0 27.0
Total Split (%) 7.2% 58.3% 58.3% 15.0% 15.0%
Maximum Green (s) 7.1 98.9 98.9 18.7 18.7
Yellow Time (s) 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0
Recall Mode None C-Min C-Min None None
Act Effct Green (s) 7.9 110.2 110.2 15.6 15.6
Actuated g/C Ratio 0.04 0.61 0.61 0.09 0.09
v/c Ratio 0.27 1.04 0.03 0.33 0.51
Control Delay 92.3 65.1 16.6 82.1 91.6
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 92.3 65.1 16.6 82.1 91.6



Lanes, Volumes, Timings Combined (2024) AM Mitigated
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 3

Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
LOS F F F F F A
Approach Delay 124.3 103.2 125.4
Approach LOS F F F
Queue Length 50th (ft) 50 74 72 ~51 ~2311 59
Queue Length 95th (ft) #118 133 130 #147 #2473 98
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 65 119 114 41 2379 1223
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.65 0.51 0.52 1.02 1.22 0.14

Intersection Summary
Area Type: Other
Cycle Length: 180
Actuated Cycle Length: 180
Offset: 28 (16%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.22
Intersection Signal Delay: 99.7 Intersection LOS: F
Intersection Capacity Utilization 97.9% ICU Level of Service F
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F E B F F
Approach Delay 64.7 87.5
Approach LOS E F
Queue Length 50th (ft) 25 ~1544 14 56 77
Queue Length 95th (ft) 59 #1733 33 105 134
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 78 2156 940 203 177
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.27 1.04 0.03 0.24 0.36

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
Lane Configurations
Traffic Volume (vph) 2 27 3 18 194 2 2 46 2 39 21 2353
Future Volume (vph) 2 27 3 18 194 2 2 46 2 39 21 2353
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375
Storage Lanes 0 0 1 0 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.95 0.95 1.00 0.95
Ped Bike Factor 0.93 0.96 0.97 0.99
Frt 0.951 0.940
Flt Protected 0.972 0.950 0.972 0.950
Satd. Flow (prot) 0 0 1631 0 1648 1570 0 0 0 0 1778 3557
Flt Permitted 0.972 0.950 0.972 0.950
Satd. Flow (perm) 0 0 1599 0 1587 1536 0 0 0 0 1758 3557
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 1 17 17 4 1 17 17 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 30 3 20 216 2 2 51 2 43 23 2614
Shared Lane Traffic (%) 36%
Lane Group Flow (vph) 0 0 55 0 138 133 0 0 0 0 68 2614
Turn Type Split Split NA Split NA Prot Prot NA
Protected Phases 7 7 7 3 3 5 5 2
Permitted Phases
Detector Phase 7 7 7 3 3 5 5 2
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 12.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 18.2
Total Split (s) 14.0 14.0 14.0 36.0 36.0 20.0 20.0 163.0
Total Split (%) 5.8% 5.8% 5.8% 15.0% 15.0% 8.3% 8.3% 67.9%
Maximum Green (s) 7.1 7.1 7.1 29.4 29.4 13.0 13.0 156.8
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 4.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 1.6
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None C-Min
Act Effct Green (s) 9.0 25.5 25.5 13.7 163.5
Actuated g/C Ratio 0.04 0.11 0.11 0.06 0.68
v/c Ratio 0.90 0.79 0.80 0.67 1.08
Control Delay 196.4 133.9 136.1 141.0 80.0
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 196.4 133.9 136.1 141.0 80.0
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 141 14 24 2111 18 10 64 7 43 3
Future Volume (vph) 141 14 24 2111 18 10 64 7 43 3
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 325 125 100 0 0
Storage Lanes 1 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 0.95 0.95 0.95 1.00 1.00
Ped Bike Factor 0.98 1.00 0.96 0.99 0.64
Frt 0.850 0.850 0.884
Flt Protected 0.950 0.950 0.989
Satd. Flow (prot) 1591 0 1761 3522 1575 0 1664 982 0 0
Flt Permitted 0.950 0.950 0.989
Satd. Flow (perm) 1557 0 1759 3522 1518 0 1651 973 0 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 2 1 2 17 4 1 2 17 17
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 157 16 27 2346 20 11 71 8 48 3
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 157 0 43 2346 31 0 64 66 0 0
Turn Type pm+ov Prot Prot NA Perm Prot Prot
Protected Phases 3 1 1 6 4 4
Permitted Phases 2 6
Detector Phase 3 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 13.6 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 36.0 13.0 13.0 156.0 156.0 14.0 14.0
Total Split (%) 15.0% 5.4% 5.4% 65.0% 65.0% 5.8% 5.8%
Maximum Green (s) 29.4 7.1 7.1 149.9 149.9 5.7 5.7
Yellow Time (s) 3.6 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 3.0 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -1.6 -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None C-Min C-Min None None
Act Effct Green (s) 189.0 8.0 157.8 157.8 9.0 9.0
Actuated g/C Ratio 0.79 0.03 0.66 0.66 0.04 0.04
v/c Ratio 0.13 0.74 1.01 0.03 1.03 1.83
Control Delay 5.2 170.3 61.4 16.0 224.7 512.2
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 5.2 170.3 61.4 16.0 224.7 512.2



Lanes, Volumes, Timings Combined (2024) PM Mitigated
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
LOS F F F F E
Approach Delay 196.4 135.0 77.3
Approach LOS F F E
Queue Length 50th (ft) 89 228 221 108 ~2430
Queue Length 95th (ft) #201 322 311 177 #2545
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375
Base Capacity (vph) 61 212 202 111 2423
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.90 0.65 0.66 0.61 1.08

Intersection Summary
Area Type: Other
Cycle Length: 240
Actuated Cycle Length: 240
Offset: 0 (0%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.83
Intersection Signal Delay: 81.7 Intersection LOS: F
Intersection Capacity Utilization 91.8% ICU Level of Service F
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St



Lanes, Volumes, Timings Combined (2024) PM Mitigated
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS A F E B F F
Approach Delay 62.7 370.6
Approach LOS E F
Queue Length 50th (ft) 49 69 ~2076 17 ~113 ~164
Queue Length 95th (ft) 68 #156 #2212 35 #251 #302
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 325 125 100
Base Capacity (vph) 1266 58 2315 998 62 36
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.12 0.74 1.01 0.03 1.03 1.83

Intersection Summary



Lanes, Volumes, Timings Combined (2024) AM - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
Lane Configurations
Traffic Volume (vph) 21 2 15 92 1 1 14 26 12 2611 153 2
Future Volume (vph) 21 2 15 92 1 1 14 26 12 2611 153 2
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.91 1.00 0.91 1.00 0.91
Ped Bike Factor 0.98 0.99 0.98 1.00
Frt 0.945 0.957 0.850
Flt Protected 0.973 0.950 0.966 0.950
Satd. Flow (prot) 0 1686 0 1648 1589 0 0 0 1778 5111 1591 0
Flt Permitted 0.973 0.950 0.966 0.160
Satd. Flow (perm) 0 1686 0 1625 1574 0 0 0 299 5111 1591 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 4 2 4 2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 23 2 17 102 1 1 16 29 13 2901 170 2
Shared Lane Traffic (%) 40%
Lane Group Flow (vph) 0 42 0 61 59 0 0 0 42 2901 170 0
Turn Type Split NA Split NA custom Prot NA pm+ov Prot
Protected Phases 7 7 3 3 5 2 3 1
Permitted Phases 5 2
Detector Phase 7 7 3 3 5 5 2 3 1
Switch Phase
Minimum Initial (s) 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0 7.0
Minimum Split (s) 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6 12.9
Total Split (s) 13.0 13.0 20.0 20.0 30.0 30.0 98.0 20.0 15.0
Total Split (%) 7.2% 7.2% 11.1% 11.1% 16.7% 16.7% 54.4% 11.1% 8.3%
Maximum Green (s) 6.1 6.1 13.4 13.4 23.0 23.0 91.8 13.4 9.1
Yellow Time (s) 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6 3.0
All-Red Time (s) 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0 2.9
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None C-Min None None
Act Effct Green (s) 7.8 12.3 12.3 25.0 118.4 135.7
Actuated g/C Ratio 0.04 0.07 0.07 0.14 0.66 0.75
v/c Ratio 0.58 0.54 0.55 1.02 0.86 0.14
Control Delay 113.8 98.2 98.9 218.2 30.6 8.2
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 113.8 98.2 98.9 218.2 30.6 8.2



Lanes, Volumes, Timings Combined (2024) AM - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 17 2020 18 9 48 5 35 13
Future Volume (vph) 17 2020 18 9 48 5 35 13
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.91 1.00 0.91 0.95 0.95 1.00 1.00
Ped Bike Factor 0.97 0.96
Frt 0.850 0.876
Flt Protected 0.950 0.950 0.991
Satd. Flow (prot) 1761 5060 1575 0 1664 1465 0 0
Flt Permitted 0.950 0.950 0.991
Satd. Flow (perm) 1761 5060 1533 0 1664 1465 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 4 2 4 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 19 2244 20 10 53 6 39 14
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 21 2244 30 0 48 64 0 0
Turn Type Prot NA Perm Prot Prot
Protected Phases 1 6 4 4
Permitted Phases 6
Detector Phase 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 83.0 83.0 34.0 34.0
Total Split (%) 8.3% 46.1% 46.1% 18.9% 18.9%
Maximum Green (s) 9.1 76.9 76.9 25.7 25.7
Yellow Time (s) 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0
Recall Mode None C-Min C-Min None None
Act Effct Green (s) 8.5 96.7 96.7 15.6 15.6
Actuated g/C Ratio 0.05 0.54 0.54 0.09 0.09
v/c Ratio 0.26 0.83 0.04 0.34 0.51
Control Delay 90.1 39.4 23.4 82.2 91.4
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 90.1 39.4 23.4 82.2 91.4



Lanes, Volumes, Timings Combined (2024) AM - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 10/26/2018
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Lane Group EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR SBU
LOS F F F F C A
Approach Delay 113.8 98.6 31.9
Approach LOS F F C
Queue Length 50th (ft) 50 74 72 ~51 1079 60
Queue Length 95th (ft) #106 131 129 #147 #1375 104
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 74 137 132 41 3362 1223
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.57 0.45 0.45 1.02 0.86 0.14

Intersection Summary
Area Type: Other
Cycle Length: 180
Actuated Cycle Length: 180
Offset: 28 (16%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 130
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.02
Intersection Signal Delay: 38.2 Intersection LOS: D
Intersection Capacity Utilization 76.1% ICU Level of Service D
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F D C F F
Approach Delay 39.7 87.5
Approach LOS D F
Queue Length 50th (ft) 25 824 17 56 77
Queue Length 95th (ft) 59 971 40 105 133
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 97 2718 823 268 236
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.22 0.83 0.04 0.18 0.27

Intersection Summary



Lanes, Volumes, Timings Combined (2024) Midday - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 11/05/2018
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
Lane Configurations
Traffic Volume (vph) 2 24 4 17 99 1 1 46 34 18 1875 87
Future Volume (vph) 2 24 4 17 99 1 1 46 34 18 1875 87
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375 325
Storage Lanes 0 0 1 0 1 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.91 1.00 0.91 1.00
Ped Bike Factor 0.99 1.00 1.00 1.00 0.98
Frt 0.951 0.900 0.850
Flt Protected 0.973 0.950 0.984 0.950
Satd. Flow (prot) 0 0 1712 0 1648 1536 0 0 0 1778 5111 1591
Flt Permitted 0.973 0.950 0.984 0.400
Satd. Flow (perm) 0 0 1712 0 1642 1534 0 0 0 749 5111 1558
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 27 4 19 110 1 1 51 38 20 2083 97
Shared Lane Traffic (%) 23%
Lane Group Flow (vph) 0 0 52 0 85 78 0 0 0 58 2083 97
Turn Type Perm Split NA Split NA custom Prot NA pm+ov
Protected Phases 7 7 3 3 5 2 3
Permitted Phases 7 5 2
Detector Phase 7 7 7 3 3 5 5 2 3
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 12.0 7.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 18.2 13.6
Total Split (s) 13.0 13.0 13.0 19.0 19.0 15.0 15.0 103.0 19.0
Total Split (%) 7.6% 7.6% 7.6% 11.2% 11.2% 8.8% 8.8% 60.6% 11.2%
Maximum Green (s) 6.1 6.1 6.1 12.4 12.4 8.0 8.0 96.8 12.4
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 4.6 3.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 1.6 3.0
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2 -1.6
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None C-Min None
Act Effct Green (s) 8.0 12.8 12.8 10.0 111.1 123.9
Actuated g/C Ratio 0.05 0.08 0.08 0.06 0.65 0.73
v/c Ratio 0.65 0.69 0.68 1.32 0.62 0.09
Control Delay 113.8 103.6 104.2 298.0 21.4 7.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 113.8 103.6 104.2 298.0 21.4 7.8



Lanes, Volumes, Timings Combined (2024) Midday - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 11/05/2018

STMCC Expansion TIA Synchro 9 Report
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 15 20 1830 25 12 34 6 25 1
Future Volume (vph) 15 20 1830 25 12 34 6 25 1
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 125 100 0 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 0.91 1.00 0.91 1.00 0.91 0.95 0.95 1.00 1.00
Ped Bike Factor 1.00 0.98 0.98
Frt 0.850 0.891
Flt Protected 0.950 0.950 0.986
Satd. Flow (prot) 0 1761 5060 1575 0 1664 1504 0 0
Flt Permitted 0.950 0.950 0.986
Satd. Flow (perm) 0 1760 5060 1543 0 1664 1502 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 1 1 1 1 1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 17 22 2033 28 13 38 7 28 1
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 0 39 2033 41 0 34 40 0 0
Turn Type Prot Prot NA Perm Prot Prot
Protected Phases 1 1 6 4 4
Permitted Phases 6
Detector Phase 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 15.0 15.0 103.0 103.0 20.0 20.0
Total Split (%) 8.8% 8.8% 60.6% 60.6% 11.8% 11.8%
Maximum Green (s) 9.1 9.1 96.9 96.9 11.7 11.7
Yellow Time (s) 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None C-Min C-Min None None
Act Effct Green (s) 9.0 107.5 107.5 12.0 12.0
Actuated g/C Ratio 0.05 0.63 0.63 0.07 0.07
v/c Ratio 0.42 0.64 0.04 0.29 0.38
Control Delay 91.7 22.2 15.1 80.4 84.9
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 91.7 22.2 15.1 80.4 84.9



Lanes, Volumes, Timings Combined (2024) Midday - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 11/05/2018
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBL2 NBL NBT NBR
LOS F F F F C A
Approach Delay 113.8 103.9 27.9
Approach LOS F F C
Queue Length 50th (ft) 58 97 90 ~83 557 31
Queue Length 95th (ft) #128 #174 #164 #189 640 56
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375 325
Base Capacity (vph) 80 135 126 44 3340 1149
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.65 0.63 0.62 1.32 0.62 0.08

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 160 (94%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.32
Intersection Signal Delay: 30.4 Intersection LOS: C
Intersection Capacity Utilization 69.3% ICU Level of Service C
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St
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Lane Group SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS F C B F F
Approach Delay 23.4 82.8
Approach LOS C F
Queue Length 50th (ft) 43 546 18 38 45
Queue Length 95th (ft) 86 621 39 80 90
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 125 100
Base Capacity (vph) 103 3199 975 146 132
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.38 0.64 0.04 0.23 0.30

Intersection Summary
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Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
Lane Configurations
Traffic Volume (vph) 2 27 3 18 194 2 2 46 2 39 21 2353
Future Volume (vph) 2 27 3 18 194 2 2 46 2 39 21 2353
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 0% 4% -1%
Storage Length (ft) 0 0 250 0 375
Storage Lanes 0 0 1 0 1
Taper Length (ft) 100 100 100
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 0.91 0.91 1.00 0.91
Ped Bike Factor 0.94 0.97 0.97 0.99
Frt 0.951 0.940
Flt Protected 0.972 0.950 0.972 0.950
Satd. Flow (prot) 0 0 1639 0 1648 1571 0 0 0 0 1778 5111
Flt Permitted 0.972 0.950 0.972 0.267
Satd. Flow (perm) 0 0 1611 0 1600 1544 0 0 0 0 497 5111
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 25 35 45
Link Distance (ft) 446 1075 1311
Travel Time (s) 12.2 20.9 19.9
Confl. Peds. (#/hr) 4 1 17 17 4 1 17 17 4
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2 30 3 20 216 2 2 51 2 43 23 2614
Shared Lane Traffic (%) 36%
Lane Group Flow (vph) 0 0 55 0 138 133 0 0 0 0 68 2614
Turn Type Perm Split NA Split NA custom custom Prot NA
Protected Phases 7 7 3 3 5 2
Permitted Phases 7 5 5
Detector Phase 7 7 7 3 3 5 5 5 2
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 7.0 7.0 7.0 7.0 7.0 12.0
Minimum Split (s) 11.9 11.9 11.9 13.6 13.6 14.0 14.0 14.0 18.2
Total Split (s) 15.0 15.0 15.0 44.0 44.0 20.0 20.0 20.0 148.0
Total Split (%) 6.3% 6.3% 6.3% 18.3% 18.3% 8.3% 8.3% 8.3% 61.7%
Maximum Green (s) 8.1 8.1 8.1 37.4 37.4 13.0 13.0 13.0 141.8
Yellow Time (s) 3.2 3.2 3.2 3.6 3.6 3.0 3.0 3.0 4.6
All-Red Time (s) 3.7 3.7 3.7 3.0 3.0 4.0 4.0 4.0 1.6
Lost Time Adjust (s) -1.9 -1.6 -1.6 -2.0 -1.2
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None None None None None None C-Min
Act Effct Green (s) 10.0 26.3 26.3 15.0 156.2
Actuated g/C Ratio 0.04 0.11 0.11 0.06 0.65
v/c Ratio 0.81 0.77 0.77 2.19 0.79
Control Delay 173.2 129.2 131.2 666.3 33.0
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 173.2 129.2 131.2 666.3 33.0



Lanes, Volumes, Timings Combined (2024) PM - LOS D
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STMCC Expansion TIA Synchro 9 Report
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Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
Lane Configurations
Traffic Volume (vph) 141 14 24 2111 18 10 64 7 43 3
Future Volume (vph) 141 14 24 2111 18 10 64 7 43 3
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Grade (%) 1% 2%
Storage Length (ft) 325 125 100 0 0
Storage Lanes 1 1 1 2 0
Taper Length (ft) 100 100
Lane Util. Factor 1.00 0.91 1.00 0.91 1.00 0.91 0.95 0.95 1.00 1.00
Ped Bike Factor 0.98 1.00 0.96 0.99 0.74
Frt 0.850 0.850 0.884
Flt Protected 0.950 0.950 0.989
Satd. Flow (prot) 1591 0 1761 5060 1575 0 1664 1144 0 0
Flt Permitted 0.950 0.950 0.989
Satd. Flow (perm) 1557 0 1759 5060 1516 0 1655 1137 0 0
Right Turn on Red No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 15
Link Distance (ft) 1123 193
Travel Time (s) 17.0 8.8
Confl. Peds. (#/hr) 2 1 2 17 4 1 2 17 17
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 157 16 27 2346 20 11 71 8 48 3
Shared Lane Traffic (%) 10%
Lane Group Flow (vph) 157 0 43 2346 31 0 64 66 0 0
Turn Type pm+ov Prot Prot NA Perm Prot Prot
Protected Phases 3 1 1 6 4 4
Permitted Phases 2 6
Detector Phase 3 1 1 6 6 4 4
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 5.0 5.0
Minimum Split (s) 13.6 12.9 12.9 18.1 18.1 13.3 13.3
Total Split (s) 44.0 15.0 15.0 143.0 143.0 18.0 18.0
Total Split (%) 18.3% 6.3% 6.3% 59.6% 59.6% 7.5% 7.5%
Maximum Green (s) 37.4 9.1 9.1 136.9 136.9 9.7 9.7
Yellow Time (s) 3.6 3.0 3.0 4.4 4.4 3.0 3.0
All-Red Time (s) 3.0 2.9 2.9 1.7 1.7 5.3 5.3
Lost Time Adjust (s) -1.6 -0.9 -1.1 -1.1 -3.3 -3.3
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lead Lag Lag Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Recall Mode None None None C-Min C-Min None None
Act Effct Green (s) 182.5 9.5 150.7 150.7 13.0 13.0
Actuated g/C Ratio 0.76 0.04 0.63 0.63 0.05 0.05
v/c Ratio 0.13 0.62 0.74 0.03 0.71 1.08
Control Delay 6.8 148.7 33.5 18.6 147.9 233.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 6.8 148.7 33.5 18.6 147.9 233.3



Lanes, Volumes, Timings Combined (2024) PM - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 11/05/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 3

Lane Group EBL2 EBL EBT EBR WBL WBT WBR WBR2 NBU NBL2 NBL NBT
LOS F F F F C
Approach Delay 173.2 130.2 46.7
Approach LOS F F D
Queue Length 50th (ft) 89 228 221 ~172 1066
Queue Length 95th (ft) #190 316 305 #306 1213
Internal Link Dist (ft) 366 995 1231
Turn Bay Length (ft) 250 375
Base Capacity (vph) 68 267 255 31 3326
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.81 0.52 0.52 2.19 0.79

Intersection Summary
Area Type: Other
Cycle Length: 240
Actuated Cycle Length: 240
Offset: 0 (0%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 120
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 2.19
Intersection Signal Delay: 50.3 Intersection LOS: D
Intersection Capacity Utilization 78.3% ICU Level of Service D
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St



Lanes, Volumes, Timings Combined (2024) PM - LOS D
1: Fordham Blvd & Fern Ln/Old Mason Farm Rd & Carmichael St 11/05/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 4

Lane Group NBR SBU SBL SBT SBR SBR2 SEL2 SEL SER SER2
LOS A F C B F F
Approach Delay 35.3 191.2
Approach LOS D F
Queue Length 50th (ft) 57 69 927 18 107 ~121
Queue Length 95th (ft) 80 #132 1059 39 #203 #258
Internal Link Dist (ft) 1043 113
Turn Bay Length (ft) 325 125 100
Base Capacity (vph) 1271 73 3177 951 90 61
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.12 0.59 0.74 0.03 0.71 1.08

Intersection Summary
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HCM 2010 TWSC Existing (2018) AM
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 4.1

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 23 4 3 3 4 26
Future Vol, veh/h 23 4 3 3 4 26
Conflicting Peds, #/hr 3 7 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 26 4 3 3 4 29
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 32 26 33 0 - 0
          Stage 1 19 - - - - -
          Stage 2 13 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 982 1050 1579 - - -
          Stage 1 1004 - - - - -
          Stage 2 1010 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 980 1043 1568 - - -
Mov Cap-2 Maneuver 980 - - - - -
          Stage 1 1004 - - - - -
          Stage 2 1008 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.8 3.7 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1568 - 989 - -
HCM Lane V/C Ratio 0.002 - 0.03 - -
HCM Control Delay (s) 7.3 0 8.8 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Existing (2018) Midday
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 4.9

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 22 1 4 3 2 15
Future Vol, veh/h 22 1 4 3 2 15
Conflicting Peds, #/hr 1 0 1 0 0 1
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 24 1 4 3 2 17
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 25 12 20 0 - 0
          Stage 1 12 - - - - -
          Stage 2 13 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 991 1069 1596 - - -
          Stage 1 1011 - - - - -
          Stage 2 1010 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 986 1068 1596 - - -
Mov Cap-2 Maneuver 986 - - - - -
          Stage 1 1010 - - - - -
          Stage 2 1006 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.7 4.1 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1596 - 989 - -
HCM Lane V/C Ratio 0.003 - 0.026 - -
HCM Control Delay (s) 7.3 0 8.7 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Existing (2018) PM
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 4.2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 24 1 4 5 4 22
Future Vol, veh/h 24 1 4 5 4 22
Conflicting Peds, #/hr 2 0 11 0 0 11
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 27 1 4 6 4 24
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 44 28 40 0 - 0
          Stage 1 28 - - - - -
          Stage 2 16 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 967 1047 1570 - - -
          Stage 1 995 - - - - -
          Stage 2 1007 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 944 1036 1570 - - -
Mov Cap-2 Maneuver 944 - - - - -
          Stage 1 985 - - - - -
          Stage 2 993 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.9 3.2 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1570 - 947 - -
HCM Lane V/C Ratio 0.003 - 0.029 - -
HCM Control Delay (s) 7.3 0 8.9 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Background (2024) AM
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 4.1

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 25 4 3 3 4 28
Future Vol, veh/h 25 4 3 3 4 28
Conflicting Peds, #/hr 3 7 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 28 4 3 3 4 31
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 33 27 36 0 - 0
          Stage 1 20 - - - - -
          Stage 2 13 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 980 1048 1575 - - -
          Stage 1 1003 - - - - -
          Stage 2 1010 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 978 1041 1565 - - -
Mov Cap-2 Maneuver 978 - - - - -
          Stage 1 1003 - - - - -
          Stage 2 1008 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.8 3.7 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1565 - 986 - -
HCM Lane V/C Ratio 0.002 - 0.033 - -
HCM Control Delay (s) 7.3 0 8.8 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Background (2024) Midday
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 4.9

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 23 1 4 3 2 16
Future Vol, veh/h 23 1 4 3 2 16
Conflicting Peds, #/hr 1 0 1 0 0 1
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 26 1 4 3 2 18
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 25 12 21 0 - 0
          Stage 1 12 - - - - -
          Stage 2 13 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 991 1069 1595 - - -
          Stage 1 1011 - - - - -
          Stage 2 1010 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 986 1068 1595 - - -
Mov Cap-2 Maneuver 986 - - - - -
          Stage 1 1010 - - - - -
          Stage 2 1006 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.7 4.2 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1595 - 989 - -
HCM Lane V/C Ratio 0.003 - 0.027 - -
HCM Control Delay (s) 7.3 0 8.7 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Background (2024) PM
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 4.3

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 26 1 4 5 4 23
Future Vol, veh/h 26 1 4 5 4 23
Conflicting Peds, #/hr 2 0 11 0 0 11
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 29 1 4 6 4 26
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 44 28 41 0 - 0
          Stage 1 28 - - - - -
          Stage 2 16 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 967 1047 1568 - - -
          Stage 1 995 - - - - -
          Stage 2 1007 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 944 1036 1568 - - -
Mov Cap-2 Maneuver 944 - - - - -
          Stage 1 985 - - - - -
          Stage 2 993 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.9 3.2 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1568 - 947 - -
HCM Lane V/C Ratio 0.003 - 0.032 - -
HCM Control Delay (s) 7.3 0 8.9 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Combined (2024) AM
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 3.5

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 35 4 3 3 4 58
Future Vol, veh/h 35 4 3 3 4 58
Conflicting Peds, #/hr 3 7 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 39 4 3 3 4 64
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 50 44 69 0 - 0
          Stage 1 37 - - - - -
          Stage 2 13 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 959 1026 1532 - - -
          Stage 1 985 - - - - -
          Stage 2 1010 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 957 1019 1522 - - -
Mov Cap-2 Maneuver 957 - - - - -
          Stage 1 985 - - - - -
          Stage 2 1008 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 8.9 3.7 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1522 - 963 - -
HCM Lane V/C Ratio 0.002 - 0.045 - -
HCM Control Delay (s) 7.4 0 8.9 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.1 - -



HCM 2010 TWSC Combined (2024) Midday
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 3.8

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 44 1 4 3 2 59
Future Vol, veh/h 44 1 4 3 2 59
Conflicting Peds, #/hr 1 0 1 0 0 1
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 49 1 4 3 2 66
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 49 36 69 0 - 0
          Stage 1 36 - - - - -
          Stage 2 13 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 960 1037 1532 - - -
          Stage 1 986 - - - - -
          Stage 2 1010 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 955 1036 1532 - - -
Mov Cap-2 Maneuver 955 - - - - -
          Stage 1 985 - - - - -
          Stage 2 1006 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 9 4.2 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1532 - 957 - -
HCM Lane V/C Ratio 0.003 - 0.052 - -
HCM Control Delay (s) 7.4 0 9 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.2 - -



HCM 2010 TWSC Combined (2024) PM
3: Fern Ln & Laurel Hill Rd 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 3.7

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Traffic Vol, veh/h 45 1 4 5 4 62
Future Vol, veh/h 45 1 4 5 4 62
Conflicting Peds, #/hr 2 0 11 0 0 11
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 50 1 4 6 4 69
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 66 50 84 0 - 0
          Stage 1 50 - - - - -
          Stage 2 16 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 939 1018 1513 - - -
          Stage 1 972 - - - - -
          Stage 2 1007 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 917 1007 1513 - - -
Mov Cap-2 Maneuver 917 - - - - -
          Stage 1 962 - - - - -
          Stage 2 993 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 9.1 3.3 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1513 - 919 - -
HCM Lane V/C Ratio 0.003 - 0.056 - -
HCM Control Delay (s) 7.4 0 9.1 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.2 - -
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HCM 2010 TWSC Existing (2018) AM
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 82 0 0 21 0 4
Future Vol, veh/h 82 0 0 21 0 4
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 91 0 0 23 0 4
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 46
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 1014
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 1014
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.6
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 1014 - - -
HCM Lane V/C Ratio 0.004 - - -
HCM Control Delay (s) 8.6 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Existing (2018) Midday
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.5

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 37 0 0 31 0 4
Future Vol, veh/h 37 0 0 31 0 4
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 41 0 0 34 0 4
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 21
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 1052
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 1052
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.4
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 1052 - - -
HCM Lane V/C Ratio 0.004 - - -
HCM Control Delay (s) 8.4 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Existing (2018) PM
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 88 0 0 33 0 4
Future Vol, veh/h 88 0 0 33 0 4
Conflicting Peds, #/hr 0 9 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 98 0 0 37 0 4
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 58
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 996
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 987
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.7
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 987 - - -
HCM Lane V/C Ratio 0.005 - - -
HCM Control Delay (s) 8.7 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Background (2024) AM
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 87 0 0 22 0 4
Future Vol, veh/h 87 0 0 22 0 4
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 97 0 0 24 0 4
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 48
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 1011
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 1011
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.6
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 1011 - - -
HCM Lane V/C Ratio 0.004 - - -
HCM Control Delay (s) 8.6 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Background (2024) Midday
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.4

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 39 0 0 33 0 4
Future Vol, veh/h 39 0 0 33 0 4
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 43 0 0 37 0 4
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 22
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 1050
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 1050
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.4
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 1050 - - -
HCM Lane V/C Ratio 0.004 - - -
HCM Control Delay (s) 8.4 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Background (2024) PM
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 93 0 0 35 0 4
Future Vol, veh/h 93 0 0 35 0 4
Conflicting Peds, #/hr 0 9 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 103 0 0 39 0 4
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 61
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 992
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 983
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.7
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 983 - - -
HCM Lane V/C Ratio 0.005 - - -
HCM Control Delay (s) 8.7 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Combined (2024) AM
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 1

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 87 0 0 22 0 14
Future Vol, veh/h 87 0 0 22 0 14
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 97 0 0 24 0 16
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 48
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 1011
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 1011
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.6
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 1011 - - -
HCM Lane V/C Ratio 0.015 - - -
HCM Control Delay (s) 8.6 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0 - - -



HCM 2010 TWSC Combined (2024) Midday
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 2.3

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 39 0 0 33 0 27
Future Vol, veh/h 39 0 0 33 0 27
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 43 0 0 37 0 30
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 22
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 1050
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 1050
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.5
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 1050 - - -
HCM Lane V/C Ratio 0.029 - - -
HCM Control Delay (s) 8.5 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0.1 - - -



HCM 2010 TWSC Combined (2024) PM
5: Site Drive 1 & Carmichael St 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 1.4

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 93 0 0 35 0 24
Future Vol, veh/h 93 0 0 35 0 24
Conflicting Peds, #/hr 0 9 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - 50 - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 2 - - 0 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 103 0 0 39 0 27
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 61
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 6.93
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.319
Pot Cap-1 Maneuver - - 0 - 0 992
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 983
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 8.8
HCM LOS A
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 983 - - -
HCM Lane V/C Ratio 0.027 - - -
HCM Control Delay (s) 8.8 - - -
HCM Lane LOS A - - -
HCM 95th %tile Q(veh) 0.1 - - -
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HCM 2010 TWSC Existing (2018) AM
4: Laurel Hill Rd & Site Drive 2 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.5

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 26 28 1 0 0
Future Vol, veh/h 4 26 28 1 0 0
Conflicting Peds, #/hr 3 0 0 3 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 29 31 1 0 0
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 35 0 - 0 73 35
          Stage 1 - - - - 35 -
          Stage 2 - - - - 38 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1576 - - - 931 1038
          Stage 1 - - - - 987 -
          Stage 2 - - - - 984 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1576 - - - 923 1035
Mov Cap-2 Maneuver - - - - 923 -
          Stage 1 - - - - 984 -
          Stage 2 - - - - 978 -
 

Approach EB WB SB
HCM Control Delay, s 1 0 0
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1576 - - - -
HCM Lane V/C Ratio 0.003 - - - -
HCM Control Delay (s) 7.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC Existing (2018) Midday
4: Laurel Hill Rd & Site Drive 2 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.6

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 23 15 4 0 0
Future Vol, veh/h 4 23 15 4 0 0
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 26 17 4 0 0
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 21 0 - 0 53 19
          Stage 1 - - - - 19 -
          Stage 2 - - - - 34 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1595 - - - 955 1059
          Stage 1 - - - - 1004 -
          Stage 2 - - - - 988 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1595 - - - 952 1059
Mov Cap-2 Maneuver - - - - 952 -
          Stage 1 - - - - 1004 -
          Stage 2 - - - - 985 -
 

Approach EB WB SB
HCM Control Delay, s 1.1 0 0
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1595 - - - -
HCM Lane V/C Ratio 0.003 - - - -
HCM Control Delay (s) 7.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC Existing (2018) PM
4: Laurel Hill Rd & Site Drive 2 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.5

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 25 22 4 0 0
Future Vol, veh/h 4 25 22 4 0 0
Conflicting Peds, #/hr 2 0 0 2 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 28 24 4 0 0
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 31 0 - 0 66 29
          Stage 1 - - - - 29 -
          Stage 2 - - - - 37 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1582 - - - 939 1046
          Stage 1 - - - - 994 -
          Stage 2 - - - - 985 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1582 - - - 933 1044
Mov Cap-2 Maneuver - - - - 933 -
          Stage 1 - - - - 992 -
          Stage 2 - - - - 980 -
 

Approach EB WB SB
HCM Control Delay, s 1 0 0
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1582 - - - -
HCM Lane V/C Ratio 0.003 - - - -
HCM Control Delay (s) 7.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC Background (2024) AM
4: Laurel Hill Rd & Site Drive 2 11/06/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.5

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 28 30 1 0 0
Future Vol, veh/h 4 28 30 1 0 0
Conflicting Peds, #/hr 3 0 0 3 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 31 33 1 0 0
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 37 0 - 0 77 37
          Stage 1 - - - - 37 -
          Stage 2 - - - - 40 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1574 - - - 926 1035
          Stage 1 - - - - 985 -
          Stage 2 - - - - 982 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1574 - - - 918 1032
Mov Cap-2 Maneuver - - - - 918 -
          Stage 1 - - - - 982 -
          Stage 2 - - - - 976 -
 

Approach EB WB SB
HCM Control Delay, s 0.9 0 0
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1574 - - - -
HCM Lane V/C Ratio 0.003 - - - -
HCM Control Delay (s) 7.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC Background (2024) Midday
4: Laurel Hill Rd & Site Drive 2 11/06/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.6

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 24 16 4 0 0
Future Vol, veh/h 4 24 16 4 0 0
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 27 18 4 0 0
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 22 0 - 0 56 20
          Stage 1 - - - - 20 -
          Stage 2 - - - - 36 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1593 - - - 952 1058
          Stage 1 - - - - 1003 -
          Stage 2 - - - - 986 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1593 - - - 949 1058
Mov Cap-2 Maneuver - - - - 949 -
          Stage 1 - - - - 1003 -
          Stage 2 - - - - 983 -
 

Approach EB WB SB
HCM Control Delay, s 1 0 0
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1593 - - - -
HCM Lane V/C Ratio 0.003 - - - -
HCM Control Delay (s) 7.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC Background (2024) PM
4: Laurel Hill Rd & Site Drive 2 11/06/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 0.5

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 27 23 4 0 0
Future Vol, veh/h 4 27 23 4 0 0
Conflicting Peds, #/hr 2 0 0 2 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 30 26 4 0 0
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 32 0 - 0 69 30
          Stage 1 - - - - 30 -
          Stage 2 - - - - 39 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1580 - - - 936 1044
          Stage 1 - - - - 993 -
          Stage 2 - - - - 983 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1580 - - - 930 1042
Mov Cap-2 Maneuver - - - - 930 -
          Stage 1 - - - - 991 -
          Stage 2 - - - - 978 -
 

Approach EB WB SB
HCM Control Delay, s 0.9 0 0
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1580 - - - -
HCM Lane V/C Ratio 0.003 - - - -
HCM Control Delay (s) 7.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC Combined (2024) AM
4: Laurel Hill Rd & Site Drive 2 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 1.2

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 28 30 31 11 2
Future Vol, veh/h 1 28 30 31 11 2
Conflicting Peds, #/hr 3 0 0 3 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 1 31 33 34 12 2
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 71 0 - 0 87 54
          Stage 1 - - - - 54 -
          Stage 2 - - - - 33 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1529 - - - 914 1013
          Stage 1 - - - - 969 -
          Stage 2 - - - - 989 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1529 - - - 908 1010
Mov Cap-2 Maneuver - - - - 908 -
          Stage 1 - - - - 966 -
          Stage 2 - - - - 985 -
 

Approach EB WB SB
HCM Control Delay, s 0.3 0 9
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1529 - - - 922
HCM Lane V/C Ratio 0.001 - - - 0.016
HCM Control Delay (s) 7.4 0 - - 9
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - 0



HCM 2010 TWSC Combined (2024) Midday
4: Laurel Hill Rd & Site Drive 2 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 1.9

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 24 16 43 21 1
Future Vol, veh/h 1 24 16 43 21 1
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 1 27 18 48 23 1
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 66 0 - 0 71 42
          Stage 1 - - - - 42 -
          Stage 2 - - - - 29 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1536 - - - 933 1029
          Stage 1 - - - - 980 -
          Stage 2 - - - - 994 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1536 - - - 932 1029
Mov Cap-2 Maneuver - - - - 932 -
          Stage 1 - - - - 980 -
          Stage 2 - - - - 993 -
 

Approach EB WB SB
HCM Control Delay, s 0.3 0 8.9
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1536 - - - 936
HCM Lane V/C Ratio 0.001 - - - 0.026
HCM Control Delay (s) 7.3 0 - - 8.9
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 2010 TWSC Combined (2024) PM
4: Laurel Hill Rd & Site Drive 2 10/26/2018

STMCC Expansion TIA Synchro 9 Report
RKA Page 1

Intersection
Int Delay, s/veh 1.7

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 27 23 39 19 1
Future Vol, veh/h 1 27 23 39 19 1
Conflicting Peds, #/hr 2 0 0 2 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 1 30 26 43 21 1
 

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 71 0 - 0 81 49
          Stage 1 - - - - 49 -
          Stage 2 - - - - 32 -
Critical Hdwy 4.12 - - - 6.42 6.22
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.218 - - - 3.518 3.318
Pot Cap-1 Maneuver 1529 - - - 921 1020
          Stage 1 - - - - 973 -
          Stage 2 - - - - 991 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1529 - - - 917 1018
Mov Cap-2 Maneuver - - - - 917 -
          Stage 1 - - - - 971 -
          Stage 2 - - - - 988 -
 

Approach EB WB SB
HCM Control Delay, s 0.3 0 9
HCM LOS A
 

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1529 - - - 922
HCM Lane V/C Ratio 0.001 - - - 0.024
HCM Control Delay (s) 7.4 0 - - 9
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - 0.1
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Study Criteria Summary

ORANGE All and Rural

US 15-501 (Fordham Blvd.) at SR 1900 (Old Mason Farm Rd.)/Carmichael St.

Date:

County: City:

Location:
to06/01/2013 05/31/2018 Study: 41000053460REV

Report Details
Road

Ch Ci

Trfc Ctl

Dv Op

Condition

WLR

Injuries

CBAF
Total

DamageAccident TypeDateCrash ID
Acc
No

1 3000 0 0 0 0$ 1301111REAR END, SLOW OR STOP06/20/2013
09:23

103789311

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 25 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH5 0 0 N 12 :

2 2400 0 0 0 0$ 1301111REAR END, SLOW OR STOP06/28/2013
17:08

103806498

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 0 S 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 S 12 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 3 S 113 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 7 S 44 :

3 3500 0 0 0 2$ 1301242RIGHT TURN, SAME ROADWAY08/17/2013
21:52

103846408

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 5 N 71 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 N 42 :

4 4250 0 0 0 0$ 1301111REAR END, SLOW OR STOP08/22/2013
15:10

103847511

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 25 W 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH2 0 5 W 112 :

5 1400 0 0 0 0$ 1301211REAR END, SLOW OR STOP10/15/2013
08:31

103886155

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 35 S 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH5 0 0 S 12 :

6 1100 0 0 0 0$ 1301111REAR END, SLOW OR STOP10/29/2013
11:59

103892109

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 N 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 N 112 :

7 1500 0 0 0 0$ 3011810ANIMAL11/03/2013
18:40

103929033

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 30 N 4 171 :

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Road
Ch Ci

Trfc Ctl
Dv Op

Condition
WLR

Injuries
CBAF

Total
DamageAccident TypeDateCrash ID

Acc
No

8 4500 0 0 0 3$ 1301211REAR END, SLOW OR STOP12/14/2013
09:50

103969736

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 25 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 N 12 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 N 13 :

9 2500 0 0 0 0$ 1301111REAR END, SLOW OR STOP01/08/2014
14:53

103962562

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 NE 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 NE 112 :

10 13500 0 0 0 1$ 1303111REAR END, SLOW OR STOP02/01/2014
13:56

103996494

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 40 NE 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 40 NE 42 :

11 0 0 0 0 3$ 01141REAR END, SLOW OR STOP02/28/2014
19:08

104016629

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 S 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 45 S 112 :

12 3400 0 0 0 0$ 1301111REAR END, SLOW OR STOP07/17/2014
08:42

104109391

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH5 0 30 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 35 N 42 :

13 7400 0 0 0 5$ 1301313REAR END, SLOW OR STOP11/17/2014
11:24

104231290

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 0 NE 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 NE 42 :

14 4000 0 0 0 0$ 1301111REAR END, SLOW OR STOP12/11/2014
12:44

104247768

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 N 112 :

15 5000 0 0 0 3$ 2001111REAR END, SLOW OR STOP12/12/2014
10:54

104262186

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH2 0 40 S 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 S 112 :

16 15000 0 0 0 3$ 1301111ANGLE12/19/2014
11:37

104263413

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH5 0 0 W 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 0 W 12 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 W 13 :

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Road
Ch Ci

Trfc Ctl
Dv Op

Condition
WLR

Injuries
CBAF

Total
DamageAccident TypeDateCrash ID

Acc
No

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH5 0 35 W 44 :

17 5200 0 0 0 0$ 001111REAR END, SLOW OR STOP12/26/2014
14:15

104268452

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 25 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH3 0 20 N 112 :

18 4750 0 0 0 0$ 1301322REAR END, SLOW OR STOP01/23/2015
17:29

104333648

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 S 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 S 112 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 S 113 :

19 6000 0 0 0 0$ 1301111LEFT TURN, DIFFERENT
ROADWAYS

02/03/2015
15:15

104355711

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 SW 81 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 45 NE 42 :

20 5500 0 0 0 0$ 001141REAR END, SLOW OR STOP03/14/2015
21:45

104363016

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 7 0 N 12 :

21 2500 0 0 0 0$ 1301111LEFT TURN, DIFFERENT
ROADWAYS

05/28/2015
15:14

104422003

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH14 0 40 N 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 15 E 82 :

22 4950 0 0 0 0$ 001111REAR END, SLOW OR STOP06/10/2015
15:27

104409261

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 5 S 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 30 S 42 :

23 6000 0 0 0 0$ 1301111REAR END, SLOW OR STOP07/26/2015
07:41

104445814

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 15 S 121 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 0 S 122 :

24 6600 0 0 0 0$ 1301111REAR END, SLOW OR STOP10/20/2015
09:54

104537963

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 NE 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 NE 12 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 25 NE 43 :

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Road
Ch Ci

Trfc Ctl
Dv Op

Condition
WLR

Injuries
CBAF

Total
DamageAccident TypeDateCrash ID

Acc
No

25 1100 0 0 0 0$ 001342REAR END, SLOW OR STOP11/30/2015
16:55

104610696

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 NE 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 10 NE 42 :

26 2700 0 0 0 0$ 1303111REAR END, SLOW OR STOP01/29/2016
13:53

104662177

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 NE 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 NE 12 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 NE 13 :

27 900 0 0 0 1$ 1301111REAR END, SLOW OR STOP09/12/2016
16:23

104880146

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH2 0 0 S 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 5 S 122 :

28 17000 0 0 2 2$ 1301111ANGLE12/02/2016
14:53

104976378

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 45 E 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 10 N 42 :

29 2000 0 0 1 0$ 1303212LEFT TURN, SAME ROADWAY12/12/2016
10:54

104965641

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH3 0 40 E 81 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH20 0 55 N 42 :

30 3400 0 0 0 0$ 1303111REAR END, SLOW OR STOP01/13/2017
13:15

105001604

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 50 NE 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 50 NE 42 :

31 1500 0 0 0 0$ 1301212LEFT TURN, DIFFERENT
ROADWAYS

01/23/2017
08:38

105001423

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 5 N 81 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 40 N 42 :

32 8000 0 0 0 1$ 13011110REAR END, SLOW OR STOP03/16/2017
17:35

105045652

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 10 S 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 0 S 12 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 S 13 :

33 8000 0 0 0 0$ 1301111RIGHT TURN, DIFFERENT
ROADWAYS

07/01/2017
18:06

105156481

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 45 E 71 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 0 W 12 :

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Road
Ch Ci

Trfc Ctl
Dv Op

Condition
WLR

Injuries
CBAF

Total
DamageAccident TypeDateCrash ID

Acc
No

34 500 0 0 0 1$ 1301111REAR END, SLOW OR STOP08/02/2017
12:18

105184358

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH32 7 10 S 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 S 12 :

35 3800 0 0 0 0$ 1301111REAR END, SLOW OR STOP09/21/2017
12:22

105236935

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 45 NW 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 20 NW 112 :

36 1800 0 0 0 0$ 1301342REAR END, SLOW OR STOP10/07/2017
20:08

105255091

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 20 N 11 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 15 N 42 :

37 4000 0 0 0 2$ 01211RAN OFF ROAD - LEFT12/18/2017
13:51

105339120

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 40 NE 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 30 NE 112 :

38 5100 0 0 0 0$ 0312REAR END, SLOW OR STOP03/12/2018
12:35

105431676

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 0 N 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH2 0 0 N 42 :

39 5000 0 0 0 0$ 1301141REAR END, SLOW OR STOP03/14/2018
21:23

105431679

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 25 SW 41 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH4 0 10 SW 42 :

40 2000 0 0 0 0$ 1301222REAR END, SLOW OR STOP05/17/2018
20:09

105484876

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH1 0 45 N 111 :

Unit Alchl/Drgs: Dir: Veh Mnvr / Ped Actn: Obj Strk:Speed: MPH31 0 45 N 42 :

Legend for
Report Details:

Acc No - Accident Number
Injuries: F - Fatal, A - Class A, B - Class B, C - Class C
Condition: R - Road Surface, L - Ambient Light, W - Weather
Rd Ch - Road Character
Rd Ci - Roadway Contributing Circumstances
Trfc Ctl - Traffic Control: Dv - Device, Op - Operating
Alchl/Drgs - Alcohol Drugs Suspected
Veh Mnvr/Ped Actn - Vehicle Maneuver/Pedestrian Action
Obj Strk - Object Struck

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Summary Statistics

High Level Crash Summary

Crash Type
Number of
Crashes

Percent
of Total

40 100.00Total Crashes

0 0.00Fatal Crashes

13 32.50Non-Fatal Injury Crashes

13 32.50Total Injury Crashes

27 67.50Property Damage Only Crashes

6 15.00Night Crashes

9 22.50Wet Crashes

0 0.00Alcohol/Drugs Involvement Crashes

Crash Severity Summary

Crash Type
Number of
Crashes

Percent 
of Total
100.0040Total Crashes

0.000Fatal Crashes

0.000Class A Crashes

5.002Class B Crashes

27.5011Class C Crashes

67.5027Property Damage Only Crashes

Vehicle Exposure Statistics

51800Annual ADT =

94.59 (MEV)Total Vehicle Exposure =

Crash Rate
Crashes Per 100 Million

Vehicles Entered
Total Crash Rate 42.29

Fatal Crash Rate 0.00

Non Fatal Crash Rate 13.74

Night Crash Rate 6.34

Wet Crash Rate 9.52

EPDO Rate 143.99

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Miscellaneous Statistics

3.40Severity Index =

136.20EPDO Crash Index =

180750.00Estimated Property Damage Total = $

Accident Type Summary

Accident Type
Number of
Crashes

Percent
of Total

ANGLE 2 5.00

ANIMAL 1 2.50

LEFT TURN, DIFFERENT ROADWAYS 3 7.50

LEFT TURN, SAME ROADWAY 1 2.50

RAN OFF ROAD - LEFT 1 2.50

REAR END, SLOW OR STOP 30 75.00

RIGHT TURN, DIFFERENT ROADWAYS 1 2.50

RIGHT TURN, SAME ROADWAY 1 2.50

Injury Summary

Percent
of Total

Number of
InjuriesInjury Type

Fatal Injuries 0 0.00

Class A Injuries 0 0.00

Class B Injuries 3 10.00

Class C Injuries 27 90.00

Total Non-Fatal Injuries 30 100.00

Total Injuries 30 100.00

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Monthly Summary

Month
Number of
Crashes

Percent
of Total

Jan 5 12.50

Feb 3 7.50

Mar 4 10.00

Apr 0 0.00

May 2 5.00

Jun 3 7.50

Jul 3 7.50

Aug 3 7.50

Sep 2 5.00

Oct 4 10.00

Nov 3 7.50

Dec 8 20.00

Daily Summary

Number of
CrashesDay

Percent
of Total

Mon 7 17.50

Tue 4 10.00

Wed 4 10.00

Thu 8 20.00

Fri 9 22.50

Sat 6 15.00

Sun 2 5.00

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Hourly Summary

Number of
CrashesHour

Percent
of Total

0000-0059 0 0.00

0100-0159 0 0.00

0200-0259 0 0.00

0300-0359 0 0.00

0400-0459 0 0.00

0500-0559 0 0.00

0600-0659 0 0.00

0700-0759 1 2.50

0800-0859 3 7.50

0900-0959 3 7.50

1000-1059 2 5.00

1100-1159 3 7.50

1200-1259 4 10.00

1300-1359 4 10.00

1400-1459 3 7.50

1500-1559 4 10.00

1600-1659 2 5.00

1700-1759 3 7.50

1800-1859 2 5.00

1900-1959 1 2.50

2000-2059 2 5.00

2100-2159 3 7.50

2200-2259 0 0.00

2300-2359 0 0.00

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Light and Road Conditions Summary

Condition Dry Wet Other Total

Day 26 4 1 31

Dark 3 3 0 6

Other 0 2 1 3

Total 29 9 2 40

Object Struck Summary

Object Type
Times
Struck

Percent
of Total

ANIMAL 1 100.00

Vehicle Type Summary

Number
Involved

Percent
of TotalVehicle Type

LIGHT TRUCK (MINI-VAN, PANEL) 2 2.27

MOTORCYCLE 1 1.14

PASSENGER CAR 51 57.95

PICKUP 4 4.55

POLICE 1 1.14

SPORT UTILITY 22 25.00

TRACTOR/SEMI-TRAILER 1 1.14

UNKNOWN 1 1.14

VAN 5 5.68

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Accident Totals

Yearly Totals Summary

Year
Total

Accidents
Fatal

Accidents
Injury

Accidents
Property Damage
Only Accidents

2013 8 0 2 6

2014 9 0 5 4

2015 8 0 0 8

2016 4 0 3 1

2017 8 0 3 5

2018 3 0 0 3

Total 40 0 13 27

Injury Totals

Year Fatal Injuries
Class A, B,
or C Injuries

2013 0 5

2014 0 15

2015 0 0

2016 0 6

2017 0 4

2018 0 0

Total 0 30

Miscellaneous Totals

Year Property Damage EPDO Index

22.802013 21650$

46.002014 56000$

8.002015 37400$

26.202016 22600$

30.202017 31000$

3.002018 12100$

136.20Total 180750$

Type of Accident Totals

Year Left Turn Right Turn Rear End
Run Off Road &

Fixed Object Side Swipe OtherAngle

2013 0 1 6 0 0 10

2014 0 0 8 0 0 01

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Year Left Turn Right Turn Rear End
Run Off Road &

Fixed Object Side Swipe OtherAngle

2015 2 0 6 0 0 00

2016 1 0 2 0 0 01

2017 1 1 5 1 0 00

2018 0 0 3 0 0 00

Total 4 2 30 1 0 12

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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North Carolina Department of Transportation
Traffic Engineering Accident Analysis System

Intersection Analysis Report

Study Criteria Summary

ORANGE All and Rural

Laurel Hill Road at Fern Lane

Date:

County: City:

Location:
to7/1/2013 6/30/2018 Study: 41000053439

Report Details

TIP No. B/C Cf. ADT ADT RouteStudy Name Log No. PH No. K/A Cf.

Request Date Courier Service Phone No. Ext. Fax No.

Location Text

County

Code Div.

Municipality

CodeNameName Y-Line Ft. Begin Date End Date Years

Requestor

41000053439 76.8 8.4 300

Consultant On Call Crash Analysis RequestLaurel Hill Road at Fern Lane

ORANGE 68 7 All and Rural 150 7/1/2013 6/30/2018 5.00

Study Criteria

CodeName

Fiche Roads

LAUREL HILL 50017190

FERN 50010394

Name NameCodeCode
Intersection Road Combinations

50010394FERN 50017190 LAUREL HILL

08/01/2018 All data presented in this report comes explicitly from the Traffic Engineering Accident Analysis
System based upon various input criteria provided by the report's creator. The onus is strictly upon the user of this

report to exercise due diligence in interpreting and further representing this data.
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

- - -

- - -

- - -

- - -

- - -

- - -

- - -

- - -

- - -

0 0 0

19 15 34

10 13 23

18 26 44

19 14 33

14 10 24

10 11 21

11 14 25

13 14 27

9 14 23

4 5 9

3 9 12

3 5 8

3 1 4

2 2 4

138 153 291

09:57 - 10:56 10:22 - 11:21 10:00 - 10:59

19 17 34

12:33 - 13:32 12:17 - 13:16 12:33 - 13:32

26 29 54
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

1 1 2

0 0 0

2 0 2

0 0 0

2 1 3

3 0 3

4 3 7

24 16 40

25 19 44

10 7 17

9 8 17

14 15 29

23 13 36

19 20 39

12 14 26

18 8 26

10 28 38

24 9 33

22 8 30

1 10 11

2 10 12

1 5 6

1 3 4

0 1 1

227 199 426

07:22 - 08:21 07:34 - 08:33 07:21 - 08:20

33 25 56

17:17 - 18:16 15:58 - 16:57 12:34 - 13:33

26 28 45

Page 2



Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

0 0 0

1 0 1

1 0 1

0 0 0

2 1 3

3 0 3

3 4 7

25 24 49

13 11 24

22 8 30

11 13 24

7 14 21

19 10 29

15 14 29

12 12 24

13 11 24

16 24 40

24 18 42

9 6 15

8 9 17

3 6 9

5 7 12

2 0 2

1 2 3

215 194 409

07:21 - 08:20 07:12 - 08:11 07:19 - 08:18

26 27 52

16:40 - 17:39 16:41 - 17:40 16:41 - 17:40

29 31 60
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

0 0 0

1 1 2

1 1 2

0 0 0

1 0 1

2 1 3

5 1 6

29 17 46

9 16 25

17 11 28

15 14 29

22 13 35

13 14 27

18 10 28

18 14 32

14 19 33

24 15 39

18 13 31

14 11 25

9 16 25

3 7 10

0 0 0

0 1 1

2 0 2

235 195 430

07:02 - 08:01 07:40 - 08:39 07:18 - 08:17

31 25 50

16:20 - 17:19 15:09 - 16:08 15:30 - 16:29

27 21 44
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

0 0 0

1 0 1

0 0 0

0 1 1

1 0 1

2 0 2

4 3 7

22 16 38

14 20 34

12 13 25

18 17 35

22 14 36

12 14 26

25 11 36

15 22 37

16 17 33

18 25 43

24 12 36

13 18 31

6 16 22

3 9 12

1 2 3

1 0 1

3 0 3

233 230 463

06:56 - 07:55 07:36 - 08:35 07:08 - 08:07

23 26 44

13:00 - 13:59 15:57 - 16:56 16:07 - 17:06

25 26 46
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

1 1 2

0 0 0

1 0 1

0 0 0

1 0 1

5 0 5

2 6 8

28 14 42

16 5 21

8 17 25

14 7 21

18 9 27

13 11 24

13 10 23

18 15 33

12 17 29

19 16 35

16 13 29

22 16 38

6 12 18

4 12 16

1 8 9

3 7 10

1 1 2

222 197 419

06:58 - 07:57 09:00 - 09:59 06:56 - 07:55

28 17 42

17:17 - 18:16 15:13 - 16:12 17:15 - 18:14

26 22 43
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

1 2 3

4 0 4

1 0 1

1 0 1

0 0 0

1 0 1

4 0 4

4 1 5

12 6 18

17 6 23

16 18 34

17 11 28

9 13 22

14 6 20

10 16 26

20 16 36

16 15 31

15 9 24

12 20 32

6 11 17

5 2 7

3 6 9

2 2 4

0 4 4

190 164 354

08:37 - 09:36 09:43 - 10:42 10:35 - 11:34

21 19 35

15:16 - 16:15 18:20 - 19:19 15:16 - 16:15

22 22 42
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Vehicle Volume Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

Southbound

Volume

Northbound

Volume

Total

Volume

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

AM Peak Time

AM Peak Volume

PM Peak Time

PM Peak Volume

0 0 0

0 1 1

0 0 0

1 0 1

0 0 0

0 0 0

2 0 2

9 0 9

3 11 14

14 11 25

3 1 4

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

32 24 56

09:04 - 10:03 08:34 - 09:33 09:04 - 10:03

17 18 27

N/A N/A N/A

0 0 0
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 18 0 0 1 0 0 0 0 0 0 0 0 19

2 8 0 0 0 0 0 0 0 0 0 0 0 10

0 18 0 0 0 0 0 0 0 0 0 0 0 18

0 18 0 0 1 0 0 0 0 0 0 0 0 19

0 14 0 0 0 0 0 0 0 0 0 0 0 14

1 6 2 0 1 0 0 0 0 0 0 0 0 10

2 8 0 0 1 0 0 0 0 0 0 0 0 11

0 12 0 0 1 0 0 0 0 0 0 0 0 13

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 2 0 0 0 0 0 0 0 0 0 0 0 2

5 126 2 0 5 0 0 0 0 0 0 0 0 138

3.6 91.3 1.4 0.0 3.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

6.9 89.7 0.0 0.0 3.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.8 91.7 1.8 0.0 3.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 5 % Trucks: 3.6 AM % Trucks: 3.4 PM % Trucks: 3.7
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 3 0 1 0 0 0 0 0 0 0 0 0 4

0 19 2 3 0 0 0 0 0 0 0 0 0 24

0 20 1 0 4 0 0 0 0 0 0 0 0 25

0 8 2 0 0 0 0 0 0 0 0 0 0 10

1 5 0 0 3 0 0 0 0 0 0 0 0 9

0 10 2 0 2 0 0 0 0 0 0 0 0 14

1 18 4 0 0 0 0 0 0 0 0 0 0 23

2 12 3 0 2 0 0 0 0 0 0 0 0 19

0 10 1 0 1 0 0 0 0 0 0 0 0 12

1 11 1 1 4 0 0 0 0 0 0 0 0 18

0 8 2 0 0 0 0 0 0 0 0 0 0 10

1 19 2 0 2 0 0 0 0 0 0 0 0 24

5 14 1 0 1 0 1 0 0 0 0 0 0 22

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

11 170 21 5 19 0 1 0 0 0 0 0 0 227

4.8 74.9 9.3 2.2 8.4 0.0 0.4 0.0 0.0 0.0 0.0 0.0 0.0 100

1.1 77.7 7.4 4.3 9.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

7.5 72.9 10.5 0.8 7.5 0.0 0.8 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 25 % Trucks: 11.0 AM % Trucks: 13.8 PM % Trucks: 9.0
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 1 1 1 0 0 0 0 0 0 0 0 0 3

0 19 0 3 2 1 0 0 0 0 0 0 0 25

0 11 1 0 1 0 0 0 0 0 0 0 0 13

1 18 0 0 3 0 0 0 0 0 0 0 0 22

1 8 1 0 1 0 0 0 0 0 0 0 0 11

0 5 1 0 1 0 0 0 0 0 0 0 0 7

1 13 2 0 3 0 0 0 0 0 0 0 0 19

0 13 1 0 1 0 0 0 0 0 0 0 0 15

2 10 0 0 0 0 0 0 0 0 0 0 0 12

1 10 0 1 1 0 0 0 0 0 0 0 0 13

0 11 3 0 2 0 0 0 0 0 0 0 0 16

2 19 2 0 1 0 0 0 0 0 0 0 0 24

2 7 0 0 0 0 0 0 0 0 0 0 0 9

1 7 0 0 0 0 0 0 0 0 0 0 0 8

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 4 0 0 1 0 0 0 0 0 0 0 0 5

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 1 0 0 0 0 0 0 0 0 0 0 0 1

11 169 12 5 17 1 0 0 0 0 0 0 0 215

5.1 78.6 5.6 2.3 7.9 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.3 78.4 4.5 4.5 9.1 1.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

7.1 78.7 6.3 0.8 7.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 23 % Trucks: 10.7 AM % Trucks: 14.8 PM % Trucks: 7.9
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 3 0 1 1 0 0 0 0 0 0 0 0 5

1 22 3 2 1 0 0 0 0 0 0 0 0 29

0 8 0 1 0 0 0 0 0 0 0 0 0 9

0 14 1 0 2 0 0 0 0 0 0 0 0 17

1 11 1 0 2 0 0 0 0 0 0 0 0 15

1 17 1 0 3 0 0 0 0 0 0 0 0 22

1 7 2 0 3 0 0 0 0 0 0 0 0 13

0 15 1 0 2 0 0 0 0 0 0 0 0 18

1 13 3 0 1 0 0 0 0 0 0 0 0 18

0 9 3 1 1 0 0 0 0 0 0 0 0 14

2 17 3 0 2 0 0 0 0 0 0 0 0 24

0 17 1 0 0 0 0 0 0 0 0 0 0 18

2 12 0 0 0 0 0 0 0 0 0 0 0 14

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 0 0 0 0 0 0 0 0 0 0 0 2

9 184 19 5 18 0 0 0 0 0 0 0 0 235

3.8 78.3 8.1 2.1 7.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.9 78.4 5.9 3.9 8.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

4.5 78.2 9.8 0.8 6.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 23 % Trucks: 9.8 AM % Trucks: 12.7 PM % Trucks: 7.5
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 2 0 1 0 1 0 0 0 0 0 0 0 4

0 16 1 3 2 0 0 0 0 0 0 0 0 22

0 12 1 0 1 0 0 0 0 0 0 0 0 14

0 7 1 0 4 0 0 0 0 0 0 0 0 12

0 12 1 0 4 0 1 0 0 0 0 0 0 18

0 16 3 0 3 0 0 0 0 0 0 0 0 22

2 9 0 0 1 0 0 0 0 0 0 0 0 12

0 19 4 0 2 0 0 0 0 0 0 0 0 25

0 11 2 0 2 0 0 0 0 0 0 0 0 15

1 10 2 1 2 0 0 0 0 0 0 0 0 16

0 14 4 0 0 0 0 0 0 0 0 0 0 18

0 24 0 0 0 0 0 0 0 0 0 0 0 24

1 10 1 0 1 0 0 0 0 0 0 0 0 13

0 6 0 0 0 0 0 0 0 0 0 0 0 6

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 3 0 0 0 0 0 0 0 0 0 0 0 3

4 180 20 5 22 1 1 0 0 0 0 0 0 233

1.7 77.3 8.6 2.1 9.4 0.4 0.4 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 71.9 7.3 4.2 14.6 1.0 1.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.9 81.0 9.5 0.7 5.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 29 % Trucks: 12.4 AM % Trucks: 20.8 PM % Trucks: 6.6

Page 5



Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 4 0 0 1 0 0 0 0 0 0 0 0 5

0 1 0 1 0 0 0 0 0 0 0 0 0 2

0 20 4 3 1 0 0 0 0 0 0 0 0 28

1 13 2 0 0 0 0 0 0 0 0 0 0 16

1 4 3 0 0 0 0 0 0 0 0 0 0 8

0 11 2 0 1 0 0 0 0 0 0 0 0 14

1 11 2 0 4 0 0 0 0 0 0 0 0 18

0 13 0 0 0 0 0 0 0 0 0 0 0 13

0 10 1 0 2 0 0 0 0 0 0 0 0 13

1 14 2 0 1 0 0 0 0 0 0 0 0 18

2 6 2 1 1 0 0 0 0 0 0 0 0 12

0 19 0 0 0 0 0 0 0 0 0 0 0 19

0 15 1 0 0 0 0 0 0 0 0 0 0 16

2 19 1 0 0 0 0 0 0 0 0 0 0 22

0 6 0 0 0 0 0 0 0 0 0 0 0 6

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 1 0 0 0 0 0 0 0 0 0 0 0 1

8 178 20 5 11 0 0 0 0 0 0 0 0 222

3.6 80.2 9.0 2.3 5.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.2 71.3 13.8 4.3 7.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.9 86.7 5.5 0.8 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 16 % Trucks: 7.2 AM % Trucks: 11.7 PM % Trucks: 3.9
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 3 1 0 0 0 0 0 0 0 0 0 0 4

0 3 1 0 0 0 0 0 0 0 0 0 0 4

1 10 0 0 1 0 0 0 0 0 0 0 0 12

0 16 0 0 0 1 0 0 0 0 0 0 0 17

0 15 1 0 0 0 0 0 0 0 0 0 0 16

0 16 0 0 1 0 0 0 0 0 0 0 0 17

1 8 0 0 0 0 0 0 0 0 0 0 0 9

0 13 0 0 1 0 0 0 0 0 0 0 0 14

0 9 0 0 1 0 0 0 0 0 0 0 0 10

0 19 1 0 0 0 0 0 0 0 0 0 0 20

0 15 1 0 0 0 0 0 0 0 0 0 0 16

1 14 0 0 0 0 0 0 0 0 0 0 0 15

0 12 0 0 0 0 0 0 0 0 0 0 0 12

0 5 0 0 1 0 0 0 0 0 0 0 0 6

0 5 0 0 0 0 0 0 0 0 0 0 0 5

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

3 176 5 0 5 1 0 0 0 0 0 0 0 190

1.6 92.6 2.6 0.0 2.6 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.3 91.0 3.8 0.0 2.6 1.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.8 93.8 1.8 0.0 2.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 6 % Trucks: 3.2 AM % Trucks: 3.8 PM % Trucks: 2.7
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 1 0 0 0 0 0 0 0 0 0 0 0 2

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 3 0 0 0 0 0 0 0 0 0 0 0 3

1 13 0 0 0 0 0 0 0 0 0 0 0 14

0 2 0 0 1 0 0 0 0 0 0 0 0 3

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

2 29 0 0 1 0 0 0 0 0 0 0 0 32

6.3 90.6 0.0 0.0 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

6.3 90.6 0.0 0.0 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 1 % Trucks: 3.1 AM % Trucks: 3.1 PM % Trucks: 0.0
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 14 1 0 0 0 0 0 0 0 0 0 0 15

0 13 0 0 0 0 0 0 0 0 0 0 0 13

0 25 1 0 0 0 0 0 0 0 0 0 0 26

1 11 1 0 1 0 0 0 0 0 0 0 0 14

0 9 1 0 0 0 0 0 0 0 0 0 0 10

0 10 0 0 1 0 0 0 0 0 0 0 0 11

0 13 0 0 1 0 0 0 0 0 0 0 0 14

1 12 0 0 1 0 0 0 0 0 0 0 0 14

0 12 1 0 1 0 0 0 0 0 0 0 0 14

0 5 0 0 0 0 0 0 0 0 0 0 0 5

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 5 0 0 0 0 0 0 0 0 0 0 0 5

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 2 0 0 0 0 0 0 0 0 0 0 0 2

2 141 5 0 5 0 0 0 0 0 0 0 0 153

1.3 92.2 3.3 0.0 3.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 96.4 3.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.6 91.2 3.2 0.0 4.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 5 % Trucks: 3.3 AM % Trucks: 0.0 PM % Trucks: 4.0
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 3 0 0 0 0 0 0 0 0 0 0 0 3

1 14 0 0 1 0 0 0 0 0 0 0 0 16

0 17 1 0 1 0 0 0 0 0 0 0 0 19

0 5 2 0 0 0 0 0 0 0 0 0 0 7

0 7 0 0 1 0 0 0 0 0 0 0 0 8

0 11 3 0 1 0 0 0 0 0 0 0 0 15

0 12 1 0 0 0 0 0 0 0 0 0 0 13

0 13 3 0 4 0 0 0 0 0 0 0 0 20

0 12 0 2 0 0 0 0 0 0 0 0 0 14

0 7 0 0 1 0 0 0 0 0 0 0 0 8

0 24 2 1 1 0 0 0 0 0 0 0 0 28

0 7 1 0 1 0 0 0 0 0 0 0 0 9

0 6 2 0 0 0 0 0 0 0 0 0 0 8

0 10 0 0 0 0 0 0 0 0 0 0 0 10

0 10 0 0 0 0 0 0 0 0 0 0 0 10

1 4 0 0 0 0 0 0 0 0 0 0 0 5

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 1 0 0 0 0 0 0 0 0 0 0 0 1

2 168 15 3 11 0 0 0 0 0 0 0 0 199

1.0 84.4 7.5 1.5 5.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.4 84.3 8.6 0.0 5.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.8 84.5 7.0 2.3 5.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 14 % Trucks: 7.0 AM % Trucks: 5.7 PM % Trucks: 7.8
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 4 0 0 0 0 0 0 0 0 0 0 0 4

1 21 2 0 0 0 0 0 0 0 0 0 0 24

1 7 1 0 2 0 0 0 0 0 0 0 0 11

0 7 1 0 0 0 0 0 0 0 0 0 0 8

0 10 3 0 0 0 0 0 0 0 0 0 0 13

0 12 2 0 0 0 0 0 0 0 0 0 0 14

0 8 1 0 1 0 0 0 0 0 0 0 0 10

0 13 1 0 0 0 0 0 0 0 0 0 0 14

0 8 2 2 0 0 0 0 0 0 0 0 0 12

0 9 2 0 0 0 0 0 0 0 0 0 0 11

2 21 0 1 0 0 0 0 0 0 0 0 0 24

1 16 1 0 0 0 0 0 0 0 0 0 0 18

0 5 1 0 0 0 0 0 0 0 0 0 0 6

0 8 1 0 0 0 0 0 0 0 0 0 0 9

1 5 0 0 0 0 0 0 0 0 0 0 0 6

0 7 0 0 0 0 0 0 0 0 0 0 0 7

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 0 0 0 0 0 0 0 0 0 0 0 2

6 163 19 3 3 0 0 0 0 0 0 0 0 194

3.1 84.0 9.8 1.5 1.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.7 81.3 13.3 0.0 2.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.4 85.7 7.6 2.5 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 6 % Trucks: 3.1 AM % Trucks: 2.7 PM % Trucks: 3.4
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 16 1 0 0 0 0 0 0 0 0 0 0 17

0 14 1 0 1 0 0 0 0 0 0 0 0 16

0 9 1 0 1 0 0 0 0 0 0 0 0 11

0 10 2 0 2 0 0 0 0 0 0 0 0 14

0 11 1 1 0 0 0 0 0 0 0 0 0 13

0 11 2 0 1 0 0 0 0 0 0 0 0 14

0 7 3 0 0 0 0 0 0 0 0 0 0 10

0 10 2 2 0 0 0 0 0 0 0 0 0 14

0 18 0 0 1 0 0 0 0 0 0 0 0 19

0 13 1 1 0 0 0 0 0 0 0 0 0 15

0 12 0 0 1 0 0 0 0 0 0 0 0 13

0 10 1 0 0 0 0 0 0 0 0 0 0 11

0 15 0 0 1 0 0 0 0 0 0 0 0 16

0 7 0 0 0 0 0 0 0 0 0 0 0 7

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 167 15 4 9 0 0 0 0 0 0 0 0 195

0.0 85.6 7.7 2.1 4.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 84.0 8.0 1.3 6.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 86.7 7.5 2.5 3.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 13 % Trucks: 6.7 AM % Trucks: 8.0 PM % Trucks: 5.8
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 1 0 0 0 0 0 0 0 0 0 0 3

0 14 1 0 0 1 0 0 0 0 0 0 0 16

0 14 5 0 1 0 0 0 0 0 0 0 0 20

0 9 3 0 1 0 0 0 0 0 0 0 0 13

0 12 3 0 2 0 0 0 0 0 0 0 0 17

0 10 2 0 2 0 0 0 0 0 0 0 0 14

0 11 1 0 2 0 0 0 0 0 0 0 0 14

0 9 2 0 0 0 0 0 0 0 0 0 0 11

0 15 4 2 1 0 0 0 0 0 0 0 0 22

0 13 3 0 1 0 0 0 0 0 0 0 0 17

2 19 3 1 0 0 0 0 0 0 0 0 0 25

0 9 3 0 0 0 0 0 0 0 0 0 0 12

0 15 1 0 2 0 0 0 0 0 0 0 0 18

0 15 1 0 0 0 0 0 0 0 0 0 0 16

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

2 179 33 3 12 1 0 0 0 0 0 0 0 230

0.9 77.8 14.3 1.3 5.2 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 73.8 17.9 0.0 7.1 1.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.4 80.1 12.3 2.1 4.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 16 % Trucks: 7.0 AM % Trucks: 8.3 PM % Trucks: 6.2
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 4 1 0 1 0 0 0 0 0 0 0 0 6

0 12 2 0 0 0 0 0 0 0 0 0 0 14

1 3 1 0 0 0 0 0 0 0 0 0 0 5

0 11 5 0 1 0 0 0 0 0 0 0 0 17

0 4 0 0 2 1 0 0 0 0 0 0 0 7

0 8 1 0 0 0 0 0 0 0 0 0 0 9

0 6 4 0 1 0 0 0 0 0 0 0 0 11

0 9 1 0 0 0 0 0 0 0 0 0 0 10

0 13 0 2 0 0 0 0 0 0 0 0 0 15

0 14 3 0 0 0 0 0 0 0 0 0 0 17

0 14 0 1 1 0 0 0 0 0 0 0 0 16

1 12 0 0 0 0 0 0 0 0 0 0 0 13

0 15 1 0 0 0 0 0 0 0 0 0 0 16

0 12 0 0 0 0 0 0 0 0 0 0 0 12

0 12 0 0 0 0 0 0 0 0 0 0 0 12

0 8 0 0 0 0 0 0 0 0 0 0 0 8

0 6 0 0 1 0 0 0 0 0 0 0 0 7

0 0 0 0 1 0 0 0 0 0 0 0 0 1

2 164 19 3 8 1 0 0 0 0 0 0 0 197

1.0 83.2 9.6 1.5 4.1 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.7 72.9 16.9 0.0 6.8 1.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.7 87.7 6.5 2.2 2.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 12 % Trucks: 6.1 AM % Trucks: 8.5 PM % Trucks: 5.1
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 5 0 0 1 0 0 0 0 0 0 0 0 6

0 6 0 0 0 0 0 0 0 0 0 0 0 6

0 18 0 0 0 0 0 0 0 0 0 0 0 18

0 10 0 0 1 0 0 0 0 0 0 0 0 11

0 12 0 0 1 0 0 0 0 0 0 0 0 13

0 6 0 0 0 0 0 0 0 0 0 0 0 6

0 15 0 1 0 0 0 0 0 0 0 0 0 16

0 16 0 0 0 0 0 0 0 0 0 0 0 16

0 14 0 0 1 0 0 0 0 0 0 0 0 15

0 8 1 0 0 0 0 0 0 0 0 0 0 9

0 20 0 0 0 0 0 0 0 0 0 0 0 20

0 11 0 0 0 0 0 0 0 0 0 0 0 11

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 6 0 0 0 0 0 0 0 0 0 0 0 6

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 157 2 1 4 0 0 0 0 0 0 0 0 164

0.0 95.7 1.2 0.6 2.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 93.2 2.3 0.0 4.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 96.7 0.8 0.8 1.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 5 % Trucks: 3.0 AM % Trucks: 4.5 PM % Trucks: 2.5
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 9 2 0 0 0 0 0 0 0 0 0 0 11

0 11 0 0 0 0 0 0 0 0 0 0 0 11

0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 20 3 0 1 0 0 0 0 0 0 0 0 24

0.0 83.3 12.5 0.0 4.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 83.3 12.5 0.0 4.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 1 % Trucks: 4.2 AM % Trucks: 4.2 PM % Trucks: 0.0
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 32 1 0 1 0 0 0 0 0 0 0 0 34

2 21 0 0 0 0 0 0 0 0 0 0 0 23

0 43 1 0 0 0 0 0 0 0 0 0 0 44

1 29 1 0 2 0 0 0 0 0 0 0 0 33

0 23 1 0 0 0 0 0 0 0 0 0 0 24

1 16 2 0 2 0 0 0 0 0 0 0 0 21

2 21 0 0 2 0 0 0 0 0 0 0 0 25

1 24 0 0 2 0 0 0 0 0 0 0 0 27

0 21 1 0 1 0 0 0 0 0 0 0 0 23

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 12 0 0 0 0 0 0 0 0 0 0 0 12

0 8 0 0 0 0 0 0 0 0 0 0 0 8

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 4 0 0 0 0 0 0 0 0 0 0 0 4

7 267 7 0 10 0 0 0 0 0 0 0 0 291

2.4 91.8 2.4 0.0 3.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.5 93.0 1.8 0.0 1.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.1 91.5 2.6 0.0 3.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 10 % Trucks: 3.4 AM % Trucks: 1.8 PM % Trucks: 3.8
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 6 0 1 0 0 0 0 0 0 0 0 0 7

1 33 2 3 1 0 0 0 0 0 0 0 0 40

0 37 2 0 5 0 0 0 0 0 0 0 0 44

0 13 4 0 0 0 0 0 0 0 0 0 0 17

1 12 0 0 4 0 0 0 0 0 0 0 0 17

0 21 5 0 3 0 0 0 0 0 0 0 0 29

1 30 5 0 0 0 0 0 0 0 0 0 0 36

2 25 6 0 6 0 0 0 0 0 0 0 0 39

0 22 1 2 1 0 0 0 0 0 0 0 0 26

1 18 1 1 5 0 0 0 0 0 0 0 0 26

0 32 4 1 1 0 0 0 0 0 0 0 0 38

1 26 3 0 3 0 0 0 0 0 0 0 0 33

5 20 3 0 1 0 1 0 0 0 0 0 0 30

0 11 0 0 0 0 0 0 0 0 0 0 0 11

0 12 0 0 0 0 0 0 0 0 0 0 0 12

1 5 0 0 0 0 0 0 0 0 0 0 0 6

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 1 0 0 0 0 0 0 0 0 0 0 0 1

13 338 36 8 30 0 1 0 0 0 0 0 0 426

3.1 79.3 8.5 1.9 7.0 0.0 0.2 0.0 0.0 0.0 0.0 0.0 0.0 100

1.2 80.5 7.9 2.4 7.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

4.2 78.6 8.8 1.5 6.5 0.0 0.4 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 39 % Trucks: 9.2 AM % Trucks: 10.4 PM % Trucks: 8.4
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 1 0 0 0 0 0 0 0 0 0 0 3

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 5 1 1 0 0 0 0 0 0 0 0 0 7

1 40 2 3 2 1 0 0 0 0 0 0 0 49

1 18 2 0 3 0 0 0 0 0 0 0 0 24

1 25 1 0 3 0 0 0 0 0 0 0 0 30

1 18 4 0 1 0 0 0 0 0 0 0 0 24

0 17 3 0 1 0 0 0 0 0 0 0 0 21

1 21 3 0 4 0 0 0 0 0 0 0 0 29

0 26 2 0 1 0 0 0 0 0 0 0 0 29

2 18 2 2 0 0 0 0 0 0 0 0 0 24

1 19 2 1 1 0 0 0 0 0 0 0 0 24

2 32 3 1 2 0 0 0 0 0 0 0 0 40

3 35 3 0 1 0 0 0 0 0 0 0 0 42

2 12 1 0 0 0 0 0 0 0 0 0 0 15

1 15 1 0 0 0 0 0 0 0 0 0 0 17

1 8 0 0 0 0 0 0 0 0 0 0 0 9

0 11 0 0 1 0 0 0 0 0 0 0 0 12

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 3 0 0 0 0 0 0 0 0 0 0 0 3

17 332 31 8 20 1 0 0 0 0 0 0 0 409

4.2 81.2 7.6 2.0 4.9 0.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.5 79.8 8.6 2.5 6.1 0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

5.3 82.1 6.9 1.6 4.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 29 % Trucks: 7.1 AM % Trucks: 9.2 PM % Trucks: 5.7
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 1 0 0 0 0 0 0 0 0 2

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 4 0 1 1 0 0 0 0 0 0 0 0 6

1 38 4 2 1 0 0 0 0 0 0 0 0 46

0 22 1 1 1 0 0 0 0 0 0 0 0 25

0 23 2 0 3 0 0 0 0 0 0 0 0 28

1 21 3 0 4 0 0 0 0 0 0 0 0 29

1 28 2 1 3 0 0 0 0 0 0 0 0 35

1 18 4 0 4 0 0 0 0 0 0 0 0 27

0 22 4 0 2 0 0 0 0 0 0 0 0 28

1 23 5 2 1 0 0 0 0 0 0 0 0 32

0 27 3 1 2 0 0 0 0 0 0 0 0 33

2 30 4 1 2 0 0 0 0 0 0 0 0 39

0 29 1 0 1 0 0 0 0 0 0 0 0 31

2 22 1 0 0 0 0 0 0 0 0 0 0 25

0 24 0 0 1 0 0 0 0 0 0 0 0 25

0 10 0 0 0 0 0 0 0 0 0 0 0 10

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 2 0 0 0 0 0 0 0 0 0 0 0 2

9 351 34 9 27 0 0 0 0 0 0 0 0 430

2.1 81.6 7.9 2.1 6.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.7 80.8 6.8 2.8 7.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.4 82.2 8.7 1.6 5.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 36 % Trucks: 8.4 AM % Trucks: 10.7 PM % Trucks: 6.7
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 4 1 1 0 1 0 0 0 0 0 0 0 7

0 30 2 3 2 1 0 0 0 0 0 0 0 38

0 26 6 0 2 0 0 0 0 0 0 0 0 34

0 16 4 0 5 0 0 0 0 0 0 0 0 25

0 24 4 0 6 0 1 0 0 0 0 0 0 35

0 26 5 0 5 0 0 0 0 0 0 0 0 36

2 20 1 0 3 0 0 0 0 0 0 0 0 26

0 28 6 0 2 0 0 0 0 0 0 0 0 36

0 26 6 2 3 0 0 0 0 0 0 0 0 37

1 23 5 1 3 0 0 0 0 0 0 0 0 33

2 33 7 1 0 0 0 0 0 0 0 0 0 43

0 33 3 0 0 0 0 0 0 0 0 0 0 36

1 25 2 0 3 0 0 0 0 0 0 0 0 31

0 21 1 0 0 0 0 0 0 0 0 0 0 22

0 12 0 0 0 0 0 0 0 0 0 0 0 12

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 3 0 0 0 0 0 0 0 0 0 0 0 3

6 359 53 8 34 2 1 0 0 0 0 0 0 463

1.3 77.5 11.4 1.7 7.3 0.4 0.2 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 72.8 12.2 2.2 11.1 1.1 0.6 0.0 0.0 0.0 0.0 0.0 0.0 100

2.1 80.6 11.0 1.4 4.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 45 % Trucks: 9.7 AM % Trucks: 15.0 PM % Trucks: 6.4
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 4 0 0 1 0 0 0 0 0 0 0 0 5

0 5 1 1 1 0 0 0 0 0 0 0 0 8

0 32 6 3 1 0 0 0 0 0 0 0 0 42

2 16 3 0 0 0 0 0 0 0 0 0 0 21

1 15 8 0 1 0 0 0 0 0 0 0 0 25

0 15 2 0 3 1 0 0 0 0 0 0 0 21

1 19 3 0 4 0 0 0 0 0 0 0 0 27

0 19 4 0 1 0 0 0 0 0 0 0 0 24

0 19 2 0 2 0 0 0 0 0 0 0 0 23

1 27 2 2 1 0 0 0 0 0 0 0 0 33

2 20 5 1 1 0 0 0 0 0 0 0 0 29

0 33 0 1 1 0 0 0 0 0 0 0 0 35

1 27 1 0 0 0 0 0 0 0 0 0 0 29

2 34 2 0 0 0 0 0 0 0 0 0 0 38

0 18 0 0 0 0 0 0 0 0 0 0 0 18

0 16 0 0 0 0 0 0 0 0 0 0 0 16

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 9 0 0 1 0 0 0 0 0 0 0 0 10

0 1 0 0 1 0 0 0 0 0 0 0 0 2

10 342 39 8 19 1 0 0 0 0 0 0 0 419

2.4 81.6 9.3 1.9 4.5 0.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.6 71.9 15.0 2.6 7.2 0.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.3 87.2 6.0 1.5 3.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 28 % Trucks: 6.7 AM % Trucks: 10.5 PM % Trucks: 4.5

Page 22



Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 3 0 0 0 0 0 0 0 0 0 0 0 3

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 3 1 0 0 0 0 0 0 0 0 0 0 4

0 3 2 0 0 0 0 0 0 0 0 0 0 5

1 15 0 0 2 0 0 0 0 0 0 0 0 18

0 22 0 0 0 1 0 0 0 0 0 0 0 23

0 33 1 0 0 0 0 0 0 0 0 0 0 34

0 26 0 0 2 0 0 0 0 0 0 0 0 28

1 20 0 0 1 0 0 0 0 0 0 0 0 22

0 19 0 0 1 0 0 0 0 0 0 0 0 20

0 24 0 1 1 0 0 0 0 0 0 0 0 26

0 35 1 0 0 0 0 0 0 0 0 0 0 36

0 29 1 0 1 0 0 0 0 0 0 0 0 31

1 22 1 0 0 0 0 0 0 0 0 0 0 24

0 32 0 0 0 0 0 0 0 0 0 0 0 32

0 16 0 0 1 0 0 0 0 0 0 0 0 17

0 7 0 0 0 0 0 0 0 0 0 0 0 7

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 4 0 0 0 0 0 0 0 0 0 0 0 4

0 4 0 0 0 0 0 0 0 0 0 0 0 4

3 333 7 1 9 1 0 0 0 0 0 0 0 354

0.8 94.1 2.0 0.3 2.5 0.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.8 91.8 3.3 0.0 3.3 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.9 95.3 1.3 0.4 2.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 11 % Trucks: 3.1 AM % Trucks: 4.1 PM % Trucks: 2.6
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Printed: 10/15/2018 at 09:06

TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Classes Report

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11 #12 #13 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 1 0 0 0 0 0 0 0 0 0 0 0 2

0 9 0 0 0 0 0 0 0 0 0 0 0 9

0 12 2 0 0 0 0 0 0 0 0 0 0 14

1 24 0 0 0 0 0 0 0 0 0 0 0 25

0 2 1 0 1 0 0 0 0 0 0 0 0 4

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

2 49 3 0 2 0 0 0 0 0 0 0 0 56

3.6 87.5 5.4 0.0 3.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.6 87.5 5.4 0.0 3.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

#1

#2

#3

#4

#5

Motorcycles - 2 Axles

Passenger Cars - 2 Axles

Pickup Trucks, Vans - 2 Axles

Buses

Single Unit - 2 Axles, 6 Tires

#6

#7

#8

#9

#10

Single Unit Truck - 3 Axles

Single Unit - 4 Axles

Single Unit - 4 Axles or Less

Double Unit - 5 Axles

Double Unit - 6 Axles or More

#11

#12

#13

Multi-Unit - 5 Axles or Less

Multi-Unit - 6 Axles

Multi-Unit - 7 Axles or More

Classification Scheme: FHWA   (ID: 1)

Truck Summary:

Total Trucks: 2 % Trucks: 3.6 AM % Trucks: 3.6 PM % Trucks: 0.0
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

2 0 2 12 3 0 0 0 0 0 0 0 0 0 19

0 0 4 3 3 0 0 0 0 0 0 0 0 0 10

0 1 1 9 6 0 1 0 0 0 0 0 0 0 18

0 1 4 8 6 0 0 0 0 0 0 0 0 0 19

0 0 3 9 2 0 0 0 0 0 0 0 0 0 14

0 0 3 5 2 0 0 0 0 0 0 0 0 0 10

0 0 2 4 2 3 0 0 0 0 0 0 0 0 11

0 1 2 6 3 1 0 0 0 0 0 0 0 0 13

0 0 1 5 1 2 0 0 0 0 0 0 0 0 9

0 0 0 1 3 0 0 0 0 0 0 0 0 0 4

0 0 0 3 0 0 0 0 0 0 0 0 0 0 3

0 0 2 0 1 0 0 0 0 0 0 0 0 0 3

0 0 1 1 1 0 0 0 0 0 0 0 0 0 3

0 0 0 0 1 1 0 0 0 0 0 0 0 0 2

2 3 25 66 34 7 1 0 0 0 0 0 0 0 138

1.4 2.2 18.1 47.8 24.6 5.1 0.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

6.9 0.0 20.7 51.7 20.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 2.8 17.4 46.8 25.7 6.4 0.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.1 MPH

28.0 MPH

Median Speed: 27.9 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 72.5%

85th Percentile: 33.1 MPH

15th Percentile: 23.0 MPH

90th Percentile: 34.1 MPH

95th Percentile: 35.4 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 1 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

0 0 0 1 2 0 0 0 0 0 0 0 0 0 3

0 0 2 1 1 0 0 0 0 0 0 0 0 0 4

0 2 5 9 7 1 0 0 0 0 0 0 0 0 24

1 0 4 7 10 1 2 0 0 0 0 0 0 0 25

0 0 2 3 5 0 0 0 0 0 0 0 0 0 10

1 1 2 3 0 2 0 0 0 0 0 0 0 0 9

1 1 2 5 4 1 0 0 0 0 0 0 0 0 14

1 0 4 9 9 0 0 0 0 0 0 0 0 0 23

0 0 4 10 4 1 0 0 0 0 0 0 0 0 19

0 0 1 5 3 3 0 0 0 0 0 0 0 0 12

0 1 4 5 7 0 1 0 0 0 0 0 0 0 18

0 1 3 3 2 1 0 0 0 0 0 0 0 0 10

0 1 5 10 7 0 1 0 0 0 0 0 0 0 24

0 0 3 14 5 0 0 0 0 0 0 0 0 0 22

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4 7 42 90 69 11 4 0 0 0 0 0 0 0 227

1.8 3.1 18.5 39.6 30.4 4.8 1.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.2 4.3 18.1 33.0 33.0 6.4 2.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.8 2.3 18.8 44.4 28.6 3.8 1.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.6 MPH

28.2 MPH

Median Speed: 28.3 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 70.0%

85th Percentile: 33.6 MPH

15th Percentile: 22.7 MPH

90th Percentile: 34.4 MPH

95th Percentile: 36.4 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

0 0 0 2 1 0 0 0 0 0 0 0 0 0 3

0 0 1 2 0 0 0 0 0 0 0 0 0 0 3

0 1 6 9 9 0 0 0 0 0 0 0 0 0 25

0 0 2 4 6 1 0 0 0 0 0 0 0 0 13

1 1 3 10 5 1 1 0 0 0 0 0 0 0 22

1 0 0 5 5 0 0 0 0 0 0 0 0 0 11

0 1 0 2 4 0 0 0 0 0 0 0 0 0 7

0 0 2 9 6 1 1 0 0 0 0 0 0 0 19

0 1 1 6 5 2 0 0 0 0 0 0 0 0 15

0 0 1 7 4 0 0 0 0 0 0 0 0 0 12

0 1 1 7 3 1 0 0 0 0 0 0 0 0 13

0 1 6 7 1 1 0 0 0 0 0 0 0 0 16

0 0 3 15 6 0 0 0 0 0 0 0 0 0 24

0 0 0 5 4 0 0 0 0 0 0 0 0 0 9

0 1 1 5 1 0 0 0 0 0 0 0 0 0 8

0 0 0 0 1 2 0 0 0 0 0 0 0 0 3

0 0 0 2 3 0 0 0 0 0 0 0 0 0 5

0 0 0 0 2 0 0 0 0 0 0 0 0 0 2

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

2 7 27 99 69 9 2 0 0 0 0 0 0 0 215

0.9 3.3 12.6 46.0 32.1 4.2 0.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.3 3.4 13.6 40.9 36.4 2.3 1.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 3.1 11.8 49.6 29.1 5.5 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.0 MPH

28.5 MPH

Median Speed: 28.6 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 78.1%

85th Percentile: 33.4 MPH

15th Percentile: 24.2 MPH

90th Percentile: 34.2 MPH

95th Percentile: 34.9 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 1 0 1 0 0 0 0 0 0 0 0 2

0 0 1 3 1 0 0 0 0 0 0 0 0 0 5

0 1 4 12 9 3 0 0 0 0 0 0 0 0 29

0 1 0 4 3 1 0 0 0 0 0 0 0 0 9

0 0 2 6 8 1 0 0 0 0 0 0 0 0 17

0 0 3 6 4 2 0 0 0 0 0 0 0 0 15

0 0 3 6 10 2 1 0 0 0 0 0 0 0 22

0 0 2 6 4 1 0 0 0 0 0 0 0 0 13

0 0 0 12 5 1 0 0 0 0 0 0 0 0 18

0 0 5 8 5 0 0 0 0 0 0 0 0 0 18

0 0 2 6 4 2 0 0 0 0 0 0 0 0 14

0 0 4 15 5 0 0 0 0 0 0 0 0 0 24

0 0 2 8 7 1 0 0 0 0 0 0 0 0 18

0 0 1 9 4 0 0 0 0 0 0 0 0 0 14

0 0 4 2 2 0 1 0 0 0 0 0 0 0 9

0 0 0 0 2 1 0 0 0 0 0 0 0 0 3

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

0 2 33 106 76 16 2 0 0 0 0 0 0 0 235

0.0 0.9 14.0 45.1 32.3 6.8 0.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 2.0 12.7 38.2 36.3 9.8 1.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 15.0 50.4 29.3 4.5 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.5 MPH

29.1 MPH

Median Speed: 28.9 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 77.4%

85th Percentile: 33.8 MPH

15th Percentile: 25.0 MPH

90th Percentile: 34.6 MPH

95th Percentile: 36.8 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 2 0 0 0 0 0 0 0 0 0 0 2

0 1 1 1 1 0 0 0 0 0 0 0 0 0 4

0 1 6 10 4 1 0 0 0 0 0 0 0 0 22

0 0 0 6 4 4 0 0 0 0 0 0 0 0 14

0 0 4 3 5 0 0 0 0 0 0 0 0 0 12

1 0 3 8 5 1 0 0 0 0 0 0 0 0 18

0 0 3 10 6 3 0 0 0 0 0 0 0 0 22

0 0 3 7 2 0 0 0 0 0 0 0 0 0 12

0 0 2 12 9 2 0 0 0 0 0 0 0 0 25

0 0 1 7 7 0 0 0 0 0 0 0 0 0 15

0 0 4 7 4 1 0 0 0 0 0 0 0 0 16

0 0 3 6 7 2 0 0 0 0 0 0 0 0 18

0 0 2 15 5 2 0 0 0 0 0 0 0 0 24

0 0 1 9 3 0 0 0 0 0 0 0 0 0 13

0 0 3 2 1 0 0 0 0 0 0 0 0 0 6

0 0 0 1 2 0 0 0 0 0 0 0 0 0 3

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

1 0 1 0 1 0 0 0 0 0 0 0 0 0 3

2 2 37 108 68 16 0 0 0 0 0 0 0 0 233

0.9 0.9 15.9 46.4 29.2 6.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.0 2.1 17.7 42.7 27.1 9.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.7 0.0 14.6 48.9 30.7 5.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.7 MPH

28.6 MPH

Median Speed: 28.5 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 75.5%

85th Percentile: 33.6 MPH

15th Percentile: 24.1 MPH

90th Percentile: 34.4 MPH

95th Percentile: 36.2 MPH

Page 5



TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 1 2 1 1 0 0 0 0 0 0 0 0 5

0 1 0 1 0 0 0 0 0 0 0 0 0 0 2

1 2 7 6 10 2 0 0 0 0 0 0 0 0 28

0 0 0 8 5 3 0 0 0 0 0 0 0 0 16

0 0 4 4 0 0 0 0 0 0 0 0 0 0 8

0 0 2 6 4 1 0 1 0 0 0 0 0 0 14

0 0 3 11 3 1 0 0 0 0 0 0 0 0 18

0 0 0 4 8 1 0 0 0 0 0 0 0 0 13

0 0 3 4 5 1 0 0 0 0 0 0 0 0 13

0 0 4 8 6 0 0 0 0 0 0 0 0 0 18

0 0 3 5 2 2 0 0 0 0 0 0 0 0 12

0 0 2 7 6 4 0 0 0 0 0 0 0 0 19

0 0 2 2 9 3 0 0 0 0 0 0 0 0 16

0 0 2 9 11 0 0 0 0 0 0 0 0 0 22

0 0 0 3 2 0 1 0 0 0 0 0 0 0 6

0 0 2 2 0 0 0 0 0 0 0 0 0 0 4

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 3 0 0 0 0 0 0 0 0 0 3

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

1 4 36 84 76 19 1 1 0 0 0 0 0 0 222

0.5 1.8 16.2 37.8 34.2 8.6 0.5 0.5 0.0 0.0 0.0 0.0 0.0 0.0 100

1.1 4.3 18.1 41.5 25.5 8.5 0.0 1.1 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 14.8 35.2 40.6 8.6 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.1 MPH

29.1 MPH

Median Speed: 29.1 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 72.1%

85th Percentile: 34.2 MPH

15th Percentile: 23.9 MPH

90th Percentile: 34.9 MPH

95th Percentile: 37.5 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 1 0 1 1 1 0 0 0 0 0 0 0 4

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 1 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 1 0 0 0 0 0 0 0 0 1

0 0 0 1 1 2 0 0 0 0 0 0 0 0 4

0 0 1 1 2 0 0 0 0 0 0 0 0 0 4

0 0 2 7 3 0 0 0 0 0 0 0 0 0 12

1 0 1 8 7 0 0 0 0 0 0 0 0 0 17

1 0 4 3 6 2 0 0 0 0 0 0 0 0 16

0 2 1 7 7 0 0 0 0 0 0 0 0 0 17

0 0 0 6 3 0 0 0 0 0 0 0 0 0 9

0 2 0 5 7 0 0 0 0 0 0 0 0 0 14

0 0 2 5 3 0 0 0 0 0 0 0 0 0 10

0 2 4 5 9 0 0 0 0 0 0 0 0 0 20

0 1 2 9 4 0 0 0 0 0 0 0 0 0 16

0 0 5 6 2 2 0 0 0 0 0 0 0 0 15

0 0 1 4 7 0 0 0 0 0 0 0 0 0 12

0 1 2 0 3 0 0 0 0 0 0 0 0 0 6

0 0 0 2 3 0 0 0 0 0 0 0 0 0 5

0 1 0 1 1 0 0 0 0 0 0 0 0 0 3

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

2 9 27 72 70 8 2 0 0 0 0 0 0 0 190

1.1 4.7 14.2 37.9 36.8 4.2 1.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.6 2.6 14.1 35.9 34.6 7.7 2.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 6.3 14.3 39.3 38.4 1.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.3 MPH

28.5 MPH

Median Speed: 28.9 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 74.7%

85th Percentile: 33.6 MPH

15th Percentile: 23.1 MPH

90th Percentile: 34.3 MPH

95th Percentile: 35.0 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Southbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

0 0 1 5 3 0 0 0 0 0 0 0 0 0 9

0 0 0 0 3 0 0 0 0 0 0 0 0 0 3

0 0 1 6 6 1 0 0 0 0 0 0 0 0 14

1 0 0 1 1 0 0 0 0 0 0 0 0 0 3

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 0 2 14 14 1 0 0 0 0 0 0 0 0 32

3.1 0.0 6.3 43.8 43.8 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.1 0.0 6.3 43.8 43.8 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.9 MPH

29.1 MPH

Median Speed: 29.5 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 87.5%

85th Percentile: 33.5 MPH

15th Percentile: 25.5 MPH

90th Percentile: 34.0 MPH

95th Percentile: 34.6 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 2 11 1 0 0 0 0 0 0 0 0 0 15

0 1 3 8 1 0 0 0 0 0 0 0 0 0 13

0 1 3 17 5 0 0 0 0 0 0 0 0 0 26

0 3 2 8 1 0 0 0 0 0 0 0 0 0 14

0 0 6 3 1 0 0 0 0 0 0 0 0 0 10

0 0 3 6 2 0 0 0 0 0 0 0 0 0 11

0 1 4 8 1 0 0 0 0 0 0 0 0 0 14

0 0 5 4 4 1 0 0 0 0 0 0 0 0 14

0 1 5 8 0 0 0 0 0 0 0 0 0 0 14

0 0 1 3 1 0 0 0 0 0 0 0 0 0 5

0 0 5 4 0 0 0 0 0 0 0 0 0 0 9

0 0 2 3 0 0 0 0 0 0 0 0 0 0 5

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 1 0 1 0 0 0 0 0 0 0 0 0 0 2

0 9 42 84 17 1 0 0 0 0 0 0 0 0 153

0.0 5.9 27.5 54.9 11.1 0.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 7.1 17.9 67.9 7.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 5.6 29.6 52.0 12.0 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.1 MPH

26.2 MPH

Median Speed: 26.5 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 82.4%

85th Percentile: 29.7 MPH

15th Percentile: 21.6 MPH

90th Percentile: 30.6 MPH

95th Percentile: 32.9 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 1 1 0 0 0 0 0 0 0 0 0 3

0 2 7 7 0 0 0 0 0 0 0 0 0 0 16

1 2 4 10 1 1 0 0 0 0 0 0 0 0 19

0 1 2 3 0 1 0 0 0 0 0 0 0 0 7

0 1 2 5 0 0 0 0 0 0 0 0 0 0 8

1 2 9 2 1 0 0 0 0 0 0 0 0 0 15

0 1 2 4 5 1 0 0 0 0 0 0 0 0 13

0 3 7 9 1 0 0 0 0 0 0 0 0 0 20

0 0 7 5 1 1 0 0 0 0 0 0 0 0 14

0 1 1 3 1 2 0 0 0 0 0 0 0 0 8

0 2 9 9 8 0 0 0 0 0 0 0 0 0 28

0 0 4 3 2 0 0 0 0 0 0 0 0 0 9

0 0 5 2 1 0 0 0 0 0 0 0 0 0 8

0 0 3 5 1 1 0 0 0 0 0 0 0 0 10

0 0 1 5 4 0 0 0 0 0 0 0 0 0 10

0 1 3 0 0 1 0 0 0 0 0 0 0 0 5

0 0 0 2 1 0 0 0 0 0 0 0 0 0 3

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

2 16 69 76 28 8 0 0 0 0 0 0 0 0 199

1.0 8.0 34.7 38.2 14.1 4.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.9 11.4 37.1 41.4 4.3 2.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 6.2 33.3 36.4 19.4 4.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.2 MPH

25.9 MPH

Median Speed: 25.8 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 72.9%

85th Percentile: 31.0 MPH

15th Percentile: 20.8 MPH

90th Percentile: 32.8 MPH

95th Percentile: 34.6 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 2 2 0 0 0 0 0 0 0 0 0 0 4

0 2 10 11 0 1 0 0 0 0 0 0 0 0 24

0 2 5 3 0 1 0 0 0 0 0 0 0 0 11

1 0 2 4 1 0 0 0 0 0 0 0 0 0 8

0 2 4 6 1 0 0 0 0 0 0 0 0 0 13

0 1 5 5 3 0 0 0 0 0 0 0 0 0 14

0 1 2 3 4 0 0 0 0 0 0 0 0 0 10

1 2 3 6 2 0 0 0 0 0 0 0 0 0 14

0 1 7 2 2 0 0 0 0 0 0 0 0 0 12

0 1 5 4 1 0 0 0 0 0 0 0 0 0 11

0 3 6 11 4 0 0 0 0 0 0 0 0 0 24

0 1 8 4 3 2 0 0 0 0 0 0 0 0 18

0 1 1 3 1 0 0 0 0 0 0 0 0 0 6

0 0 3 6 0 0 0 0 0 0 0 0 0 0 9

0 1 1 2 2 0 0 0 0 0 0 0 0 0 6

0 0 4 2 1 0 0 0 0 0 0 0 0 0 7

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 2 0 0 0 0 0 0 0 0 0 0 2

2 18 69 76 25 4 0 0 0 0 0 0 0 0 194

1.0 9.3 35.6 39.2 12.9 2.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.3 9.3 38.7 41.3 6.7 2.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.8 9.2 33.6 37.8 16.8 1.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.0 MPH

25.5 MPH

Median Speed: 25.5 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 74.7%

85th Percentile: 30.0 MPH

15th Percentile: 20.6 MPH

90th Percentile: 31.8 MPH

95th Percentile: 33.8 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

1 1 10 5 0 0 0 0 0 0 0 0 0 0 17

1 2 7 5 1 0 0 0 0 0 0 0 0 0 16

0 0 2 7 2 0 0 0 0 0 0 0 0 0 11

0 1 3 8 2 0 0 0 0 0 0 0 0 0 14

0 0 5 6 2 0 0 0 0 0 0 0 0 0 13

0 1 4 4 5 0 0 0 0 0 0 0 0 0 14

0 1 5 2 2 0 0 0 0 0 0 0 0 0 10

0 0 7 5 2 0 0 0 0 0 0 0 0 0 14

2 3 6 5 2 1 0 0 0 0 0 0 0 0 19

0 1 7 6 1 0 0 0 0 0 0 0 0 0 15

0 1 5 6 1 0 0 0 0 0 0 0 0 0 13

0 0 3 7 1 0 0 0 0 0 0 0 0 0 11

0 0 5 8 3 0 0 0 0 0 0 0 0 0 16

0 0 4 2 1 0 0 0 0 0 0 0 0 0 7

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4 12 73 79 26 1 0 0 0 0 0 0 0 0 195

2.1 6.2 37.4 40.5 13.3 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

2.7 6.7 36.0 44.0 10.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.7 5.8 38.3 38.3 15.0 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.8 MPH

25.4 MPH

Median Speed: 25.5 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 77.9%

85th Percentile: 29.8 MPH

15th Percentile: 20.9 MPH

90th Percentile: 31.3 MPH

95th Percentile: 33.2 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 2 0 0 0 0 0 0 0 0 0 0 3

0 1 6 9 0 0 0 0 0 0 0 0 0 0 16

0 0 9 7 4 0 0 0 0 0 0 0 0 0 20

0 2 6 4 1 0 0 0 0 0 0 0 0 0 13

0 1 4 12 0 0 0 0 0 0 0 0 0 0 17

0 1 4 5 3 0 1 0 0 0 0 0 0 0 14

0 0 6 7 1 0 0 0 0 0 0 0 0 0 14

0 2 2 7 0 0 0 0 0 0 0 0 0 0 11

0 2 9 10 1 0 0 0 0 0 0 0 0 0 22

0 0 5 9 2 1 0 0 0 0 0 0 0 0 17

0 1 8 12 2 2 0 0 0 0 0 0 0 0 25

0 1 5 4 2 0 0 0 0 0 0 0 0 0 12

0 1 6 6 5 0 0 0 0 0 0 0 0 0 18

0 1 7 4 4 0 0 0 0 0 0 0 0 0 16

0 2 4 2 1 0 0 0 0 0 0 0 0 0 9

0 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 15 83 102 26 3 1 0 0 0 0 0 0 0 230

0.0 6.5 36.1 44.3 11.3 1.3 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 6.0 35.7 47.6 9.5 0.0 1.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 6.8 36.3 42.5 12.3 2.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.5 MPH

25.8 MPH

Median Speed: 25.8 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 80.4%

85th Percentile: 29.8 MPH

15th Percentile: 21.1 MPH

90th Percentile: 31.3 MPH

95th Percentile: 33.5 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 3 2 1 0 0 0 0 0 0 0 0 0 6

0 0 7 6 1 0 0 0 0 0 0 0 0 0 14

0 0 1 4 0 0 0 0 0 0 0 0 0 0 5

1 3 5 7 1 0 0 0 0 0 0 0 0 0 17

0 2 3 2 0 0 0 0 0 0 0 0 0 0 7

0 0 3 5 1 0 0 0 0 0 0 0 0 0 9

0 0 3 5 2 1 0 0 0 0 0 0 0 0 11

0 2 3 3 2 0 0 0 0 0 0 0 0 0 10

0 2 5 4 4 0 0 0 0 0 0 0 0 0 15

1 0 3 11 2 0 0 0 0 0 0 0 0 0 17

0 1 7 5 2 1 0 0 0 0 0 0 0 0 16

0 0 6 5 2 0 0 0 0 0 0 0 0 0 13

0 0 10 4 2 0 0 0 0 0 0 0 0 0 16

0 1 3 6 2 0 0 0 0 0 0 0 0 0 12

0 0 8 3 1 0 0 0 0 0 0 0 0 0 12

1 0 3 4 0 0 0 0 0 0 0 0 0 0 8

0 1 1 3 2 0 0 0 0 0 0 0 0 0 7

0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

3 13 75 79 25 2 0 0 0 0 0 0 0 0 197

1.5 6.6 38.1 40.1 12.7 1.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.7 8.5 39.0 44.1 6.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.4 5.8 37.7 38.4 15.2 1.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.8 MPH

25.4 MPH

Median Speed: 25.4 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 78.2%

85th Percentile: 29.8 MPH

15th Percentile: 20.9 MPH

90th Percentile: 31.4 MPH

95th Percentile: 33.3 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 2 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 1 5 0 0 0 0 0 0 0 0 0 0 6

0 0 0 4 2 0 0 0 0 0 0 0 0 0 6

0 2 6 6 4 0 0 0 0 0 0 0 0 0 18

0 0 4 4 3 0 0 0 0 0 0 0 0 0 11

0 1 5 5 2 0 0 0 0 0 0 0 0 0 13

0 2 0 4 0 0 0 0 0 0 0 0 0 0 6

0 0 3 9 3 1 0 0 0 0 0 0 0 0 16

0 1 4 5 6 0 0 0 0 0 0 0 0 0 16

0 0 4 9 2 0 0 0 0 0 0 0 0 0 15

0 1 3 4 1 0 0 0 0 0 0 0 0 0 9

0 2 6 8 3 1 0 0 0 0 0 0 0 0 20

0 0 3 6 2 0 0 0 0 0 0 0 0 0 11

0 0 1 0 1 0 0 0 0 0 0 0 0 0 2

0 0 2 4 0 0 0 0 0 0 0 0 0 0 6

0 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0 0 2 1 1 0 0 0 0 0 0 0 0 0 4

0 9 46 77 30 2 0 0 0 0 0 0 0 0 164

0.0 5.5 28.0 47.0 18.3 1.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 4.5 25.0 50.0 20.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 5.8 29.2 45.8 17.5 1.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.4 MPH

26.6 MPH

Median Speed: 26.7 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 75.0%

85th Percentile: 31.1 MPH

15th Percentile: 21.6 MPH

90th Percentile: 32.5 MPH

95th Percentile: 33.9 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Northbound Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 6 4 0 0 0 0 0 0 0 0 0 11

0 1 4 4 2 0 0 0 0 0 0 0 0 0 11

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 2 6 10 6 0 0 0 0 0 0 0 0 0 24

0.0 8.3 25.0 41.7 25.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 8.3 25.0 41.7 25.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.7 MPH

26.7 MPH

Median Speed: 26.8 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 66.7%

85th Percentile: 31.6 MPH

15th Percentile: 20.9 MPH

90th Percentile: 32.6 MPH

95th Percentile: 33.6 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 09/30/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

- - - - - - - - - - - - - - -

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

2 1 4 23 4 0 0 0 0 0 0 0 0 0 34

0 1 7 11 4 0 0 0 0 0 0 0 0 0 23

0 2 4 26 11 0 1 0 0 0 0 0 0 0 44

0 4 6 16 7 0 0 0 0 0 0 0 0 0 33

0 0 9 12 3 0 0 0 0 0 0 0 0 0 24

0 0 6 11 4 0 0 0 0 0 0 0 0 0 21

0 1 6 12 3 3 0 0 0 0 0 0 0 0 25

0 1 7 10 7 2 0 0 0 0 0 0 0 0 27

0 1 6 13 1 2 0 0 0 0 0 0 0 0 23

0 0 1 4 4 0 0 0 0 0 0 0 0 0 9

0 0 5 7 0 0 0 0 0 0 0 0 0 0 12

0 0 4 3 1 0 0 0 0 0 0 0 0 0 8

0 0 2 1 1 0 0 0 0 0 0 0 0 0 4

0 1 0 1 1 1 0 0 0 0 0 0 0 0 4

2 12 67 150 51 8 1 0 0 0 0 0 0 0 291

0.7 4.1 23.0 51.5 17.5 2.7 0.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.5 3.5 19.3 59.6 14.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 4.3 23.9 49.6 18.4 3.4 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.7 MPH

27.0 MPH

Median Speed: 27.1 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 74.6%

85th Percentile: 31.6 MPH

15th Percentile: 22.2 MPH

90th Percentile: 33.0 MPH

95th Percentile: 34.4 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Monday, 10/01/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 1 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 2 1 0 0 0 0 0 0 0 0 0 3

0 0 0 1 2 0 0 0 0 0 0 0 0 0 3

0 0 3 2 2 0 0 0 0 0 0 0 0 0 7

0 4 12 16 7 1 0 0 0 0 0 0 0 0 40

2 2 8 17 11 2 2 0 0 0 0 0 0 0 44

0 1 4 6 5 1 0 0 0 0 0 0 0 0 17

1 2 4 8 0 2 0 0 0 0 0 0 0 0 17

2 3 11 7 5 1 0 0 0 0 0 0 0 0 29

1 1 6 13 14 1 0 0 0 0 0 0 0 0 36

0 3 11 19 5 1 0 0 0 0 0 0 0 0 39

0 0 8 10 4 4 0 0 0 0 0 0 0 0 26

0 2 5 8 8 2 1 0 0 0 0 0 0 0 26

0 3 12 12 10 1 0 0 0 0 0 0 0 0 38

0 1 9 13 9 0 1 0 0 0 0 0 0 0 33

0 0 8 16 6 0 0 0 0 0 0 0 0 0 30

0 0 3 6 1 1 0 0 0 0 0 0 0 0 11

0 0 2 6 4 0 0 0 0 0 0 0 0 0 12

0 1 3 1 0 1 0 0 0 0 0 0 0 0 6

0 0 0 2 2 0 0 0 0 0 0 0 0 0 4

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

6 23 111 166 97 19 4 0 0 0 0 0 0 0 426

1.4 5.4 26.1 39.0 22.8 4.5 0.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

3.0 7.3 26.2 36.6 20.7 4.9 1.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.4 4.2 26.0 40.5 24.0 4.2 0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.5 MPH

27.1 MPH

Median Speed: 27.2 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 65.0%

85th Percentile: 32.9 MPH

15th Percentile: 21.5 MPH

90th Percentile: 34.0 MPH

95th Percentile: 35.3 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Tuesday, 10/02/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 1 1 1 0 0 0 0 0 0 0 0 0 3

0 0 0 2 1 0 0 0 0 0 0 0 0 0 3

0 0 3 4 0 0 0 0 0 0 0 0 0 0 7

0 3 16 20 9 1 0 0 0 0 0 0 0 0 49

0 2 7 7 6 2 0 0 0 0 0 0 0 0 24

2 1 5 14 6 1 1 0 0 0 0 0 0 0 30

1 2 4 11 6 0 0 0 0 0 0 0 0 0 24

0 2 5 7 7 0 0 0 0 0 0 0 0 0 21

0 1 4 12 10 1 1 0 0 0 0 0 0 0 29

1 3 4 12 7 2 0 0 0 0 0 0 0 0 29

0 1 8 9 6 0 0 0 0 0 0 0 0 0 24

0 2 6 11 4 1 0 0 0 0 0 0 0 0 24

0 4 12 18 5 1 0 0 0 0 0 0 0 0 40

0 1 11 19 9 2 0 0 0 0 0 0 0 0 42

0 1 1 8 5 0 0 0 0 0 0 0 0 0 15

0 1 4 11 1 0 0 0 0 0 0 0 0 0 17

0 1 1 2 3 2 0 0 0 0 0 0 0 0 9

0 0 4 4 4 0 0 0 0 0 0 0 0 0 12

0 0 0 0 2 0 0 0 0 0 0 0 0 0 2

0 0 0 2 1 0 0 0 0 0 0 0 0 0 3

4 25 96 175 94 13 2 0 0 0 0 0 0 0 409

1.0 6.1 23.5 42.8 23.0 3.2 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.8 6.1 25.2 41.1 22.7 2.5 0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.4 6.1 22.4 43.9 23.2 3.7 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.2 MPH

27.1 MPH

Median Speed: 27.3 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 66.3%

85th Percentile: 32.5 MPH

15th Percentile: 21.7 MPH

90th Percentile: 33.6 MPH

95th Percentile: 34.7 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Wednesday, 10/03/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 1 0 0 0 0 0 0 0 0 0 2

0 0 0 0 2 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 2 0 1 0 0 0 0 0 0 0 0 3

0 0 1 4 1 0 0 0 0 0 0 0 0 0 6

1 2 14 17 9 3 0 0 0 0 0 0 0 0 46

1 3 7 9 4 1 0 0 0 0 0 0 0 0 25

0 0 4 13 10 1 0 0 0 0 0 0 0 0 28

0 1 6 14 6 2 0 0 0 0 0 0 0 0 29

0 0 8 12 12 2 1 0 0 0 0 0 0 0 35

0 1 6 10 9 1 0 0 0 0 0 0 0 0 27

0 1 5 14 7 1 0 0 0 0 0 0 0 0 28

0 0 12 13 7 0 0 0 0 0 0 0 0 0 32

2 3 8 11 6 3 0 0 0 0 0 0 0 0 33

0 1 11 21 6 0 0 0 0 0 0 0 0 0 39

0 1 7 14 8 1 0 0 0 0 0 0 0 0 31

0 0 4 16 5 0 0 0 0 0 0 0 0 0 25

0 0 9 10 5 0 1 0 0 0 0 0 0 0 25

0 0 4 2 3 1 0 0 0 0 0 0 0 0 10

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

4 14 106 185 102 17 2 0 0 0 0 0 0 0 430

0.9 3.3 24.7 43.0 23.7 4.0 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.1 4.0 22.6 40.7 25.4 5.6 0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.8 2.8 26.1 44.7 22.5 2.8 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.0 MPH

27.4 MPH

Median Speed: 27.4 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 67.7%

85th Percentile: 32.7 MPH

15th Percentile: 22.2 MPH

90th Percentile: 33.8 MPH

95th Percentile: 34.9 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Thursday, 10/04/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 2 0 0 0 0 0 0 0 0 0 0 2

0 1 2 3 1 0 0 0 0 0 0 0 0 0 7

0 2 12 19 4 1 0 0 0 0 0 0 0 0 38

0 0 9 13 8 4 0 0 0 0 0 0 0 0 34

0 2 10 7 6 0 0 0 0 0 0 0 0 0 25

1 1 7 20 5 1 0 0 0 0 0 0 0 0 35

0 1 7 15 9 3 1 0 0 0 0 0 0 0 36

0 0 9 14 3 0 0 0 0 0 0 0 0 0 26

0 2 4 19 9 2 0 0 0 0 0 0 0 0 36

0 2 10 17 8 0 0 0 0 0 0 0 0 0 37

0 0 9 16 6 2 0 0 0 0 0 0 0 0 33

0 1 11 18 9 4 0 0 0 0 0 0 0 0 43

0 1 7 19 7 2 0 0 0 0 0 0 0 0 36

0 1 7 15 8 0 0 0 0 0 0 0 0 0 31

0 1 10 6 5 0 0 0 0 0 0 0 0 0 22

0 2 4 3 3 0 0 0 0 0 0 0 0 0 12

0 0 1 2 0 0 0 0 0 0 0 0 0 0 3

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

1 0 1 0 1 0 0 0 0 0 0 0 0 0 3

2 17 120 210 94 19 1 0 0 0 0 0 0 0 463

0.4 3.7 25.9 45.4 20.3 4.1 0.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.6 3.9 26.1 45.0 18.9 5.0 0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.4 3.5 25.8 45.6 21.2 3.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

4.8 MPH

27.2 MPH

Median Speed: 27.2 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 71.3%

85th Percentile: 32.3 MPH

15th Percentile: 22.1 MPH

90th Percentile: 33.6 MPH

95th Percentile: 34.8 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Friday, 10/05/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 1 1 0 0 0 0 0 0 0 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 1 2 1 1 0 0 0 0 0 0 0 0 5

0 1 3 3 1 0 0 0 0 0 0 0 0 0 8

1 2 14 12 11 2 0 0 0 0 0 0 0 0 42

0 0 1 12 5 3 0 0 0 0 0 0 0 0 21

1 3 9 11 1 0 0 0 0 0 0 0 0 0 25

0 2 5 8 4 1 0 1 0 0 0 0 0 0 21

0 0 6 16 4 1 0 0 0 0 0 0 0 0 27

0 0 3 9 10 2 0 0 0 0 0 0 0 0 24

0 2 6 7 7 1 0 0 0 0 0 0 0 0 23

0 2 9 12 10 0 0 0 0 0 0 0 0 0 33

1 0 6 16 4 2 0 0 0 0 0 0 0 0 29

0 1 9 12 8 5 0 0 0 0 0 0 0 0 35

0 0 8 7 11 3 0 0 0 0 0 0 0 0 29

0 0 12 13 13 0 0 0 0 0 0 0 0 0 38

0 1 3 9 4 0 1 0 0 0 0 0 0 0 18

0 0 10 5 1 0 0 0 0 0 0 0 0 0 16

1 0 4 4 0 0 0 0 0 0 0 0 0 0 9

0 1 1 3 5 0 0 0 0 0 0 0 0 0 10

0 1 0 1 0 0 0 0 0 0 0 0 0 0 2

4 17 111 163 101 21 1 1 0 0 0 0 0 0 419

1.0 4.1 26.5 38.9 24.1 5.0 0.2 0.2 0.0 0.0 0.0 0.0 0.0 0.0 100

1.3 5.9 26.1 42.5 18.3 5.2 0.0 0.7 0.0 0.0 0.0 0.0 0.0 0.0 100

0.8 3.0 26.7 36.8 27.4 4.9 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.3 MPH

27.4 MPH

Median Speed: 27.4 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 20 to 29 MPH

Percent in Ten Mile Pace: 65.4%

85th Percentile: 33.0 MPH

15th Percentile: 21.9 MPH

90th Percentile: 34.0 MPH

95th Percentile: 35.4 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Saturday, 10/06/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 3 0 0 0 0 0 0 0 0 0 0 3

0 0 1 0 1 1 1 0 0 0 0 0 0 0 4

0 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 1 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 1 0 0 0 0 0 0 0 0 1

0 0 0 1 1 2 0 0 0 0 0 0 0 0 4

0 0 1 2 2 0 0 0 0 0 0 0 0 0 5

0 0 3 12 3 0 0 0 0 0 0 0 0 0 18

1 0 1 12 9 0 0 0 0 0 0 0 0 0 23

1 2 10 9 10 2 0 0 0 0 0 0 0 0 34

0 2 5 11 10 0 0 0 0 0 0 0 0 0 28

0 1 5 11 5 0 0 0 0 0 0 0 0 0 22

0 4 0 9 7 0 0 0 0 0 0 0 0 0 20

0 0 5 14 6 1 0 0 0 0 0 0 0 0 26

0 3 8 10 15 0 0 0 0 0 0 0 0 0 36

0 1 6 18 6 0 0 0 0 0 0 0 0 0 31

0 1 8 10 3 2 0 0 0 0 0 0 0 0 24

0 2 7 12 10 1 0 0 0 0 0 0 0 0 32

0 1 5 6 5 0 0 0 0 0 0 0 0 0 17

0 0 1 2 4 0 0 0 0 0 0 0 0 0 7

0 1 2 5 1 0 0 0 0 0 0 0 0 0 9

0 0 2 1 1 0 0 0 0 0 0 0 0 0 4

0 0 2 1 1 0 0 0 0 0 0 0 0 0 4

2 18 73 149 100 10 2 0 0 0 0 0 0 0 354

0.6 5.1 20.6 42.1 28.2 2.8 0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.6 3.3 18.0 41.0 29.5 4.9 1.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 6.0 22.0 42.7 27.6 1.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.0 MPH

27.6 MPH

Median Speed: 27.8 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 70.3%

85th Percentile: 32.9 MPH

15th Percentile: 22.2 MPH

90th Percentile: 33.8 MPH

95th Percentile: 34.7 MPH
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TrafficViewer Pro v1.6.4.124

PicoCount 2500 V2.37 (s/n# 18011905)

Daily Total Speeds (MPH)

  

Posted Speed: 35

Printed: 10/15/2018 at 09:06

Location:

Unit ID:

Study Date:

Laurel Hill Rd

Chapel Hill

Sunday, 10/07/2018

5-

14

15-

19

20-

24

25-

29

30-

34

35-

39

40-

44

45-

49

50-

54

55-

59

60-

64

65-

69

70-

74

75-

100 Total

00:00 - 00:59

01:00 - 01:59

02:00 - 02:59

03:00 - 03:59

04:00 - 04:59

05:00 - 05:59

06:00 - 06:59

07:00 - 07:59

08:00 - 08:59

09:00 - 09:59

10:00 - 10:59

11:00 - 11:59

12:00 - 12:59

13:00 - 13:59

14:00 - 14:59

15:00 - 15:59

16:00 - 16:59

17:00 - 17:59

18:00 - 18:59

19:00 - 19:59

20:00 - 20:59

21:00 - 21:59

22:00 - 22:59

23:00 - 23:59

Totals

Percent of Total

Percent of AM

Percent of PM

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 1 1 0 0 0 0 0 0 0 0 0 2

0 0 1 5 3 0 0 0 0 0 0 0 0 0 9

0 0 1 6 7 0 0 0 0 0 0 0 0 0 14

0 1 5 10 8 1 0 0 0 0 0 0 0 0 25

1 0 1 1 1 0 0 0 0 0 0 0 0 0 4

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 2 8 24 20 1 0 0 0 0 0 0 0 0 56

1.8 3.6 14.3 42.9 35.7 1.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

1.8 3.6 14.3 42.9 35.7 1.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 100

Standard Deviation:

Mean Speed:

5.0 MPH

28.1 MPH

Median Speed: 28.4 MPH

Modal Speed: 27.5 MPH

Ten Mile Pace: 25 to 34 MPH

Percent in Ten Mile Pace: 78.6%

85th Percentile: 33.0 MPH

15th Percentile: 23.1 MPH

90th Percentile: 33.7 MPH

95th Percentile: 34.4 MPH
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